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ZLSR: 40,000+ QSOs in just over a week.... 


Vames Brooks, 4VIVC 


All with Icom’s IC-7000! — 


ULTRA COMPACT HF/VHF/UHF fe | sities 
ALL MODE TRANSCEIVER [-\+ 


DX’ing the way it should be. 
For the love of ham radio. 


“Frequency coverage may vary. Refer to owner's manual for exact frequency specs. 
©2008 Icom America Inc. The Icom logo is a registered trademark of Icom Inc. All specifications are subject to change without notice or obligation. 9962 


~ TALE OF CONE 


1108 Summit Avenue, #4 
Plano, TX 75074 


http://www.texastowers.com 
sales@texastowers.com 


HOURS: 
Our normal operating hours 
are 9:00 AM to 5:00 PM Cen- 
tral Time, Monday through 
Friday. Closed Saturdays and 
Sundays. 


PHONE: 

- To place an order, please call 
toll-free (800) 272-3467. For 
technical info, please call (972) 
422-7306. 


SALES TAX: 

_ By law we must collect 8.25% 
sales tax on all orders shipped 
within the state of Texas. Orders 
shipped outside the state are 
not charged tax except for some 
drop shipments, which we will 
quote at the time of order. 


Orders: (800) 272-3467 


We can accept a cashier’s check 
or money order. We also accept 
MasterCard, Visa and Discover, 
but we must be able to ship 
to an address in our existing 
customer database, in the FCC 
amateur license database, or to 
the credit card billing address. 
This prevents the fraudulent 
use of your card. 


SHIPPING: 
We offer free UPS ground 
shipping on all radio or- 


ders (shipped within the 48 — 


contiguous United States). 
Otherwise, shipping charges 
are not included. Most orders 
are shipped by UPS. Towers 
and aluminum tubing orders 
for lengths over six feet must 
ship motor freight. Please call 
for a shipping quote. 


COUPONS & REBATES: 
Manufacturers commonly offer 
coupon and rebate specials. 


Local: (972) 422-7306 


applicable coupons. Rebates 
must be submitted by the cus- 
tomer via mail and may take 
up to 6 weeks to receive. All 
prices shown are your end 
price, after all applicable 
coupons and rebates. 


SERVICE: 

If you experience difficulty 
with any item purchased from 
us, please call us at (800) 272- 
3467. You may also contact the 
manufacturer, if you prefer. 


RETURNS: 

Unfortunately, we are not able 
to ship merchandise on an ap- 
proval basis. Please make your 
selections carefully because we 
cannot accept items back fora 
full refund after they have been 
shipped to you. In the event 
that we do accept a returned 
item, it must be returned to us 
within 30 days of purchase, and 
there will be a 15% restocking 


sales@texastowers.com 


- Alpha Delta 4 Coax Jumpers AO UK EQUIPMENt........24, 25 POLY WRASEL....ceccreseceeene Dl 
‘Alpha Radio 4 Comet... | 
Aluminum Tubing....5 Cushcraft._.___10 K5¢W..25 Rotator Cable ___..40 
Ameritron 6 Daiwa_......11 Kenwood __.......26-27 Safety Equipment.__...38 
AN Wireless | 5 DiAMOMG 1012 LAM CIC W eceeenne 28 STOOL MASTS ceccerncreenne BB 
ARRL......... Do FORGO 12 eee ceccecceree 13 = LAPSOM cece 25 Times Microwave..........40 
Astron BGP neem IS LD Gaerne 29 TOWEL Hardware ..........39 
_ Bencher 3 8 GlenMartin.._.14 LMR™Coax.......40 Universal Towet.........41 
Butternut... 8 Guy Wire 39 M2....30-31 US Tower.........42-43 
Coax Adapters.____.40 Hustler. see FA AFD cece 2-30 West Mountain Ratio... 44 
Coax Cable 40 fygain ee | | rs eC): | SY 
CoaxConnectors._.40 Icom... 16-23 Phillystran__.......37 
POLIS PAYMENT: We automatically apply all ‘charge to allow resale at a dis- 


counted price—as a used prod- 
uct. All returns are at our sole 
discretion. This rigid policy is 
necessary in order to assure our 
customers that they will receive 
only absolutely, brand new and 
unopened merchandise. 


PLEASE NOTE: 

We make an honest effort to 
represent products as they ac- 
tually are. Occasionally though, 
errors do occur, so we reserve 
the right to change prices and 
specifications without notice or 
obligation. Because of printing/ 
postage lead times, prices and 
manufacturer offers may occa- 
sionally change or expire before 
you receive this catalog. If you 
should find any errors, please 
notify us so they may be cor- 
rected in our next issue. 


ALPHA DELTA 


: Alpha Delta Wire Antennas 
All models are no-trap, direct feed designs 
and handle full legal power. Fully assembled 


and pre-tuned, with stainless steel hardware. 


DX-A Twin Sloper............ $99 
Twin 1/4-wave inverted-V sloper, 
covers 160/80/40m. One side is 67 
feet long, the other is 55. 


DX-B Sloper .......s.cceseeees $109 
A 1/4-wave sloper, covering 
160/80/40/30m. Length is 60‘ 


DX-CC Dipole .............06 $159 
Multiband dipole (or install 
it as an inverted-V), covering 
80/40/20/15/10m. Overall length 
is 82 feet. 


DX-DD Dipole.............0+ $129 
Multiband dipole (or install it as 
an inverted-V), covering 80/40m. 
Overall length is 82 feet long. 


HLPHA RADIO PRODUCTS 


DX-EE Dipole.............60 -$139 
Multiband dipole (or install as an 
inverted-V), covers 40/20/15/10m, 
only 40 feet. Also covers 30/17/12m 
with an antenna tuner. 


DX-LB Dipole ............ us FSD 
Multiband dipole (or install as 
inverted-V), covers 160/80/40m, 
length is 100 feet. Also covers 
30/20/17/15/12/10m with tuner. 


DX-LB PLUS Dipole ....... $189 
Multiband parallel dipole (or in- 
stall it as an inverted-V), covers 
160/80/40/20/15/10m, length is 100 
feet. Also covers 30/17/12m when 
used with an antenna tuner. 


9500..... alchivstnlesioceace SO, 90 
The Alpha 9500 is a fully automatic 
HF linear amplifier providing full 
legal power plus, on all amateur 
HF bands. Multiple-microprocessor 
design offers fast amplifier tuning, 
as well as fast, antenna tuning up to 
3:1 SWR. Multi-color LED bar graph 
displays indicate power output, 
SWR, grid current, plate current, plate 
voltage, and gain. Power output is 
also shown on a digital LED display. 
Features built-in 4-position antenna 
switch. Vacuum relays for full break- 


eeeeeeseverce: 


in operation (QSK). 

band6.........1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 
INDUC pce scscea cassis 100, 120, 200, 220, 240 vAC 
TUDO i sicsssescsaccessdasebtepevacea aeataerea AMGEN Eimac 8877 
ITV SOW iasccctrscaretes tice roccent cute sotgscancinctores 65W 
RF OUtDUt 21/1, eersaieuteieenain 1500 W, minimum 
dimensions... .7.5"H x 17.5" W x 20" D 


sessovsenszesooescip helthediises dees aa REE 74 pounds 


Orders: (800) 272-3467 


STOO seisacaccseasccatenseggenn pag oe 
The Alpha 8100 is a manual-tune HF 
linear amplifier providing full legal 
power plus, on all amateur HF bands. 
Rugged design offers maximum 
durability and reliability. Features a 
multi-color LED bar graph displays 
for power output, reflected power, 
as well as one that is switchable to 
indicate plate current, plate voltage, 
grid current, or gain. Vacuum relays 
are used, allowing full break-in op- 
eration (QSK). Like all Alpha Radio 
Products, the 8100 comes with a 
4-year warranty. 


bands............1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 
IVDDUT ccincaenncorrtabsoesévosoost 100, 120, 200, 220, 240 vAC 
TUDE oiicccanssosnescancclh ee Rey 2 - Svetlana 4CX800 
ATIVE POWER -onesscsessscnssseonecsssveeeesves 50-55 W, nominal 
RF OUtpUt....cscescchmmeneaeee 1500 W, minimum 
CIMENSIONS ..seesssssessrseecsseeese 7.5"H x 17" W x 18.5" D 
WEIGNK....ssvssseoactecssnnsucassersesconspeveqsnserpunsgeins OO, POUNGS: 


Local: (972) 422-7306 


Delta 4B........c....sccsessessesees 989.95 
Dette 28. ......c.asctecmue one 959.95 
These Alpha Delta antenna switch- 
es are extremely high quality, 
constant-impedance cavity type 
designs offering outstanding per- 
formance. The unused switch po- 
sitions are grounded, while the 
selected position is protected by a 
replaceable gas-tube cartridge. The 
Delta2B has two antenna positions; 
the Delta4B has four. Both mod- 
els have UHF female connectors 
(SO-239) 
and are 
rated for 
operation 
through 
500 MHz. 


4520 (5000 Watt) $1,195 
4510 (3000 Watt) $1,095 
The Alpha 4520 is a 5000 Watt 
SWR/Wattmeter with huge analog 
and digital displays. This isn’t your 
ordinary wattmeter—it provides 
frequency and temperature compen- 
sation, ensuring excellent linearity 
and accuracy. Other features include 
computed VSWR display, both deliv- 
ered and forward power display, and 
a built-in serial data interface for com- 
puter logging of power and VSWR 
data—Windows™ software included. 
The Alpha 4510 is identical, except it 


handles up to 3000 Watts. 
bands..........1.8, 3.5, 7, 10, 14, 18, 21, 24, 28 MHz 
POWer NANG ons sasccocsstveccsestcrctachetacerts 5000 Watts 
SCAIOS .esecessvense 10/20/50/100/200/500/1k/2k/5k W 
SCAale SELECTION ......cssseseeesonee manual and automatic 
ACCUTACY -oveiasssantobseosaior ets ROMMEL OTENEA 
dimensions 

WEIGH sists oseossdbecheSeeboseeeigeaale ieUMiaea 4.2 pounds 


ATT3GS5ON (200 W) $59 
ATT3G50N/HP (2 kW) $59 
ATT3G50U (200 W) $49 
ATT3G50U/HP (2 kW) $49 


Alpha Delta Transi-Trap surge sup- 
pressors protect your equipment 
from nearby lighting strikes and 
static discharges using a replaceable 
gas cartridge, providing effective 
protection and excellent broadband 
performance from DC thru 3 GHz. — 
Typical dB loss is.1@1GHz,.2@ — 
2 GHz, .5 @ 3 GHz. Thru-line cavity — 
design allows control voltages to 
pass thru the device. The ATT3G50N 
and ATT3G50N /HP have“N” female 
connectors; the ATT3G50U and AT- 
T3G50U/HP have UHF female con- 
nectors. Standard models handle 
200 Watts, high power (HP) models 
handle 2 kW. 


2 1 00 SAPO SOR Coes OSE ReOEEEEEEeEEeeEe $1 ,950 } | 


The Alpha 2100 is a full legal power 
plus dummy load. In addition to — 
continuously handling full legal 


power, it can handle up to 6000 | 


Watts for up to 3 minutes. And 
that's where the dummy part 
ends—multi-color LED bar graph 
displays monitor forward power, 
reflected power and tempera- 
ture, the temperature controlled 
forced-air system combats heat, a 
built-in serial data interface offers 
computer logging and control, and 
a full bypass shunt allows the unit 
to be kept in line at all times. 


bandS...usne1.8, 3.5, 7, 10, 14, 18,21, 24)28MH2 
POWET HANALING orvsssssssseeseeeeeee 1500 W, continuous — 
SWR..-.oosectecesesocssioseen bocast 

INPUt VOITAGE ......eeer000- 100/1 20/200/220/240 vAC 
VOItaGe SELECTION ..resescssssneesesennssersans 

CIMENSIONS ....seeessecssserseseseee hte Hx 17.3" "Wx 18" D 
WEIGH. ..vscsseciotnsosensiodesiea alpine aaeom ae 


sales@texastowers.com 


ALUM TUB AG —@i@i i i@iai i i i 


6063-1832 Drawn Tubing 

We carry a huge stock of liter- 
ally miles and miles of drawn 
6063-1832 aluminum tubing. This 
tubing is perfect for amateur and 
commercial antenna construction. 
It is identical to what the commer- 
cial manufacturers are using, with 
a typical yield strength of 40,000 
psi, and a bright mill finish. The 
chart shows all available telescop- 


- ing sizes which are specifically 


designed to fit together snugly 
and precisely, making antenna 
construction easy and offering 
professional results. (This tubing is 
not suitable for use as a telescop- 
ing mast or such, as the fit is too 
tight to allow complete nesting.) 


6061-16 Extruded Tubing 
We have an extensive stock of 


’ 6061-T6 extruded tubing, also 


rated at 40,000 psi yield strength 
with a standard mill finish. These 2" 
sizes are excellent for heavy duty 
booms, VHF stacking frames, and 
light duty antenna masts. 


AN WIRELESS 


Q 
>| ANWIRELESS SELF- 
ca SUPPORTING TOWERS 


- All Steel Construction 
(50 KSI throughout) 


* Hot-Dip Galvanized 
(to ASTM A-123) 


« Includes PE Seals (PA) | 


« Drop Shipped to 
Reduce Freight Cost 


WAVAVAVAY, 


¢ Shipped Knocked Down 
to Reduce Freight Cost 


/\I\7NINZN/N. 


TOWER HEIGHT SECTIONS 


6061-T6 Extruded Solid Rod 
We stock .188" and .250" solid 
rod, which is perfect for VHF/UHF 
antenna elements. Additionally, 
we also carry black U-V resistant 
plastic element insulators and 
stainless steel keepers in both 
.188" and .250" sizes. 


6061-T6 Extruded Bar Stock 
We also stock 3/8" bar stock in 
4" 5" and 6" widths—perfect for 
constructing element-to-boom 
and boom-to-mast clamps and 
miscellaneous brackets. 


The price chart at right shows all 
aluminum sizes that we currently 
stock. All are available in 6' and 12' 
lengths. The 2" O.D. extruded sizes 
are also available in 24' lengths. 
All 12' and 24' lengths are too 
long to ship UPS, and must ship 
via motor freight, please call for 
freight charges. All 6' lengths can 
be shipped UPS, please call for 
shipping charges. 


© 
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188" 


4.000" 


6.000" 


1.500" 1.616 


Paes] souprop | ox | S55 
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: WALL OE 
6063-1832 DRAWN ALUMINUM TUBING 
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| LDSERIES = HIDSERIES = TOWER OPTIONS 


The AN Wireless LD Series is a line 
of 8 light to medium duty self- 
supporting towers ranging from 20 
to 90 feet. Allowable wind surface 
area ranges from 20 to 44 square 
feet, at 70 MPH. Full engineering 
data up to 120 MPH wind speeds is 
available on many models. All mod- 
els are supplied with base section 
and assembly hardware. The chart 
below shows key specifications for 
most popular models. 


P TOP | 


The AN Wireless HD Series is a line | 


of 9 heavy to extra heavy duty self- 
supporting towers ranging from 20 
to 100 feet. Allowable wind surface 
area ranges from 15 to 292 square 
feet, at 70 MPH. Full engineering 
data up to 120 MPH wind speeds is 
available on most models. All mod- 
els are supplied with base section 
and assembly hardware. The chart 
below shows key specifications for 
most popular models. 


Anti-Climb Panel Set.........5. $650 
Bearing Plate........sssessesesee 9175 
Full Body Harness..........s.+0 9280 
Rotor Plate......ccccocecesscscsservee 9175 
Rock/Roof Mount...........0+0+0«. $450 
Lifeline Safety Sleeve.......... $240 
Safety Lifeline ...........0... $4,50/ft. 
Thrust Bearing (2-1/16").....$103 
Thrust Bearing (2-15/16")...$155 
2"x.25" 22' Mast (1026)....... $440 
2"x.25" 22' Mast (4130)....... $550 
2.875"x.25" 22' Mast (1026) ......$594 


DIAMETER | 


TO 
MODEL SECTION 


1,214 pounds 33.9 square feet 
1,448 pounds 30.9 square feet 


[1,174 pounds [1214 squarefeet__|8'x8'xS' | 
[1,357 pounds | 96.9squarefeet__| _8'x8'x5'__ 
[1,535 pounds | 79.4squarefeet__ | 9x9x5' 
cB Sits | 
RCE Ea 


8'x8'x5' 
8'x8'x5' 


1, 840 pounds 36.6 square feet __ 9'x9'x5' 
1,971 pounds 9'x9'x5' 


Local: (972) 422-7306 


15.8 square feet 


Orders: (800) 272-3467 sales@texastowers.com 


AMRIT UH 


AL-1500...........0ccceeeeeee 9 2949 
AL-1200.........0sccecee00000 92899 
AL-82  svccscvdssccedevessscssesg 2269 
Legal limit amplifiers, covering 
all HF ham bands (simple modi- 
fication required for 10/12m). 
All feature heavy duty Hypersil 
transformers, dual back-lit 
meters, adjustable ALC, time 
delay start, over current shut 
off, inrush current protection 
and more. 


bands... ujieccesesaeions 1.8, 3.5, 7, 10, 14, 18, 21 MHz 
efficiency... 


input....... 240 vAC @ 13 A (AL-1500: 15 A) 
size..... 10" Hx 17" W x 18.5" D, 77 lbs. 
tube (AL-1500)....scsssscsnseecsssecsnse single Eimac® 8877 
RR Output ctessssiccrseleasere 2500 W PEP, 1500 W CW 


tube (AL-1200)... Single Eimac® 3CX1200A7 
... 1800 W PEP, 1500 W CW 
tube (AL-82)...:iccclseossecoea Grae two Taylor 3-500Z 


FE OU Bieatecsececsees fetes 1800 W PEP, 1500 W CW 


AMERITROK 


ALS-600 (02s. scscorcesccenersesersesiene gs 12D 
Solid state, no tune HF amplifier cov- 
ering 1.5-22 MHz continuous (op- 
tional 10/12m mod). Supplied with 
an external linear power supply. 


FreQUENCY FaMGOssctescesteessuesscotesssesseeehien 1.5-22 MHz 
RF output ..600 Watts PEP, 500 W CW 
ITIP ys cacsnccntezenecnaccetsereteneions 90-140 or 200-250 vAC 
CUFFeENt CONSUMPTION.....ccceccsessersveseersesseeenee 10 Amps 
DIMENSIONS ..eecsseservecseee x9.5"Wx12"D 
Wel nies creche ciiicc mean ctocon tance cms 55 pounds 


ALS-6008 .,...c.ccccssvesersseseeeee 9 1239 
Identical to the ALS-600 shown 
above, except supplied with a light- 
weight switching power supply. 


FE QUENCY FAMGCsassseeccseacepescosssssovuscansenssn 1.5-22 MHz 
RF OUtPUt ..sssersernee ..600 Watts PEP, 500 W CW 
INPUt VOITAGE ...scsseesesneeesnee 90-140 or 200-250 vAC 


Current consumption 


"Hx 9.5"Wx12"D 
heap tentsaeecie sot neaccchcesab-raceart te apiece 35 pounds 


Orders: (800) 272-3467 


Pi- S22 ccartsscececcransansecressant FAD OD 
The Ameritron AL-572 is a near 
legal limit linear amplifier cover- 
ing all the HF ham bands (a simple 
user mod is required for 10/12m 
operation). The amplifier is de- 
signed around four neutralized 
572B tubes, and features dynamic 
ALC™ (which doubles average 
SSB output), Step-Start Inrush 
Protection™, dual illuminated 
meters, heavy duty multiple volt- 
age power supply, a whisper quite 
internal cooling fan, and more. 


bands.cske hccsemys 1.8, 3.5, 7, 10, 14, 18, 21 MHz 
RF output. .... 1300 Watts PEP, 1000 W CW 
OFFI CIENCY ..assciccscisssnneioeescaesca EA eee TER 65% 
Mp UT ctackeutsecctscics . 90-140 or 200-250 vAC 
CUITENT CONSUMPTION ....cecseererrseenee 16 A @ 120 vAC 
dimensions.... 8.5" H x 15.5" W x 14.25" D 
WIGHLE,i..c:-stlsaecotsasdmeortotoes seta ead nce 40 pounds 


ALS-500M .........ceseesenvees 9759 
Mobile version of the ALS-600, 
supplied without power supply. 


FEQUENCY TFANGEC..scssccssseernsescstesssssahsbauscer 1,5-22 MHz 
RF output........... ... 500 Watts PEP, 400 W CW 
INPUt VOIEAGE ....-tsssssunseondenccstseavishonsenPeaee 

Current consumption... 

DIMENSIONS .....sessesssouesrecebers 3.5"Hx 9"Wx 15"D 
WelQh tenis scsca teagan liraetons team 


SPS=75 ve csinssdiclediuarchan eee ee 
The Ameritron SPS-75 is a high- 
current switching power supply, 
perfect for use with the ALS-500M. 
Features a quiet internal cooling 
fan, reverse polarity/over-current/ 


AL-80B .......cccscsccsssseversscees 91299 
The Ameritron AL-80B is a 1000 
Watt linear amplifier covering all 
HF ham bands (a simple user modi- 
fication allows 10/12m operation). 
It’s designed around a single 
Taylor 3-500Z tube, and features 
a heavy duty power supply, dual 
illuminated cross needle meters, 
adjustable ALC, inrush current pro- 
tection, dynamic ALC (increases 
average SSB power), multi-voltage 
transformer offering 14 primary 
voltages, and more. 


. 1.8, 3.5, 7, 10, 14, 18, 21 MHz 
... 1000 Watts PEP, 800 W CW 


ecohatea tae dbafia eases Ub RARE 66% 

..-90-140 or 200-250 vAC 

CUFFENT CONSUMPTION ve.crecrseeesseersees 12 A @ 120 vAC 
CIMENSIONS ...s.ssecsesseeesseee 8.5" Hx 14"W x 15.25"D 
48 pounds 


PUG aod wucdacocauaspadasesscarccost el ee 
RCS-8V ......scccceceseeceseeees 9169 
ROS= 740 wincssntcctucsetcivsivecas OUP 
Remote coax switches. All include 
tower mounted switch box, indoor 
controller, AC adapter, and accept 
PL-259 connectors. Insertion loss 
is less than .1 dB. 


RCS-4 specifications (4 position): 

FFEQUENCY FANGE ...ecscssossecececsssconseeeseceseee 1.5-60 MHz 
Itermal VSWR ovecesssccnsecheotsasessacoansssovusesecorovese <1.25:1 
power handling .......2500 W average continuous 
required control Cable .....se0 none (uses coax) 


RCS-8V specifications (5 position): 


; FrEQUENCY FANGE u..sssssscssssccsensssssssssussesssss 5-450 MHz 
temperature PIPLESHON: and Intermal VSWR ...cssssssssecesssesecennee < 1.2:1 to 250 MHz 
brown out input protection. POWER ceessssssesssee 5 kW @ 30 MHz, 1 kW @ 150 MHz 

required CONtrOl CADE ...sseccssseessrsnssesee 6 conductor 
OUTPUT VOltAGE 5.cacacecnctseryonnons secteasbesscoeebel ind 14.2 vDC 
output current... ..75 Amps, continuous RCS-10 specifications (8 position): 
IMPUt VOITAGE .....<sssressececcosnrsvonedoreesenonese 108-132 vAC FFEQUENCY LANGE waseesssssssesessssessesssveeesees DC-100 MHz 
CUFTENT CONSUMPTION ......ssecsseeesrveeessueeesoseene 11 Amps internal VSWR... +: < 1,25:1 @ 30 MHz 
ripple / TEQuIAatiON ....ccssveseese < 100 mV P-P / 1.5% POWET ..seccsseeens «5 KW @ 30 MHz 
SIZe ae cade: 3.5" Hx 6.5" W x 10" D/ 8 pounds required Control CADE ......cccssserssareeeeeee 4 conductor 

Local: (972) 422-7306 


sales@texastowers.com 


AL-811 sccccvscacssosssnceseceteense SRS 
AL-81 14 ..cc.cccscensscotucdercsse eee nine 
The AL-811 is a 600 watt ampli- 
fier covering all HF ham bands 


_ (a simple user modification is 


required for 10/12 operation). 
Built around the popular and in- 
expensive 811A tubes, it features 
adjustable ALC, dual illuminated 
meters, multiple line voltage 
transformer, and more. 


AL-811 raed 
bandsscteee saute 1.8, 3.5, 7, 10, 14, 18, 21 MHz 
sonnet ne ee 
600W PER. SOOWCW 
IMPUt VOItAGE secsssescarcesosaneveessceeenenen 120vAC,8amps 
SIZ@ sate sschocte 8.3" Hx 13.8"Wx 15.5"D, 31 Ibs. 
Saas 
AL-811H 
ibandsitescacues 1.8, 3.5, 7, 10, 14, 18,217 MHz 
tubestten.n 2c ee 4-811A 
RF output... 800 watts PEP, 600 watts CW 
INPUt VOITAGE ...sccccssssesessnnsonenene 120 vAC @ 10 amps_ 
SiZ@ ciascmonns 8.3"Hx'13.8"Wx 15.5"D, 31 Ibs. 


ATR-30 Seececeeecoccoseeseseoeorsess $529 
The Ameritron ATR-30 is a 3000 


Watt antenna tuner. It easily 


handles full legal power on all 
modes and HF ham bands from 
160-10m. The tuner features 
a six position antenna switch 
(three coax lines, a balanced — 
line, a random line, and bypass 
or external dummy load posi- 
tion), a two core Teflon wound 
current balun, heavy duty silver 
plated band switch, dual 4.5 kV 
variable capacitors, and more. 
Also features illuminated, peak 
reading SWR and wattmeter. 


band coverage isiusutanmmctnenea we 18-30 MHz 


connectors....... .- S0-239s (accepts PL-259s) a 
POWER FAtig .ascsscsecesccsesesssssssnsnsenssesecenenes 3000 Watts 


. 13.25" W x 5.25" H x 13.5" D 


al 


wisiceeiruanuetS POUNGS | 


dimensions. 
WIGH iactesnicsosse tuassanneraneed 


=. 


ANTENNA DESIGN 


ARRL Antenna Book........$44.95 
Radio amateurs 
and pros rely on 
the Antenna Book 
for current an- 
tenna theory and 
practical how-to 
projects. 20th Edi- 
tion, soft cover, 944 pages, with 
searchable book on CD-ROM. 


Antenna Compendium, V. 1 ..$29 
Antenna Compendium, V. 2 ..$14 
Antenna Compendium, V. 3 ..$14 
Antenna Compendium, V. 5 ..$20 
Antenna Compendium, V. 6 ..$23 
Antenna Compendium, V.7...$25 
Proven, practical antenna foe kUbs 
from the world 

of amateur radio. 
The latest volume 
includes even 
more articles on 
low-band anten- 
nas and operating 
and great mobile antenna ee] 


HARL 


Ham Radio 
License Manual............... $24.95 
Ham Radio’s most 
popular license 
manual—all you. 
need to learn to 
become an Ama- 
teur Radio Opera- 
tor. Organized in 
easy-to-understand “bite-sized” 
segments. Designed for self study, 
as well as classroom use. Soft 
cover, 283 pages. 


License Manual 


_ General Class 
License Manual ..........+... $24.95 
This is the book 
you need to pre- 
pare for the Ele- 
ment 3, General 
class written exam. 
Your key to world- 


EoD sale eae 
wide voice, digital and Morse code 
communications—earn high-pow- 
er voice and CW privileges on all HF 
bands! Soft cover, 396 pages. 


Orders: (800) 272-3467 


ON4UN‘s 
Low-Band DXing .......s-+es00000 $39.95 
Fourth edition, 
includes anten- 
na designs, oper- 
ating guidelines, 
and an insider's 
scoop on low- 
band DXing. 
There's some- 
thing in the book for every active 
low-band operator, contester and 
DX chaser! Updated with new 
material on low-band antennas 
and high-gain transmitting arrays. 
Soft cover, 585 pages, with fully 
searchable CD-ROM containing 
additional software and content. 


Vertical Antenna Classics....$12 
Covers vertical antenna theory 
and modeling, HF, VHF and UHF, 
directional arrays, radials, and 
more. Soft cover, 120 pages. 


Wire Ant. Classics...........$14.00 
More Wire Ant. Classics . $17.95 
Yagi Antenna Classics.... $17.95 


Extra Class 

License Manual...........00. $24.95 
This isthe book you 
need to prepare 
for the Element 4, 
Extra class written 
exam. Your key to 
EES full amateur radio 
privileges! Contains step-by-step 
examples showing the detailed 
math for each type of calculation 
on the exam. Also contains detailed 
explanations for all questions on 
the exam. The entire FCC Extra class 
question pool is included, with an- 
swer key. Soft cover, 605 pages. 


FCC Rule Book.........ss00008 $12.95 
Having a current copy of the FCC 
Rules means you'll be 
able to follow impor- 
tant, recent changes 
to the Amateur Radio 
Service. Includes the 
entire text of Part 
97, with easy to read 
explanations. 13th Edition, soft 
cover, 379 pages. 


Local: (972) 422-7306 


GENERAL / OPERATING 


APRS—Moving Hams on 

Radio and the Internet .. $17.95 
Learn how to con- 
figure hardware 
and software to 
make the best use 
of your APRS sta- 
tion. Contains de- 
_ tailed discussions 
of APRS operation and technical 
support. Soft cover, 157 pages. 


HF Digital Handbook..... $19.95 
Covers modes like PSK31, RTTY, 
PACTOR, Q15X25, and more. 


Low Power Communications ..$19.95 


aye Explore kit build- 
Soren powe ing, chase DX, 
wn pulid,, anten- 
nas, brush-up 
on propagation 
theory, and take 
a band-by-band 
operating tour. Low power, low cost, 
big fun! Soft cover, 240 pages. 


TECHNICAL REFERENCE 


2008 ARRL Hanboo't wee 944.95 
Generations 
of hams have 
counted on the 

~ ARRL Hand- 
book for Radio 
Communica- 
tions for its thor- 
ough coverage 


of theory, references and practical: 
projects, 85th Edition, soft cover, 


over 1000 pages, includes fully 
searchable book on CD-ROM. 


Experimental Methods 

in RF Design .........0000000 $49.95 
Covers basic 
electronics, 
amplifiers, fil- 
ters, oscillators, 
mixers, DSP 
and more. In- 
cludes CD-ROM 
loaded with de- \easased 
sign software and spplenisieity 
articles. Soft cover, 512 pages. 


sales@texastowers.com 


Operating Manual ........$29.95 
Covers rules, 
FM, EchoLink, 
IRLP, APRS, 
meteor scatter, 
weak signal, | 
DXing, con- || 
testing, award | 
hunting,emer- = 

gency commu- 

nications, satellites, and more. 
Soft cover, 352-pages. 


Repeater Directory........ $10.95 
Pocket-sized directory with over 
20,000 VHF & UHF repeater fre- 
quency listings. 


Travel Plus for 

Repeaters CD-ROM.......$39.95 
Integrates maps and repeater 
data to help you locate repeaters 
along your travel route. Supports 
GPS input, exports data for radio 


programming, and more. 


RF Amplifier Classics ..... $19.95 
Vintage Radio «..........00. $19.95 


international Microwave 
Handbook ....cesccccerseeseees 939295 
Covers operat- 
ing techniques, 
system analysis, 
propagation, 
microwave an- 
tennas, trans- 
mission lines, 
microwave 
semiconductors and tubes, con- 
struction techniques, test equip- 
ment and more. 


UHF/Microwave 
Experimenters Manual.......... 
Written for the 
growing num- 
ber of amateurs 
who are discov- 
ering that there 
is life on our fre- 
quencies above 
420 MHz. Infor- 
mation on design and fabrication 
techniques, propagation, antennas, 
feed lines, transmission media and 
more. Soft cover, 448 pages. 


$20 


sila 


ASTRON LINEAR 

DC POWER SUPPLIES 

Do you need to power a mo- 
bile VHF/UHF rig, or even an 
HF rig in your shack? If so, 
Astron offers a wide range of 
linear power supplies to run 
a wide range of equipment. 
All models provide regulated 
13.8 vDC output, and feature 
105-125 vAC input, less than 


N 


ress 
25A 


|_vs-som | soa | 37A_| 


BY-1, Black Base............$115 
BY-2, Chrome Base........$139 
Dual lever iambic paddles featur- 
ing adjustable contact spacing and 
tension, and heavy steel base. 


RJ-1, Black Base..............$99 
RJ-2, Chrome Base........$119 
Straight keys, featuring adjustable 
contact spacing, travel, and spring 
tension with heavy steel base. 


VAST ibsedtencatdecstabecsscdsscued OO 
The Bencher YA-1 is a high qual- 
ity low pass filter. Has very low 
insertion loss (<.2 dB), provides a 
minimum of 80 dB attenuation in 
television channels 2 and up and 
handles full legal power. Accepts 
PL-259 connectors. 


Orders: (800) 272-3467 


ON LINEAR DC POWER S 


BREE EST 


USIZE 5: IGHT DISCOUNT 
HxwW (ABS 22 PRICE. 
ESET Tae ELI PCT 
| 25a fi SU a a ee 


RES Eile is by 


L_rsvom | oa | s7a_| otxta'xias | 48 | $279 


5 mv peak-peak ripple (full 
load and low line), crowbar 
over voltage protection, 
and fold-back current lim- 
iting (short circuit protec- 
tion). All have a heavy duty 
heat-sink, are internally 
adjustable from 11-15 vDC, 
and have separate amp and 
volt meters. These power sup- 
plies are very dark grey in color 
and are covered by Astron’s 
one year, parts and labor war- 
ranty. The chart below shows 
available models and rated 
output., Models with the “VS” 
prefix feature variable current 
and voltage controls directly 
on the front panel. 


HF-9V ........00000006 $449 
The Butternut HF-9V is a9 
band HF vertical antenna. 
It uses no traps and is 
totally self supporting. It’s 
a great choice for small 
city lots or portable op- 
eration. 


CPK. 3. .ctedeantvene U7 2 
Counterpoise kit, 
eliminates the need 

for radial wires, sim- 

plifying roof or ground 
mounting. 


RMKII ......se200000008 $199 

Roof mounting kit, in- 
cludes tripod and tuned 
roof radial wires. 


TBR-1 60S eeveccccece $1 69 
Add-on kit for 160m. 


band coverage ......80, 40, 30, 20, 17, 15, 12, 10, 6m_ 


ref} dfo)) 1h 28:13) 6 Cam sep ora eae veeveee 160M 
POWEF Fath sisesissnsearsectesvesecatunasnnnonseeatd .. 1500 watts 


recommended mast diaMetel ......e-eeseeeseeeee 1.25" 
vertical height ; 
wind load 


Local: (972) 422-7306 


: Aside zs 


ASTRON SWITCHING 

DC POWER SUPPLIES 

All Astron switching DC power 
supplies are compact and light- 
weight, offering high efficiency 
switching technology specifi- 
cally filtered for use with com- 
munications equipment for all 
frequencies, including HF. All 
models feature heavy duty 
construction, EMF filtering, 


FCC class B classification, 
over voltage protection, — 
thermal shutdown pro- 
tection, and current limit- 
ing protection. The power 
supplies are black in col- 
or and offer back panel 
switchable input voltage 
from 90-132 or 180-264 vAC 
at 50 or 60 Hz. Output voltage 
is 13.8 vDC + 2%, with 300 mV 
regulation and <20 mV RMS 
ripple. All models have an op- 
erating temperature range of 
-20°C — +60°C, and are at least 
80% efficient. The chart below 
shows all available models, 
the “M” models offer separate 
back-lit amp and volt meters. 


ASTRON SWITCHING DC POWER SUPPLIES 


_ ASTRON CURRENT 
ORS) EC esS) EDN, 
PES Ee BEY 
es BE 


| ss-30 | 30A_ | 254 | 
| _ss3om_ | 30a | 254 | 


HF-6V......cccccseeeseeee 9389 
The Butternut HF-6V is 
a six band HF vertical 
antenna. It uses no traps 
and is totally self sup- 
porting. It’s an excellent 
antenna for small city lots, 
as well as for portable 
operation. 


Al 7-1 2 ee eee $64 
Add-on kit for 17/12m. 


A6 Seeeeeeeoeeeeeeseeseeoeseeos $20 
Add-on kit for 6m. 


CPK Cecereeeocovoeseeoccss $1 79 
RMKIl Peeeroecosecoeeroes $ 1 99 


STRIL .cccccsccccccceesese 9 159 
Tuned roof radial kit. 


TBR-1 60S eevoccesoce $1 69 


band COVEraGE ssssessssesunente: 80, 40, 30, 20, 15, 10m. 


optional bands....... wsssssssseseessnseen 12, 17, 160M 
power sating ....cccdcuseeneeeeen woe 1500 watts” 
recommended mast diameter ......svss#-»» erred) oe 
vertical height .....cacsiasteuleaeeee meena nee 
WIIG OSG accrsccsrsccssscapteoseaesraeipatecrcctstonsees erereoe 1 0) SCL Ite 
WEIGHt.sersessssstoertcas teat eee wu 12 pounds 


SIZE 
(HxW XD) 


2.9"x7"x9.4" 
|_ss-2sm_| 25a | 20a | 2.9"x7"x9." 
3.8"x7"x9.6" 
3.8" x 7" x 9.6" 


WEIGHT DISCOUNT 
(LBS.) PRICE 


ae 
te 0 
| 6, |s139.0087) 


x 6" x 9" 


HF-5B....ccccccccssssccessssecsesss AAG Um | 
The Butternut HF-5B “Butterfly” 
is a five band HF mini-beam. 
This lightweight antenna is small 
enough to turn with a TV rota- 
tor, so it’s convenient and easy 
to install, and its small footprint 
makes it a neighbor friendly 
choice as well. The antenna 
works great for limited space ap- 
plications, with a turning radius 
of less than 7 feet. Bandwidth at 
2:1 SWR is 200 kHz on 20/17m, 
and the entire bands are covered 
on 15-10m. 


band coverage.. 
power rating 


elements / lONGeSt sess 
maximum mast diameter... 


sales@texastowers.com 


hy 


| ER al 


GP-98............0000000++09 169 
The Comet GP-98 is a 
2m/70cm/23cm triband 
vertical base antenna. It 
is constructed of a two 
section heavy duty fiber- 
glass radome with non- 
conducting ABS section 
connectors, which elimi- 
nate corrosion and help 
reduce stray RF, ensur- 
ing a very clean radiation 
pattern. The antenna is 
shipped pre-tuned, so 
installation is simple 
and quick. 


BANDS. | 
2m/220/70cm 


MODEL 


CHA-250B 


BANDS 


2m/70cm 2.15/3.8 
SBB-2NMO 2m/70cm rr ed ee ee ee 
SBB-224 2m/220 MHz/70cm 2.15/3.5/6 


COMET COAX MOUNTS 


3D4M, Coax Assembly ....$27 
Gold plated UHF connectors with 
13.5' of low loss coax. 


CK-3M, Coax Assembly ...$36 
Has 9' of low loss coax with a 12" 
leader of tiny RG-188. 


CK-3M5, Coax Assembly ....$43 
Same as CK-3M, except 17° 


Orders: (800) 272-3467 


2m/70cm/23cm 65/9/1135 | 98" | 


SBB-224NMO 2m/220 MHz/70cm 


GP-ON .........ccneeee0000 9199 
The Comet GP-9 is a 
2m/70cm dual band ver- 
tical base antenna. It is 
constructed of a three sec- 
tion heavy duty fiberglass 
radome with nonconduct- 
ing ABS section connec- 
tions, which eliminate 
corrosion and help reduce 
stray RF, ensuring a clean 
radiation pattern. The an- 

tenna is shipped pre- 
ah tuned, so installation 
is quick and easy. 


GPO ents 999 
| 
| 


MSP HG ice ccovavansassetianeS 159 
The Comet GP-6 is a 
2m/70cm dual band ver- 
tical base antenna. It 

is constructed of a two 
section heavy duty fi- 
berglass radome with 
| nonconducting ABS sec- 


tion connections which 
eliminate corrosion and 
help reduce stray RF, en- 
suring a very clean radia- 
tion pattern. The antenna 
_| is shipped pre-tuned, 
so installation is quick 
and easy. 


COMET SINGLE BAND AND MULTIBAND BASE ANTENNAS 


GAIN(OBI) HEIGHT = CONNECTOR 


4.5/7.3 50-239 


6.5/9 50-239 
8.5/1.9 


COMET MULTIBAND MOBILE ANTENNAS 

BASE FOLD OVER 

Tr  am/7ocmis | OSE | haat i ibe NMOS 

: 

P2m/7ocm_——| 5/215 | 16" Black_| $0-239 | 
| 18" | Black__| PL-259 | 


‘GAIN (DBI) LENGTH FINISH 


2m/70cm 3/5.5 PL-259 
SBB-S5NMO 2m/70cm 3/5.5 oe Sete 


COMET TRUNK BRACKETS 


RS-9, Trunk Mount..........$29 
Small, limited adjustment. 


RS-720, Trunk Mount .... $30 
Heavy duty, low profile, yet 
fully adjustable. 


RS-730, Trunk Mount eooeeee $33 
Heavy Duty, fully adjustable, 
with ratchet lock. 


9 
9 


PENG chi) 

" 

paner 

18" 

18" | Nmo_{ No | 

15/3. 

[25356 | Seto) slacks NMOS SNver ves 
| 36" | Black | nmo_| Yes | 


10m/6m/2m/70cm 0/0/2.15/5.5 50-239 
6m/2m/70cm 0/2.15/5.5 S0-239 


| Black_|_NMO_| 


Local: (972) 422-7306 


a EST de SER 


> POWER ng 
TE | Ee a ee ee 


3/6.2/8.6 50-239 150W 119 MPH 
100 W 119 MPH 2.5 Ibs 
200 W 125 MPH 


PRICE 


COMET MOBILE MOUNTS 


CM-5M, 4.5" Mag eserves $24.95 
Mag mount with 16' of RG-58. 


CP-5M, Trunk Mount..$69.95 
Heavy Duty, fully adjustable. With 
16' of RG-58. 


GRB-5M, Trunk Mount... $68.95 
Heavy duty, low profile, fully ad- 
justable. With 16' of RG-58. 


200 W 110 MPH 3.5 Ibs. 
200W S2MPH Sof otbe 
150 W (23cm: 100 W) 110 MPH 6.5 Ibs. 


sales@texastowers.com 


GPs ee ean tS 99 
The Comet GP-3 is a 
2m/70cm dual band ver- 
tical base antenna. It is 
constructed of a single 
section heavy duty fiber- 
glass radome. No section 
joints means there’s no 
possibility for corrosion 
or stray RF, ensuring a 
very clean radiation pat- 
tern. Like all Comet an- 


tennas, the antenna is 
’ shipped pre-tuned, so 
assembly and installation 


is quick and easy. 


©) SU SURVIVAL © > cweigHt 


COMET DUPLEXERS 


2m / 70cm, (800/500 W) 


CF-416A U-U/U, with leads........... $54.95 
CF-416C N-U/N, with leads.......... $54.95 
CF-41601 U-U/N, w/o leads............ $48.95 
CF-4160J U-U/U, w/o leads............ $53.95 
CF-4160K U-U/U, w/o leads............ $48.95 


1.3-250 / 400-1400 MHz, (400/200 W) 
CF-416W_ N-N/N, with leads.......... $69.95 


1.3-30 / 50-470 MHz, (600 W) 
CF-360B U-U/U, with leads........... $69.95 


1.3-90 / 125-470 MHz, (600 W) 
CF-530A U-U/U, with leads........... $74.95 
CF-530C U-U/U, w/ mix lead......... $69.95 


1.3-57 / 75-550 MHz, (350/350 W) 
CF-706A U-U/U, with leads........... $74.95 


COMET TRIPLEKXERS 


2m/70cm/900-1200MHz,(800/500/200W) 
CFX-4310C N-U/U/N, w/o leads....$79.95 


2m / 220 MHz / 70cm, (600 W) 
CFX-324A U-U/U/U, with leads....$88.95 
CFX-324B U-U/U/U, w/o leads.....$85.95 


HF-6m / 2m / 70cm, (800/800/500 W) 
CFX-514 U-U/U/U, with leads....$79.95 
CFX-514) U-F x3, w/o leads......... $74.95 


CUSHCRHE] 


TUE i\ncidanadbensonaavdaseads pasnancin Ue 
BT 40 :cccscthennssdnencthesnioncran aoe 
The Cushcraft X7 is a triband 
HF Yagi antenna. It uses a high 
efficiency, computer optimized 
design for excellent gain and clean 
radiation pattern. Cushcraft’'s new 
trapless Tri-Feed driven elements 
offer improved VSWR bandwidth. 
The X7's interleaved design offers 
near monoband performance with 
3 active elements per band. The 
X740 kit adds 40m coverage. 


CLEMENS ooaccsssorssassescencstobicpngesesgpel dit A PRES ater! 7 
band coverage 10, 15, 20m 
MaxiMuUM gain / F/B ratio.reessae 13 dBi / 30 dB 
2:1 bandwidth (10/15/20m).. 1700/750/600 kHz 
POWer HAaNALING .....cecsssecscessccceonesesucecesersesoese 2 kW PEP 
boom length / turning radius........sseevse 18'/ 20° 
MAXIMUM MAST SIZC.......csneserccranveescnsesveronnyesszeenien 2.5%; 
WING SUrfaCe area ..........-ssoseocvesoseonseseeessses 7.9 sq. ft. 
WEIGHK...,cssssccrssctenteictoessnsossnten on eebenantiees 60 pounds 


PASS: 5 5 ucts seitaee een nnodis reqaadne eee 
The Cushcraft A3S is a compact 
three element beam antenna for 
10, 15 and 20m operation. 


CLEMENS < erisaceacsnscedanedentenspuukspless ssbeipe em mala eaeeee ales 
band coverage .. 10, 15, 20m 
gain / F/B ratio..... 1a dBd/ 25 dB 
2:1 bandwidth wiusescescsbecounocon > 500 kHz 
POWER NaNLING «..serseesessnnvereee .. 1500 W PEP 
boom length / turning radius... 14'/ 15'6" 
mast size range... wseey Ly 2 


surface area / weight. be Mare ie? 4 $4, ft. 127 pounds 


PRS Biles ae cedaaeseacnuennecdeo NOR 
The Cushcraft A4S is a compact 
four element beam antenna for 
10, 15 and 20m operation. 


CLEMONS orn aie caacadaseestobumneetesnshcteleaeapuna see ean 
band coverage .. 10, 15, 20m 
gain / F/B ratio..... 8.9 dBd / 25 dB 
2ET GATTOWIGCHT tccrectteroSssqesttenevettipthccrs > 500 kHz 
Power NaNlig ..crssseeescerenseen . 1500 W PEP 
boom length / turning radius. .. 18'/ 18'5" 
mast size range........ we 125-2" 


surface area / weight.......... 5, 5s <q. “ft. /37 pounds 


AASB 2. ccccsetduptsnsendarsaee SMSO 
The Cushcraft MASB is a compact, 
three element beam antenna for 
10/12/15/17/20m operation that is 
small enough to mount on.a roof 
tripod and turn with a TV rotor. 
Though light, the antenna uses 
thick wall tubing, so it’s rugged, 
and is supplied with stainless steel 
hardware for long, trouble free life. 
It is easy to tune, offers low VSWR 
across all five bands, and uses a 
single coax feed point. 


GIEMENES 5.ssronssenerstaciewsdseeomeentee siies ee Les 
band coverage... 10, 12, 15, 17, 20m 
maximum gain... 5.3, 2, 4.8, 2, 3.6 dBi. 


F/Bitatio iin Sa nw lee 10, 0, 12, 0,22 dB 
2:1 bandwidth........665, >110, 255, >100, 90 kHz. 
POWER NAaNLING ....ccsserescvrsecssevsnessessnnecees 1200 W PEP 


boom length / turning radius. .7'4" / 810". 


wind surface area............. 


A50-65S.....ccccccccsesserserseceeses S339 
AS0-5S.)..0 $199 
A50-3S.....cecccucessactasiauniaran eee 
The Cushcraft A50 series 6m 
Yagis have been computer op- 
timized and range tested for 
performance, and feature all 
stainless hardware. All have a 
2:1 VSWR bandwidth of >1 MHz, 
1.2:1 typical VSWR, handle 1000 
W PEP, and accept 1.5-2 inch 
masts. All have 50 Ohm feeds, 
and accept a PL-259 connector. 


A50-6S / rAseast Ltda 
elements ............ 

forward gate * 
F/B At Ose tiitececsctcisceseytees 
3-dB E-plane beam width. 
DOOM LENGtH.....csseresssssesesennee 
turning radius... 
wind surface area.. 


WB] > by se dae pl eae Ns BN 
The Cushcraft 13B2 is a wide 
band beam antenna for 2m 
operation. The rugged design, 
requiring no boom supports, 
allows easy mounting for 
either horizontal or vertical 
polarization. Its wide band- 
width offers efficient opera- 
tion throughout the entire 2m 
band. The antenna is great for 
CW, FM, Packet, and sideband 
operation. Cushcraft’s Ultra- 
Match balanced feed provides 
a 50 Ohm match and accepts a 
PL-259 connector. 


CLEMENTS ..ccressennsesens te 
frequency coverage... a 44-148 MHz 
gain / F/B ration eeeniees 15.8 dBd / 26 dB 
power / typical VSWR....ses+0« 2000 W PEP / <1.2:1 
boom length / turning radius... 15! / 8'11" 
MAST SIZE FANGE .....ssveressrsseeesees 1S 19-2" 
wind surface area / weight..........1.8 sq. ft. / 7 Ibs. 


Orders: (800) 272-3467 


A27O+1OS cavdevsccccsocdssee SUITE 
The Cushcraft A270-10S is an 
end mounted 2m/70cm dual 
band beam antenna. 


CLEMENS ooassccrscer Sarosouriseaesstoeeaeee ies 10 (5 per band 
frequency coverage........ 144-148, 430-450 MHz 
gain / F/B ratio .. 10 dBd / 20 dB 


power / typical VSWR... 350 W PEP / < 1.2:1 

boom length / turning radius...... .6'2"/6' 
ACCEpted MaASt SIZE FANE sssasesssssesersesneressoese 1.25-2" 
wind surface area / WeIght....sse 8 sq. ft. / 2 Ibs. 


R2ZFO-GS sa. veccceusectgurniecteses aoe 
The Cushcraft A270-6S is acom- 
pact, end mounted, dual band 
beam antenna for 2m/70cm 
operation. 


MLEMENS oaescceccsereee sssssseeee © (3 per band) 
frequency coverage........ 144-148, 430-450 MHz 
ain / F/B rAatio....ccsevsesseesssnseneneee 7:8 OBA / 20 dB 
power / typical VSWR........100 350 W PEP / << 1,2:1 

boom length / turning radius....sess....2'10" /2'10". 
INGSU SIZA Sore oe aa eerste casisenstes 1.25-2 inches 


wind surface area / Weight..........3 $q. ft. / 2 Ibs. 


Local: (972) 422-7306 


R600. .......cceccseeeneeees 9 SOD 
The R6000 is a multi- 
band vertical antenna for 
20m-6m operation. It has a 
built-in matching network 
and counterpoise system, 
so no additional ground or 
roof radial wires are needed. 
Bandwidth is 1300 kHz on 
6m, 1700 kHz on 10m, 100 
kHz on 12m, 450 kHz on 
15m, 100 kHz on 17m, and 
300 kHz on 20m. Light 
weight, quick and easy to 
assemble and tune. 


band Coverage ...scsssssseersnsere 6, 10, 12, 15, 17, 20m. 


height / Mast rANGe.....csvsvssseeceereesseee 19' / 1.5-1.75" 
gain / power rating.... .3 dBi / 1500 W PEP 
radials / radial length ......esssecsssesccseesecseseesnee 7/49" 


wind surface area / weight....... 1.5 sq, ft. / 13 Ibs. 


R8& SSCS ESHSSESHSSCSESCSEET OO TeESTEOSESES $549 
The R8 is a multiband vertical an- 
tenna for 40m-6m operation, with 
built-in counterpoise. 

band COVEFAGE .ersssssesseen! 6, 10, 12, 15, 17, 20, 30, 40m 
height / MAaSt FANGE ....sssesssecnsesseeessees 28'6 / 1.25-2" 
gain / power rating)...» ABi / 1500 W-PEP 


radials / radial length. r 
wind surface area / weight....... 2.5 sq. ft. / 23 Ibs. 


AR-270B ......0ceseceeee $1179 
The AR-270B is a com-- 
puter optimized 2m/70cm 
vertical base antenna. It’s 
broadbanded, providing 
minimum SWR on both 
bands. The antenna is 
rugged, uses sealed coils 
for durability, and is easy 
to assemble. It has a 50 
Ohm feed and accepts a 
PL-259 connector. 


FreQUeNCY FANGE -rcssnee 144-148 & 430-450 MHz 
PAN AY scacapclitaccrrcsesatdanennscssoutteouencbabaenteen 5.5 dBi / 7. ~ ae 
power / typical VSWR... 250 Watts / < 1.2:1 
vertical height / radial length........ .7'8"/ 30" 
MASt SIZE FANGE seseressenssssssuseeensesersere - 
wind surface area / weight... 5 sq. ft. / 2 Ibs. 


AR-270......cccccrscccccscsesesces 9109 
The AR-270 is a compact 
2m/70cm vertical antenna with 
all stainless steel hardware and 
sealed coil and match. 


FreQUENCY FANGE sressceenee 144-148, 435-450 MHz. 
aL aos cerseensssoscaesnecatelevesees reer ones 3.7/5.5 dBi 
power / typical VSWR... ; j 
height / radial length... 
Mast SiZe FaNGE .......-. 
wind surface area / WeiGht.........0+++ 3 sq. ft. / 2 Ibs. 


sales@texastowers.com 


CN-801HP..................200006 $149 
The Daiwa CN-801HP is a cross- 
needle SWR/Wattmeter covering 
1.8-200 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, 
reflected power, and SWR— 
without calibrating. The meter 
is switchable for 20, 200, or 2000 
Watt full scale readings, and has a 
built-in lamp which can be pow- 
ered from an external 13.8 vDC 
source (a DC cord is supplied). 


FEQUENCY LANGE esnserseassesseesesseueseee 8-200 MHZ 
power ranges (forward).........+» 20/200/2000 W 
POWEF HANALING ....-ssecccsnserscsssseesennneressssererssees 2000 W. 
CRN AC eso casssnancinastaresthsddoveerstnboee +10%, full scale 
SWR detection SENSITIVITY .....cscssecesesesserersnneeses wed We 
CONVINCES csb ihc nacbs snc tescacesoeksoeasersrtnceesasptase SO-239 
dimensions nsse4.3" HX 6.3" W x 4.8" D 
RABERES Ea Becssse crac costae seas coreseceeds onsscesdsodassconn 2.2 pounds 


CN-10 1... .0.ccccccscccenvesneeens 999 
The Daiwa CN-101L is a cross- 
needle SWR/Wattmeter covering 
1.8-150 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, 
reflected power, and SWR— 
without calibrating. The meter 
is switchable for 15, 150 or 1500 
Watt full scale readings, and has a 
built-in lamp which can be pow- 
ered from an external 13.8 vDC 
source (a DC cord is supplied). 


FrEQUENCY FANGE -sssssssssncnnnsssrssensasssensenee 1.8-150 MHz 
power ranges (forward)... 15/150/1500 W 
Power HANdling wccesssvecsersees 1,8-60 MHz: 1500 W 
biadeseebhs ob Sonal ecseeeoech oor ...60-150 MHz: 1000 W 
ACCUTACY assidsassecegnsosdoahinseh mea BEN +10%, full scale 
SWR sensitivity / CONNECEOFS ........s 4W /SO-239 
GIMENSIONS...csssegstsersssserseereesannereere 3"Hx5"Wx4"D 
WEI TA Gisalessi is t0R cet ssceantogasesonqatocecesmeettosedtee 1.5 pounds 


CHOSE 2k eee go9. 


CN-103N.....cccccsesecssessessvene 9119 
The Daiwa CN-103L is a cross- 
needle SWR/Wattmeter covering 
140-525 MHz. The cross-needle 
movement allows simultaneous 
monitoring of forward power, re- 
flected power, and SWR—without 
calibrating. A built-in lamp can be 
powered from an external 13.8 
vDC source (DC cord supplied.) 
The CN-103N is identical, but with 
“N” type connectors. 


FrEQUENCY FANGE -eccvvescsseetees 140-525 MHz 


POWEr ranges (FOrWAFA)....s+...cscesenserseecssens 20/200 W 
POWET NANLING ..esecsesccsursesreessnseecsnenrsanecnnvecnnneces 200 W 
BECULACY sprencessssscoocestoss .+10%, full scale 
SWR SeOMSItiVIty scccsivssvssiteviptacsotossenusbeh ietasamauedesbentie 4W 
connectors (CN-103N) ........: SO-239 (“N” female) 
GIMENSIONS .....ssesssvesersvessnveessnersnvess 3"Hx5"Wx4'D 
MOB TEAE ssid clearest oda aahiacs ectancnsiuorneoes 1.5 pounds 


CSAZO TA ari iseeetksnn 26 
The Daiwa CS-201A is a high per- 
formance, heavy duty two position 
coax switch, good for use through 
600 MHz. It is a cavity type switch, 
with very low insertion loss and 
VSWR and very good isolation. The 
switch handles up to 1500 Watts 
and is designed so that the unused 
switch position is grounded. Sup- 
plied with hardware for mounting 
on any solid surface. 


FrEQUENCY FANGE weecessetsseerssversesessnesrenes DC-600 MHz 
power rating (DC—30 MHZ)......-.sssssessseeenee 1500 W 
power rating (30-150 MHZ) ......... 
power rating (150-600 MHz).. 


insertion loss 


ISOLATION .ocscossossssaschaeiosvuaststen esl SckeeSeeasaaAeDe SaRTCINE 60 dB 
CONFI OCTON IG saci cccecet cacteccosnccapiescnoecn-coctactecausasenteie SO-239 
CIMENSIONS ...ceesssesssessseenseseneees 2.2" Hx 2.8" Wx 1"D 
WRI GRR chases svelssnssteasbeaiissoslacoeconieeana issecctth aoe 1 pound 


a 


SX-1 000 Sveeroersosecoecevceee $249.95 
The Diamond SX-1000 is a dual 


sensor SWR/Wattmeter covering 
HF, 6m, 2m, 70cm and 1.2 GHz. 
The dual sensor design allows 
simultaneous connection of two 
radios (must be within the sen- 
sor’s frequency range). The me- 
ter is switchable between 5, 20 
and 200 Watt full scale, indicates 
peak or average power, and will 
read forward or reflected power, 
or VSWR. The meter is supplied 
with a DC cord to power the back 
light lamps. 


FreEQUENCY FANGE vercessseers 1.8-160 MHz (sensor #1) 

430-1300 MHz( sensor #2) 
ACCULACY '-..edsapsontiecessnteigtadeeeaseateqen ah eMaaeaee aE 
(Cl: SS re ana 5, 20, 200 W 
minimum SWR sensitivity......... 1 W (#1), 2 W (#2) 
COMMECTOTS....seccseerseeee SO-239 (#1), "N” female (#2) 
INSELTION 1OSS..ssssseesseneeeerneree 2 OB (#1), .15 AB (#2) 


size / weight.......... 2.7" Hx 6.1" W x 5.3" D/ 2 Ibs. 


Ord_.‘s: (800) 272-3467 


SX-600 ......cceeceeesoeeeee $189.95 
The Diamond SX-600 is a dual 


sensor SWR/Wattmeter cover- 
ing 1.8-160 MHz. The dual 
sensor design allows simultane- 
ous connection of two radios 
(must be within the sensor’s 
frequency range). The meter is 
switchable between 5, 20 and 
200 Watts full scale, indicates 
peak or average power, and 
will read forward or reflected 
power, or VSWR. The meter 
is supplied with a DC cord to 
power the back light lamps. 


FrEQUENCY FANGE -cssseeeseee 1.8-160 MHz (sensor #1) 
Pepe a an hath EAN AER 140-525 MHz( sensor #2) 
accuracy... oobavgasboshenadsondescvsasagetpieeeeae te HOD 
ble] RGU R ig nat Ee SRSA oA ey 5/20/200 W 
minimum SWR sensitivity.......... 1 W (#1), 4 W (#2) 
COMMECEOSS ..ssecsssseseesseesnee SO-239 (accepts PL-259s) 
insertion losS.s..ccciieietepeo eae E 


size / weight.......... 2.7" Hx 6.1" Wx 5.3" D/ 2 Ibs. 


Local: (972) 422-7306 


SX-4OO .....cececessevseaseee $119.95 
The Diamond SX-400 is a back- 
lit SWR/Wattmeter. covering 
140-525 MHz. The meter is 
switchable between 5, 20 
and 200 Watts full scale. It is 
switchable between peak and 
average power, will read forward 
or reflected power or VSWR, and 
is accurate to +20%. Compact 
enough to be used both as a 
station meter and for mobile 
use. The meter is supplied with 
a DC cord to provide power to 
the back light lamps. 


140-525 MHz 

ss depcobaseten tat +20% 

5/20/200 W 

minimum SWR sensitivity......... 1 W (#1), 4 W (#2) 
COMME CEOLS ..esesseseessessnerees SO-239 (accepts PL-259s) 


sales@texastowers.com 


SX-200 ....cesevecvessereeees. 999.95 
The Diamond SX-200 is a back- 
lit SWR/Wattmeter covering 
1.8-200 MHz. The meter is 
switchable between 5, 20 
and 200 Watts full scale. It 
is switchable between peak 
and average power, will read 
forward or reflected power or 
VSWR, and is accurate to +7.5%, 
Compact enough to be used 
both as a station meter and for 
mobile use. The meter is sup- 
plied with a DC cord to provide 
power to the back light lamps. 


frequency range ......+« .1.8-200 MHz 


ACCUPACY. sreesesnencsssocnscasgouctensaseosobresrcseverh eso qnees +5-7.5% 
TANGES i vcleissidipoerbsnsetsenteneaes aD ... 5/20/200 W 
MINIMUM SWR SENSITIVITY ......-..-seccneceeseesnernve 4 watt 
COMNECHOTS.....-secseesnessesnee SO-239 (accepts PL-259s) 
TENS ETTIONT OSS oc oinccecaaineytcoessctie Bassastaliotocs tach 5 dB 
SIZ «.pcostepctuviposes 2.4" HX 6.1"Wx 4.1" D 
WEN INE esos csnate srcipseessasocapsoortncie tencberoanstebens 2 pounds 


DIAMOND 


X-510MA ...... $195.95 
X-510NA....... $195.95 
The Diamond X-510 is 
a 2m/70cm dual band 
vertical base antenna. 
It is constructed of a 


three section heavy duty 
fiberglass radome with 
strong, waterproof sec- 
tion joints and stainless 
steel hardware. Like all 
Diamond antennas, it is 
shipped pre-tuned, so 

assembly and installa- 

tion is quick and easy. 


! 


HMOND 


6m/2m/70cm 


2000A 


SG-7900A...........$124.95 
The Diamond SG-7900A is a 
high performance 2m/70cm 
dual band mobile antenna. 
It features a fold over base, 
and has a beautiful satin 
gray finish. It’s shipped 
factory pre-tuned so instal- 
lation is quick and easy. Not 
recommended for magnet 
mount installations. 


DIAMOND MULTIBAND MOBILE ANTENNAS 


MODEL “BANDS ——_—_ GAIN (DBI) 
| _D-130)_ ——|_—_-25-1300MHz_ 
DP-GHO2, "TS eat aa 
ee 2m 


Orders: (800) 272-3467 


| X-200A........000000$8 149.95 
The Diamond X-200A is a 
2m/70cm dual band ver- 
tical base antenna. It is 
constructed of a two sec- 
tion heavy duty fiberglass 
radome with strong, wa- 
terproof section joints and 
stainless steel hardware 
for long, trouble free ser- 
vice life. Like all Diamond 
antennas, it is shipped pre- 
tuned, so assembly and in- 
stallation is quick and 
very easy. 


X-50A/X-50NA..$109.95 
The Diamond X-50A is 
a 2m/70cm dual band 
vertical base antenna. It 
is constructed of a single 
section heavy duty fiber- 
glass radome. No section 
joints means there’s no 
possibility for corrosion or 
stray RF, ensuring a clean 
pattern. Like all Diamond 
antennas, it is shipped 
pre-tuned, so assem- 
bly and installation is 
quick and very easy. 


V-2000A............ $172.95 
The Diamond V-2000A is 
a 6m/2m/70cm triband 
vertical base antenna. It is 
constructed of a two sec- 
tion heavy duty fiberglass 
radome with strong, wa- 
terproof section joints and 
stainless steel hardware for 
long, trouble free service 
life. Like all Diamond an- 
tennas, it is shipped pre- 
tuned, so assembly and 
installation is quick and 
very easy. 


DIAMOND SINGLE BAND AND MULTIBAND BASE A 
HEIGHT = CONNECTOR ——s PO" 


NNAS 

POWER ‘SURVIVAL. WEIGHT 

ow (6m: 50W) [| 22 ibs SE ee 

8 
| OMPH _| 

/ 


2 
7 


2.1/6.2/8.4 110 MPH 
6/8 
4.5/7.2 
8.3/11.7 
8.3/11.7 
8.3/11.7 


SG-2000HD.........$89.95 
The Diamond SG-2000HD 
is a high performance 2m 
mobile antenna. Electri- 
cally, it’s made up of two 
1/4 wave and one 3/8 
wave elements. It provides 
5.2 dBi of gain, and will 
handle 250 Watts. The 
antenna is 62" long, so it 
is not recommended for 
installation on a magnet 
mount. The Diamond K400 
and K600 trunk mounts 


SG-7500 .......0000000 $79.95 

SG-7500NMO ......$79.95 
' The Diamond SG-7500 is 

a shorter version of the 

SG-7900A. It also has a 
i fold over base, and has the 

same hi-tech satin gray fin- 

ish. The SG-7500 requires 
' an SO-239 type mount, 
| the SG-7500NMO uses an 
+ =NMO type. 


NR-770HA.............$56.95 
NR-770HB.............$59.95 
The Diamond NR-770HA is, 
a medium sized 2m/70cm 
| 


mobile antenna, with a 
fold over base. Requires 
an SO-239 type mount. 
The antenna has a nice 
heavy chrome finish. The 
NR-770HB is identical, but 
with a black finish. 


~ "MODEL = BANDS °° GAIN(DBI) LENGTH~— FINISH. «BASE» FOLDOVER ~~ PRICE ave both recommen 
CR-627B 2.1/4.5/7.2 50-239 : 
Equipped with a fold over 
CR-627BNMO 2.1/4,5/7.2 | Black =| NMO | Yes __| eat o Wicaae 
HV-7A 1om/6m/2m/70cm | _2.1/2.1/2.1/5.5 50-239 Yes Ore he , : < ? 
NR-2000NA 2m/70cm/23cm 3.1/6.3/9.7 Gey Te ee 
NR-72BNMO access to tight parking 
NR-73BNMO 21/53 garages. Like all Diamond 
NR-770HA 3/5.5 antennas, it comes pre- 
NR-770HB 2m/70cm 3/5.5 tuned, so installation is 
NR-770HNMO quick and easy. 
NR-770HBNMO 3/5.5 
56-7008 50-239 saishyerangemnmemimmanmaia 
| __SG-7500__| 2m/70cm 35/6 Satin Diino eM NRE Ea 
56-7500NMO glo 
SG-7900A 5/76 power handiin) aa 


Local: (972) 422-7306 sales@texastowers.com 


————— 
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CoS Peteiehchdeenseccedscssivs. $879 
The Force 12 C-3 is a seven ele- 
ment 10, 15 and 20m tribander 
on an 18' boom with a single 
50 Ohm coaxial feed. All that 
is needed is a 1:1 balun or an 
RF choke and it’s on the air. 
Three monoband Yagis for 20, 
15, and 10 meters are the core 
of the antenna. The driver cell 
is a Force 12 multiband open 
sleeve, with the coax attached 
directly to the 20m element. 
The 15m and 10m drivers are 
parasitically excited. All 7 ele- 
ments work together for great 
performance. The antenna also 
has gain on 17 and 12m, with- 
out specific elements on those 
bands—a tuner is required, as 
the antenna is not matched to 
50 Ohms on those bands. 


COIR rivedssccccatcrstddecssas S 0429 
The Force 12 C-3XL is three 
monoband antennas horizon- 
tally stacked on a single 33 foot 
boom. The 20 meter antenna is 
placed at the rear of the boom, 
with the three element 15 meter 
antenna in the center, and the 
four element 10 meter antenna 
in the front—covering the en- 
tire 1.7 MHz of the band. Three 
feed lines provide maximum 
versatility and enable simulta- 
neous operation on all three 
bands (when using bandpass 
filters) which is perfect for 
contesting. The antenna comes 
with the “Magnum” mounting 
hardware and is conservatively 
rated at 100 mph. 


Cd Suereuanenidavenupsdyudeidiesse DOOD 
The Force 12 C-3S is a compact 
6 element triband beam for 
10m, 15m, and 20m operation, 
on a 12' boom. It’s perfect 
for the amateur who wants 
monoband performance in 


the smallest package with the 
smallest visual footprint. The 
antenna shares the same core 
design as the C-3 on 10, 12, 15, 
17, and 20m. The 10m director 
on the C-3 has been moved 
inside and changed to a reflec- 
tor. The trade off with the more 
compact design is that the 
bandwidth on 10 meters is less 
and operation on 12m requires 
a good tuner. 


CoM i eshasivecdecchiesdedecend 9 EAD 
The Force 12 C-4 is basically 
a C-3 with the addition of 40 
meters. The Force 12, EF-140S 
shortened dipole has been add- 
ed to the antenna on the same 
boom. The 40 meter dipole is 
37 feet long and provides about 
130 kHz coverage anywhere on 
the 40m band. The 40m dipole 
has a separate feed line so that 
the core antenna remains in- 
tact. Requires two baluns. The 
C-3 can be upgraded to a C-4 
with the C-4C conversion kit. 


C-4C COCTOOOEEOOOEHOOEOOEOOESESEOES $289 
C-3 to C-4 conversion kit, also 
converts C-3S to C-4S. 


CAS [Bichacaleccteledteseetves #1099 
The Force 12 C-4S is basically 
a C-3S with the addition of the 
Force 12, EF-140S shortened 
dipole for 40m. The 40 meter 
dipole has a separate feed line 
so the core antenna remains in- 
tact. Band coverage is 130 kHz. 
Requires two baluns. 


CoARL BAe. seveeeee 9 1629 
The Force 12 C-4XL is basically 
a C-3 enhanced with a two ele- 
ment 40 meter Yagi with 37' ele- 
ments. The front 40m element is 
the driver and is placed within 
the reflector section of the C-3, 
similar to the C-4 design. The 
boom has been extended to 
12' for placement of the reflec- 
tor behind the core C-3. Two 
feed lines are used so the core 
antenna remains unchanged. 
Requires two baluns. 


Challenger DX..........$319 
The Gap Challenger DX is an 
eight band vertical antenna. 
It features automatic band 
switching and uses a unique 
trap-free design with an el- 
evated feed system to reduce 
ground losses and yielding 
a 52 Ohm nominal input 
impedance. The antenna re- 
quires a counterpoise made 
up of three insulated radial 
wires, each measuring 25 
feet in length which can be 
buried or exposed. The an- 
tenna can be either ground 
or roof mounted. With 
drop-in ground mounting 
hardware. 


Counterpoise Kit ....$32 
Guy Kit ORE ol EN Ok $1 5 


bands Covered .vses:ss---+-80, 40, 20, 15, 12, 10, 6, 2m 
DaNdWwidth ......cssessseecnsee <2:1 except 10m: >1 MHz 
POWEF FAtiNG sescsseccesssesesensee Beans .. 1500 watts 
recommended Mast GiaMeter ......cccssessersessseere n/a 
vertical height... 2a See ae: 
MALT SELLOAG sesaprreccteet crvt caresses aissoasss espansseb ences 4.56 sq. ft. 
weight... ike Rees pone 


Orders: (800) 272-3467 


Eagle DX..............$349 
| The Gap Eagle DX is a six 
| band vertical antenna. It 

requires no band switch- 

ing and uses a unique 

trap-free design with an 
elevated feed system re- 
ducing ground losses and 
yielding a52 Ohm nomi- 
nal input impedance. 
The antenna utilizes a 
convenient, built-in, 
rigid 80" counterpoise, 
so no additional radials 
are required. Designed 
to be roof or mast 
mounted on 

any standard 
1.25" mast. 


Guy Kit..................$25 
Quick Tilt..............$75 


bamds COVEFE .ssccsscsscsceseeceseeees 40, 20, 17, 15, 12, 10m 
bandwidth .....cssssessserse <2:1 except 10m: >500 kHz 
POWER rating erecseesene ..1500 W, except 40m: 300 W 
recommended mast diaMeter .....ssvesssseessseeeene 25" 
vertical height :..i.:iccieannsangelbtenmua mete ane 
WINE TO AG ais ssevsssassosScsess psevesenpatecsosnvebiostndect 4.62 sq. ft. 
WOIGH.ceatecsesanrseceleclisl SUAS pone: 


Local: (972) 422-7306 


Titan DX.........$379 
The Gap Titan DX is 
an eight band vertical 
antenna. It requires no 
band switching and 
uses a unique trap- 
free design with an 
elevated feed sys- 
tem which reduces 
ground losses and 
yields a52 Ohm nom- 
inal input impedance. 
The antenna has a 
convenient, built- 
in 80" counterpoise 
system, so no ad- 
ditional ground 
or roof radial sys- 
tem is required. 


Guy Kit ....$25 
QuickTilt..........$79 


; 


bands covered....... 80, 40, 30, 20, 17, 15, 12, 10m 


DANGWICTH ....ssesserssresernne <2:1 except 80m: 100 kHz 
POWEL Latin .....cscsersssseerecseerserensnmeeers 100 Watts 
FECOMMENded Mast GiaMeteE” ...sesseecsserssveesens 1.25" 
vertical height -2.... See meena 
WAFL MOAN eapeticaccsdssectnerther covestongs boastecperceaertebs 5.5 sq. ft. 
Weight....cssc1ats cE ee ees poanes 


sales@texastowers.com 


Voyager DX ....$429 
The Gap Voyager DX 
is a four band verti- 
cal antenna. It features 
automatic band switch- 
ing and uses a unique 
trap-free design with 
an elevated feed sys- 
tem to reduce ground 
losses and yields a 52 
Ohm nominal input im- 
pedance. The antenna 
requires a counterpoise 
consisting of three insu- 
lated wires, 57 feet long. 
Supplied with a hinged 
+1 ground mount and guy 
brackets for attaching 
the optional guy kit. 


ay? 


Counterpoise Kit...$64 


Guy Kit eteee decdcedadectes 40 
bands COVErEd....ssssssssssssnseseneee 160, 80, 40, 20m 
DaNdWidth ....ceccsesecrseseees <2:1 except 160m: 90 kHz 
power rating ee ee 1500 watts. 
recomMended Mast GiaMeter ....esssecrsseseeveees 1.255 
vertical height... sc. cians tussccaresteectmevereebe ean 45' 
MAREN OA ci cacrens cocrtessnasnhernincovesnsseeahetpe eae 9.2 sq. ft. 
WIGHT -ciaacsd-scosclsacshemeteeseareeeat OE aS ..39 pounds: 


GLEN MARTIN 


H-2 Hazer......... $419 
H-3 Hazer......... $339 
H-4 Hazer.........$419 
Never climb your tow- 
er again! The Glen 
Martin Hazers are an- 
tenna transit systems 
for Rohn 20G and 25G 
towers. They function 
like simple elevators, 
raising and lowering 
the antennas mounted 
on it all the way to the 
ground. All models use 
the tower as a guide 
track and are con- 
structed of heavy duty 
aluminum or galva- 
nized steel for long life. 
Installation on an ex- 
isting tower will 


Wigtag 


NSTRUC eg ieee 


HUSTLER 


Hustler Mobile Resonators 

Hustler Resonators are the build- 
ing blocks of a compact HF mo- 
bile antenna system. Select the 
resonators for the bands you wish 
to operate, add a 50" mast, and 
install them on any suitable 3/g" 
x 24 thread mount assembly, and 
you're ready to operate! (Or use the 
22" MO-4 mast and the TLM trunk 
mount, both sold separately.) 


“MODEL BAND 2:1 VSWR 


GLEN MARTIN HAZER SPECIFICATIONS 


ir bs ae 2 det sg 
PRS oe | galvanized steel 16 square feet 200 Ibs 


HUSTLER MOBILE RESONATORS 
LENGTH 


require climbing, but if installed 
when the tower is originally 
erected no additional climb- 
ing is required. Several safety 
locking systems are utilized to 
ensure operator safety. 


future service, 

so.overall safe- 
ty is vastly im- 
proved. All three 
Hazer models are 
supplied with 
the top pulley 
block assem- 

bly, a winch, 

winch cable, rotor 

plate, thrust bearing plate and 
all the required hardware and 
mounting brackets. 


— 


[TO 


175 Ibs. 


é 


SSM-2, Ball Mount .......... $29 


[Ti Heavy duty stainless 
P@®, steel ball mount for 


any other 3/8" x 24 
thread antenna). 
Adjustable up to 

180 degrees for mounting versa- 

tility. Can be mounted externally. 

Supplied with all mounting hard- 

ware and cork pad. 


~ POWER PRICE 


RT-424....cccccccesccssseseseeees 9199 
RI-83 Zivassdviccoaccssivedeericps aoe 
RT-936....cccccccvscccsesesvessee S479 
RIFT 2iccticvdddterccouersonia Oto 
RI-26 32 insccicdcccivashedsstteae 9999 
No tower space? No problem. 
These Glen Martin four-legged 
roof towers are rugged enough 
to support a wide range of Ham 
antennas—even a reasonably 
sized tribander or medium sized 
VHF/UHF array! Windload ca- 
pacity ranges from 6-18 square 
feet at 87 MPH. Constructed of 
high strength aluminum angle 
and stainless hardware, they 
will provide many years of 
trouble free service. All models 


are supplied with 
a top plate that 
will accept an 
optional thrust 
bearing (we 
recommend 
the Yaesu 
GS-065), a 
rotor plate 
(pre-drilled 
for Hygain 
and Yaesu 
rotators), 
and footing 
brackets for 
easy installation. Depending on 


antenna load, roof bracing may 


be required. ' 


GLEN MARTIN ROOF TOWER SPECIFICATIONS 


sehte - RT-424 RT-832 RT-936.  |—-RT-1832 RT-2632 
Te AE ER AEE TI 
43-3/4" 
WEIGHT _S2pour an 
/ 


/ 


BM-1, Bumper Mount .....$23 
Stainless steel bumper strap 
mount fits bumpers up to 18" 
height. Requires 5/16" clearance. 
Economy version of the SSM-2. 
Chrome plated. 


TLM, Trunk Mount...........$24 
Allows antenna mounting without 
drilling holes. With 17' of coax 
and PL-259 con- 

nector. Designed 

for use with the 

MO-4 mast system 


4-BTV eecesesosscosesoveorses $1 39 


6-BTV.....cccsecceccseeseones $189 
These Hustler HF verticals 
all feature exceptional me- 
chanical construction, with 
all sections of 1-1/4" high- 
strength, corrosion-resistant 
aluminum tubing, and one 
inch fiberglass trap forms. 
All handle 1500 Watts SSB, 
1000 Watts CW, weigh ap- 


a wind surface area of 1.5 


5-BTV Secescescoccausceseooss $1 79 : 


proximately 17 pounds have 


| M-1o_ | tom | 150-250kHz | 22" | 4oow | Sig 
| RM-12_ [12m | 90-120kHz_| 29.4" | 4oow | S16 
| rm-tss [15m | 150-200kHz | 278" | 2o0o0w | $25 
P RM-17_ [17m | 120-150kHz |" 343" | 400w | $28 
| RM-20 | 20m | 80-100kHz_| 278" | 40ow | $23 
| rm-20s | 20m | 100-150kHz | 278" | 2000w | $30 
| Rm-4o_[ 40m | 40-sokHz | 35" | 400w S25 
| rm-4os | 40m | 50-80kHz {| 35" | 2000w | $88 
BRE Me 


RM-75S 50-60kHz | 48.5" | _2000w | $52 
RM-80 | 80m | 25-30kHz | 56" | 4oow | $28 
RM-80S | 80m | 50-6okHz | 56’ | 2000w | $52 __ 


Orders: (800) 272-3467 


Local: (972) 422-7306 


(described below). square feet, and will accept 


masts up to 1.75" in diam- 
eter. The design of all mod- 
els is very clean and all are 
especially easy to assemble 
and tune, making them ex- 
cellent for portable use and 
field day operation. © 


MO-1 r 50" Mast eereecesossecre $33 
Folds 15" above base. 


MO-2, 50" Mast ........c000000933 
Folds 27" above base. 


MO-3, 54" Mast........0000000925 
Does not fold. White vinyl coating. 


45,; 
eM 10, 15, 20, 40, 75/80m / 25'1" 
6-BIV iinuauee 10, 15, 20, 30, 40, 7: 

bandwidth, 10-20m. whole band @ 1.6:1 VSWR 
bandwidth, 30M uw... whole ban 


bandwidth, 40M ......-s000+« whole band @ 2:1 VSWR 
bandwidth, 75/80 s 


MO-4, 22" Mast.........<c00.$21 
Includes 3 new (longer) Resonator 
whips. Suitable for trunk mounting 
with the Hustler TLM. 


sales@texastowers.com 


j 
| 


HYGRIN 


TH-11DX ..cccesoesssvssseseevereee $1039 
The Hygain TH-11DxX is an eleven 
element, five band beam antenna 
designed for maximum broad- 
band, high performance operation 
onthe 10, 12, 15, 17 and 20m ama- 
teur bands. The antenna features 
an improved, corrosion resistant 
wire boom support and is supplied 
with all stainless steel hardware 
and clamps for long life. Also sup- 


plied is the Hygain BN4000B high . 


power current balun. 


band COVErage vreesnsnnessesveseeeee 10/12/15/17/20m., 
2:1 bandwidth... 1200/100/450/100/350 kHz 
seers 9-2/7.5/8.1/8,4/8.6 ABi. 
[NS 19/15/25/22/27 dB 


elements / longest ClEMENE.......ss-rssseseeseere 11 /37' 
mast range / turning radius seems 
power handling 4000 W PEP 
surface area / survival sq. ft. / 100 MPH. 
OLE Ue a a a aoe 88 pounds 


HYGRIN 


BPH IE coccnccecnccsescececsee.ee $559 
RUM Ui kecittassencseccccgsevene > 159 
DG isathenscecsntnccncosocsiua- 979 
The Hygain Explorer-14 is a four 
element, triband beam antenna 
designed for broadband, high 
performance, high efficiency op- 
eration on the 10, 15 and 20m am- 
ateur bands (30 or 40m operation 
can be added with the QK-710). 
The antenna is supplied with all 
stainless steel hardware for long 
life. A Hygain BN86 or similar balun 
is required, but not supplied. 


band Coverage vsssnsssesensensneeseseeueeee 10/15/20 
211 DaNdWidth ........ccsccseesescsessees TSU EI 350 kHz 
Gain kccceaceanaaen seosuneenes 8,8/8/7.5 ABE 
SUA Cop Se ARRAS oe 21/27/27 dB 
boom length / diametereccsesssssssesesenee 14% 
elements / longest CleMeNt..........-ssssseee 4/31'6" 
Mast range / turning fadiUs svn 2-205 


1500 W PEP 
/100 MPH 


fe ALS OR RNS Sees 45 pounds 


Orders: (800) 272-3467 


THe ZO Xicecsdhehechdinechepascies SLA 
The Hygain TH-7DX is a seven 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna features rugged die-cast 
aluminum boom to mast clamps 
and heavy gauge element to boom 
brackets, and is supplied with 
all stainless steel hardware and 
clamps for long life. Also supplied 
is the Hygain BN86 balun. 


band coverage...... sagas, 10/15/20 
2:1 bandwidth. .. 1700/450/350 kHz 


gain wrens senses. 9.6/8.7/8 ABI 
ELE TOU erred iecascprcsscesesnas .. 18/22/22 dB 


boom length / diameter...... ee 2a 2% 
elements / longest element... eh 


mast range / turning radius... -2.5" / 20' 
POW NANALING ....scssccsssecrsssereerssseeessnsseee 1500 W PEP 
surface area / survival..........9.4 sq. ft. / 100 MPH 
WEIGNL....sesecesssers Sh eR 75 pounds 


TE SIERS eecssnanenesdsceacsenone SSE 
The Hygain TH-3JRS is a compact 
three element, triband beam 
antenna designed for broad- 
band, high performance operation 
on the 10, 15 and 20m amateur 
bands. Its small size makes it an 
ideal choice for the operator with 
space limitations or for rooftop or 
lightweight tower installations. 
The antenna is supplied with stain- 
less steel hardware and clamps. A 
Hygain BN86 or similar balun is 
required, but not supplied. 


band COVEraGE veesssssssmsneesnetseeterseenneesse 10/15/20 
2:1 bandwidth... 1 100/300/250 kHz 


galn icc usunlp to 8 dBi 
PEARY RETO terrae cdhettrcastossvioecsacs re 
boom length / diamete’......scsersee 


elements / longest element... 
mast range / turning radius... 
power handling 
surface area / survival, 
WLI iia ities wricctied-mieeatlata dacs 21 pounds 


“Cable FEQUIFEMENE...cssssscrsersenne 


Local: (972) 422-7306 


TH-5MK2 .....cccesescsessvessesces $689 
The Hygain TH-5MkK2 is a five 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. Broad 
banding is accomplished through 
the use of two fully trapped driven 
elements. The antenna is supplied 
with all stainless steel hardware 
and clamps for long service life. 
Also supplied is the Hygain BN86 
voltage balun. 


BaNd COVELAGE vessssecssnesesssessnusessivenenverny + 10/15/20M 
2:1 bandwidth... RE EERO kHz 


Qainrenwenies ecteeasye 9/8/78 ABI, 
FAB ITAEIO Nascar tenriesteertace di a] 9/22/19 dB 
boom length / diameter.c.cssessscsserrennnveceeane 19°/2" 
elements / longest ClEMENE....csseccssessssiers 5 /31'6" 


mast range / turning radius......... 1,9-2.5"/18'5" 
POWEF NANALING ....ecsscssessesssesessnssesersneeses 1500 W PEP 
surface area / survival...........7-4 Sq. ft. / 100 MPH 
WEL habits tenccershthet.tosancrcaecearastioase suaceepororie 57 pounds 


TH-3MKA4... 0000 sseeseee 9419 
BIN-86....cvcssecssscsvsesssasseseseosossoose 979 
The Hygain TH-3MK4 is a three 
element, triband beam antenna 
designed for broadband, high 
performance operation on the 10, 
15 and 20m amateur bands. The 
antenna uses Hygain’s full power 
“Hy-Q” traps and rugged boom to 
mast bracket, and is supplied with all 
stainless steel hardware for long life. 
The Hygain BN86 or similar balun is 
required, but not provided. 


DAN COVETAGE -esssssccssresssvenentuersnsensessennsses 10/15/20m 
2:1 bandwidth... 000/250/250 kHz 
GUAT css cacssssecspsencencctep SAAMI lane Raceeoah 8 dBi, average 
Ah 1 |e pean tome Ones 25 dB, average 
boom length / diaMeter.....sssssesrsrecenssesnserses 14/2" 


elements / longest element. 
mast range / turning radius..........1 9-2.5" /15'4" 
POWET NANALING ....scsssessssecrnnerenneecnnesereee 1500 W PEP 
surface area / survival... ..4.6 sq. ft./ 95 MPH 
WENGE Goce scaasiececosdasceacescssene eecensenecoeseabiaeest 35 pounds 


. T2X Tailtwister...........0...0. $589 


The Tailtwister T2X is a heavy 
duty antenna rotator with triple 
bearing races, and an electrically 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


Wind load CapaCity....ccsessssserseeeees estes a2 ky 20 sq. ft. 
max, effective moment... 
Max. rotate tIME --reecvseree 
BRAKE CYP erccocnsctortcescensoessosteossgsvereceovs electric wedge 
rotate/brake torque vives 1,000/9,000 ft.-Ibs. 
MAST FANGE..essereecsersesees 1-7/8-2-1/16" (48-52 mm) 
screens CONGUCtOF 


IDTON SIZE oni ceget tetera, 9" diam., 14" high 
motor weight..cc.chaseeynsteueoeeencmees ..23 pounds 
BEI UE MOIt ACE te sesstacecacsccbentessesocse ccesnpetucsecanicon 120 vAC 
CONTFO! DOX SIZE vssssssecseeeeneee 4,3" HX 8.5" Wx 9" D 


sales@texastowers.com 


HAMA-IV ...cceccsascssscossessessesese $509 
The Hygain HAM-IV is a medium 
duty antenna rotator with dual 
bearing races, and an electrically. 
activated wedge brake to keep 
your antenna put, even in high 
winds. Features an illuminated 
control box, and is supplied with 
a weather-resistant motor con- 
nector and quick-connect control 
plug, as well as all mounting hard- 
ware for in-tower installation. 


Wind load Capacityvasssuunenntnenemeenenue 15 9Q. ft. 
max. effective moment... 


Max. rotate tiMe ..eeeesssee ...60 seconds. 


Drake typPe.....essesecseees valetthic wedge 
Totate/brake torque .ccsesssssessesees 800/5, 000 ft-lbs. 
MASt FAN GC. cseessseserserees 1-7/8-2-1/16" (48-52 mm) 
Cable require Mente .cceecesssesssesseessnsnensnees 8 conductor 
MOTOL SIZE .eccrsereens .8" diam., 13-1/2" high 
motor weight... sessrmeesers 1B POUNS 
TTIDUT VOITAGE oc isncsreccrcncccseestoessondseroresoomoers 120 vAC 
CONTFO] DOX SIZE sessecsseeeeenseses 4.3"Hx8.5"Wx9"D 


IC-7800...........CALL FOR PRICE 
F The Icom IC-7800 is a 

competition class trans- 

ceiver, covering HF and 

6m. The radio has a 
huge, 7" color, active- matrix 
LCD-TFT display with real time 
bandscope display function, and 
features two fully independent 
receivers, allowing simultane- 
ous reception of signals on two 
different bands. The radio incor- 
porates four 32-bit floating point 
digital signal processors (two for 
the main receiver, one for the 


IC-7700 .....000 .. CALL FOR PRICE 
F The Icom IC-7700 is a 

competition class trans- 

ceiver covering HF and 

6m. The radio has a large, 
7" active-matrix color LCD-TFT 
display (800x480 pixels) with 
built-in real-time multi-function 
bandscope display function. The 
radio features two 32-bit floating 
point digital signal processors (one 
for the transmitter and receiver, 
and another for he spectrum 
scope), +40 dB ultra-high third 
order intercept point, automatic 
tracking pre-selector, 200 Watts 


second receiver, and one for the 
bandscope display, providing 
digital IF filtering, digital notch 
filtering, digital noise blanker, 
general digital noise reduction, 
and more). A built-in RTTY/ 
PSK31 demodulator (reads RTTY 
and PSK31 signals on the radio's 
display—without the need for 
a computer or other interface 
device)! Other features include 
a built-in high-speed automatic 
antenna tuner, dual time clock, 
101 memory channels, four an- 
tenna connectors, 200 Watts of 


Tf 007. 700 


ha”! arumanan weed mao 


of RF output power (100% duty 
cycle), built-in low-noise switching 
power supply unit with switchable 
input voltage, ultra-high stabil- 
ity TCXO (with 10 MHz frequency 
standard input/output), IF notch 
filter with adjustable shape, dual 
front-panel mounted USB ports, 
multi-function noise blanker, auto 
notch, advanced noise reduction, 
built-in RTTY/PSK31 demodulator 
(displays RTTY and PSK31 signals 
on the radio’s display—without 
the need for a computer or other 
interface device, —transmitted 
and received messages can be 


I: (972) 422-7306 


RF output power (100% 
duty cycle), audio receive 
equalizer, dual analog 
S-meters, screen saver 
mode, built-in ultra-high 
stability TCXO, built-in 
voice synthesizer (pro- 
vide audible frequency 
announcement), com- 
puter updatable firm- 
ware, and much, much 
more. 


CW-specific features include 
CW Autotune (helps zero in 
on a intended signal within 
+500 Hz), DSP-controlled CW 
keying waveform shaping con- 
trol, built-in multi-function CW 
memory keyer, adjustable CW 
pitch (300-900 Hz), CW Reverse 
mode, dual CW key jacks, full 
break-in (QSK) and semi break in 
functions, and more. 


SSB-specific features include a 
built-in Digital Voice Recorder, 
(partitionable 90 seconds of stor- 
age), digital RF speech compres- 


stored on a USB storage 
device, which plugs right 
into the front panel), twin 
peak audio filter and tuning 
indicator for RTTY, built- 
in high-speed automatic 
antenna tuner, voice syn- 
thesizer (provides audible 
frequency announcement), 
built-in RS-232C interface 
for control via personal 
computer (requires third- 
party software, not included), and 
much, much more. 


CW-Specific features include built- 
in CW memory keyer, audio peak 
filter, adjustable CW pitch control 
(300-900 Hz), CW-Sharp IF filter 
(offers 200 Hz bandwidth), CW- 
Soft IF filter (performs much like 
a mechanical filter—but without 
the ringing), CW Reverse mode, 
and more. 


SSB-Specific features include 
built-in Digital Voice Recorder, 
SSB-Sharp IF filter (provides the 
narrowest possible SSB band- 


sor, digital microphone equalizer, 
(allows user to set both high-pass 
and low-pass limits), and more. 


The radio is supplied with rack 
mounting handles, an AC power 
cord, and a 64 MB CompactFlash 
memory card. 


RX range .iscssaduesheamnerered 1300 KH2=60 MHz 
frequency stability... jncvope sabe Reed st 05 PPM 
sensitivity ...ccidiaciahaluei a een eee <.16 pV. 
selectivity ........ esses Ov lOy Oi KHz oar 350 Hz 
RF outputi.....ccsccsimtonne 200 watts, all bands 
INPUt VOItaAGSsiccscctslcssastonsessseconsotenassiege 85-265 VAC. 
CUFFENt CONSUMPTION crectecersccnererseseecsanees ver11800 VA 
SIZON Sacsersaitraeetestressstten 16.7" W x 5.9" Hx 17.1"D 
WEIGHt ..ssssssesesesasineseeueen OAL RS Sip euees 
10-7800 ACCESSORIES 

IC-PW 11, ccccscovcensssssanssouseah $4629 


Solid state, no-tune 1 kW linear ampli- 


fier with built-in auto tuner. 


Matching deluxe, professional-style 
desktop microphone. 


SP. -20 CoeserercscocegecoenareneoessoosseessogeeeesS $249 
Deluxe matching external speaker with 
audio filters. 


width without clipping the audio 
response), SSB-Soft IF filter (steep 
filter skirts with the highs and lows 
rolled off—increases signal-to- 
noise ratio of the intended sional), 
and more. a ek 
The radio is supplied with an AC 
power cord. 


RX FANE saseseree sun 300 KHz-60 MHz 
frequency Stability .........sssscrstecssessnernseees +.05 PPM 
SENSITIVITY «.-cceceeere see $16 EV 
selectivity .. kHz; 500 Hz 
RF output... ..200 watts, all bands 
IMPUt VOItAGE incc.c....cecosteossoeranttumnaaneens 85-265 vAC 
current consumption... soe:800 VA 
SIZ LA eee ganas 16.7" Wx 5.9" "Hx 16.5" D 
WRIGHT .sssssteccosce<sanepvetsobuenhsendenteteeoeanety 50.7 pounds | 
1C-7700 ACCESSORIES 
ICc-PW1 suonéoesessbnesascenan ha sidsaeatana ae 


Solid state, no-tune 1 kW linear ampli- 
fier with built-in auto tuner. 


SM-20 rrr $209 


Matching deluxe, professional-style _ 


desktop microphone. 


SP-20 rer $249 
Deluxe matching external speaker with 
audio filters. 


sales@texastowers.com 


IC-756PROIll.... CALL FOR PRICE 
The Icom IC-756PROIII is an all 
4] mode HF (including 60m 
band coverage) and 6m 
transceiver. It has a big, 5" 
color LCD-TFT display, and 
features a high-speed automatic 
antenna tuner, 32-bit floating point 
digital signal processor, selectable 
bandpass filter shape, dual clock, 
built-in high stability crystal oscil- 
lator, built-in RTTY demodulator 


COM 


INCLUDES ALL COUPONS & REBATES 


ans 


PS-125 Power Supply In- 
cluded at No Extra Charge 
with IC-T4UPR0 Purchase! 


aoe nO seeeee CALL FOR PRICE 

; } =ThelcomIC-746PRO is an 
HF, 6m and 2m all mode 
transceiver. The radio 
has a blue dot matrix 
- LCD display with band scope dis- 
play function, and features 32-bit 
digital signal processing, built-in 
automatic antenna tuner, CTCSS 
tone encode/decode, CW memory 
keyer, 102 memory channels, noise 
blanker, 2 step preamp, full break- 
in, built-in RTTY demodulator and 
decoder (reads RTTY signals on the 
LCD display), TX audio monitor, tri- 
ple band stacking registers, digital 
twin pass band tuning, VOX, and 


Orders: (800) 272-3467 


(reads RTTY signals on the radio's 
display— without the need for 
a computer or other interface 
device!), built-in RTTY keyer, dual 
in-band receive, 101 memory chan- 
nels, twin automatic notch filters, 
manual notch filter (offers 70dB of 
attenuation), real time spectrum 
scope display with mini-scope 
function, SWR meter, triple band 
stacking registers, digital twin pass- 
band tuning, and much more. 


CW-specific features include a 
built-in multi-function CW memory 
keyer, bug-keyer, adjustable CW 


more! The radio is supplied with a 
hand mic with up/down controls 
and a fused DC power cord. 


RX ANGE cvssescesrsseees 30 kHz-60 MHz, 108-174 MHz 
SOVISIERVIEY oon. sc sn cescssssssbessnnroescvececessossonveserasesbs <.16 pV 
SELSCTIVITY.....sssessornnesereene 15, 6, 2.4 kHz; 500, 350 Hz 
DF SUIS a reatectskassnssmncasien iontastyesseoseorsizceceert 4 (3 in FM) 
RF OUtPUtcivepsncssntecsenemeemeh vce 100 watts, all bands 
IMPUt VOITAGE «.n..ssssepeosssseneeesneessnseers 13.8 vDC +- 15% 
CUFTENT CONSUMPTION .oesercssecseessacenennnetsneenn 23 amps 
SIZE isctidsinastocecetatipesradevconecs 4.8" Hx 11.3"Wx 12.5"D 
WEIGH asecacaccscnbeseoersonnaysn cadetnecn aubeepansaubs4 ib ttgeobeheet 20 Ibs. 


High stability TCXO (+.5 PPM). 


CT-1 7 Peocevecesos: Pr oe $1 39 
CI-V converter for computer control. 


OPC-025D, DC Cable secceevevecs: eeeneae: eee $29 
Fused DC power cord. 


SM-20 SORLOSE OOO ESTECOSE SELLE EERO SES EOHET ORE ESEOEEe $249 
Deluxe desktop microphone. 
SP-23 SOSOREROROREEOOREROOROR DOSES OREE SER SOR OO HESOET $1 89 


Deluxe external speaker with filters. 


UT-1 02 SOCCOCO EOC RSS ORR EOEEOH ESR OSTEOR CORE FEDER E TOES $65 
Internal voice synthesizer module. 


Local: (972) 422-7306 


pitch (300-900 Hz), DSP 
waveform control, CW- 
Sharp IF filter (offers 200 
Hz bandwidth), CW-Soft 
IF filter (performs much 
like a mechanical filter— 
but without the ringing), 
CW reverse, dual key 
j jacks, full break-in (QSK) 
operation, and more. 


SSB-specific features in- 
clude adjustable SSB transmit 
bandwidth, built-in Digital Voice 
Recorder, SSB-Sharp IF filter (pro- 
vides the narrowest possible SSB 
bandwidth without clipping the 
audio response), SSB-Soft IF filter 
(steep filter skirts with the highs 
and lows rolled off—increases 
signal-to-noise ratio of the in- 
tended signal), digital RF speech 
compressor, microphone equal- 
izer, RF speech compressor, VOX, 
and more. 


The radio is supplied with a hand 
mic with up/down frequency con- 
trols, and a fused DC power cord. 


1C-PW11 ...esccecsorsscescversverse 94629 
F The Icom IC-PW1 is a 
solid state, no tune 1000 
Watt amplifier covering 
all amateur HF bands, 
plus 6m. The amplifier provides 
a stable, clean and low distortion 
signal and offers full duty cycle 
and full break-in operation. Its 
great for DX’peditions and contest 
operation—or for anyone else 
who doesn’t want to waste time 
fooling around with constant am- 
plifier tuning and retuning. 


Wide ALC range: 

Internal circuitry allows the ALC 
to be adjusted over a wide range. 
This means that the amplifier can 
be used with almost any HF/6m 
transceiver—not just Icom rigs. 


RX. FANGE ccevncestecdnstsracteenuntnnedes gies 300 kHz-60 MHz 
FrEQUENCY StADILitY......cccsreseverecseerneesseerset.5 PPM 
SENSITIVITY. «...<.c0retscossauvederessssenutersusespsobansbene <.16 pV 
SEIOCTIVITY.....s.ssscsreecneecsesnres 15, 6, 2.4 kHz; 500 Hz 
RF OUtHUt.c.cc..cmccsnuepagetens 100 watts, all bands 


INPUt VOITAGE .......e..e00+ 
CUTTFENT CONSUMPTION .....sesecreneenee 23 amps, max. 
4" W x 4.4" Hx 11.2"D 


RS-232C level converter. Allows 
remote control via personal com- 
puter. Required third-party soft- 
ware (not included). 


OPC-O25D cnivcssovcessvcigscconsvooscenisane $29 
Spare fused DC power cord. (One is 
provided with the radio.) 


Matching external switching DC power 
supply. 


SM-20, Deluxe Desk Mic.......... $249 


Matching external speaker. 


UT-102, Voice Synthesizer......... $65 
Provides audible frequency read-out. 


Compact Size: 

The IC-PW1 has a removable con- 
trol panel which allows the bulk of 
the amplifier to be moved out of 
the way. The controller measures 
only 6.8" H x 9.1" W x 2.8" D and 
includes built-in, illuminated SWR 
and power meters. 


Other features include a built-in 
high power automatic antenna 
tuner with four position coax 
switch, two position radio input 
switch, automatic input over 
voltage selector, current/voltage/ 
temperature/SWR/power protec- 
tion circuits, four cooling fans, 
and more. Supplied with a coax 
jumper cable, control separation 
cable, accessory plugs and AC 
power cord. 


DAN COVELAGE sescsssssconsscnrsesenseenensseenese 160-15m, 6m 
RF OUTPUT ....ssecceresssseenee 1000 watts 
GUty CYCLO... -csaieedscuecsaserspeed anton peunenate «se 100% 
SPULIOUS FAGIATION (61M) ..ecsssesseecrsere <-60, (<-70) dB 
tuner range (6M) ..........: 16.7-150(20-125) Ohms 
INPUt VOITAGE ..s.cccssecerssveecesnseeerssessees 110 or 220 vAC 
current consumption (220 VAC) ..c.sss0-« 20 A(15 A) 
Cis ae ho Eee ee 13.8" W x 10.6" H x 14.9" D 
WeiIght....,.:n:cissetsisteuebesnounee Canaan 55 pounds 
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INCLUDES ALL COUPONS & REBATE 


RMK-1000 Included At 
No €xtra ete with 
iC-1000 Purchase! 


1C-7000 ......000- CALL FOR PRICE 
ThelcomIC-7000isacom- 
pact HF/6m/2m/70cm all 
Ups mode transceiver. The 
radio has a 2.5" color 
TFT-LCD display (choose 
between three background colors 
and two font styles), with band- 
scope function, and features twin 
IF-level digital signal processing 


COM 


{ 


EMK-10l Included at 
No Extra Charge with 
IC-TOWUMKIUG Purchase! 


IC-706MK2G CALL FOR PRICE 
The,.IGCOM.. 1C- 
706MK2G is a compact 
Ups HF/6m/2m/70cm all 

mode transceiver. The 
radio has a backlit green dot- 
matrix LCD display with simple 
bandscope function (plots 


Orders: (800) 272-3467 


units (which offer AGC loop con- 
trol, all mode digital IF filtering, 
automatic notch filter, manual 
2-point notch filter, digital twin 
passband tuning, noise blanker, 
and noise reduction), CTCSS tone 
encode and decode, dial lock, 503 
memory channels, high stabil- 
ity TCXO (+.5 PPM), built-in RTTY 
demodulator (reads RTTY signals 
on the radio's display—without 
the need for a computer or other 
interface device!), built-in voice 
synthesizer (provides audible 
announcement of frequency, op- 
erating mode and signal strength), 


and displays signal strength 
14 steps above and 14 steps 
below the display frequency), 
adjustable AGC time constant, 
automatic repeater shift, CTCSS 
tone encode and decode with 
tone scan function, optional 
Cl-V computer interface (re- 
quires third-party software, not 
included), built-in digital signal 
processing module (which of- 
fers digital IF filtering, digital 
noise reduction, and automatic 
notch filter), narrow FM mode, 
107 alpha-numeric memory 


Local: (972) 422-7306 


multi-function S-meter and 

SWR display, multiple scan- 

ning modes, triple band 
stacking registers, VOX, 
and much more. 


CW-specific features in- 
clude a built-in CW 
memory keyer, 
adjustable CW 
pitch control, CW 
Reverse mode, 
full break-in (QSK) operation, and 
more. 


SSB-specific features include 
built-in SSB voice keyer (4 memory 
channels each provide up to 90 
seconds of TX audio), built-in Digi- 
tal Voice Recorder (stores up to 25 
minutes of incoming audio in 99 
memory channels that each hold 
up to 120 seconds), adjustable 
SSB transmit bandwidth, digital RF 
speech compressor, and more. 


The radio is supplied with a backlit 
remote control hand microphone 
with up and down frequency con- 


channels, noise blanker, 

optional high-stability 
crystal oscillator, noise 
blanker, receiver pro- 
tection circuit, RF gain 
control, continuously 
adjustable RF output 
power, RIT, digital 
multi-function S/RF 
meter with SWR func- 

tion, and much more. 


CW-specific features include a 
built-in CW keyer, adjustable 
CW pitch control, CW Reverse 
mode, full break-in (QSK) opera- 
tion, up to three selectable CW 
bandpass filters, and more. 


SSB-specific features include AF 
speech compressor, adjustable 
SSB carrier point, up to three 
selectable SSB bandpass filters, 
and more. 


The radio is supplied with a 
hand microphone with up and 
down frequency controls, anda 
fused DC power cord. 


trols, and a fused DC power cord. 


RX range.. 
sensitivity 
selectivity 
frequency sta 
RF OUtDUt...cccscocsecee 
input voltage 
dimensions......... 3 Osa, x7. D- 
WIGKE..csscssebeocesspteucdensceess cop U Eee See 6 pounds 


V, 70cm: 35 W_ 
3.8 vDC, 20 A 


i Se Wud] & 


1¢-7000 OPTIONS 


AH-4, Mobile Tuner ......sccccssees +. $259 
External mobile automatic antenna 
tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-180 Auto TUN? ...sscscoseeesesees $369 
Matching external automatic an- 
tenna tuner, covering HF-6m. Unbal- 
anced coaxial input, handles up to 
3:1 VSWR. 


HM-154T, DTMF Mic.....csccccccssseese $65 
MB-62, Radio Bracket ..sccssssecoon $25 
MB-105, Face Bracket .......«0+. see $20 


MB-1 06, Carry Handle Free DR A $20 


ESSN EOIN WOES EAR DEA AL se BEATE SE STARE TIO BNE OIL HET ASS OR STOLE STEW GEE NLD TI HO ASB LE LE SRA LDS SLED CERES IEE STR HER EL AER EE ATP ET RTL AT I LS ER A 


RX rangesiaul ae .3-200, 400-470 MHz 
SOMSTUIVIRY scae cc cecaneasssebbscaressechecertansetans <.15 wV, typical 
SQCCTIVITY .seccsereceseeenee sane 12, 8, 2.4 KHZ 
frequency Stability... 


+1 PPM 
5+ 0 \W 


20A 


IC-706MKIIG OPTIONS 


AH-4, Mobile Tuner .....0s00000 $259 
External mobile automatic antenna 
tuner covers 3.5-50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-1 80, Auto Tuner eeececeeseescoosees $369 
External auto tuner, covers*HF-6m. 
Coax input, handles 3:1 VSWR. 


CR-282, TCXO Modulle......s000. $139 
FL-100, 500 Hz Filter... $109 
FL-101, 250 Hz Filter ..isssseresseee $109 
FL-223, 1.9 kHz Filter.......ss0sse0e. $89 
FL-232, 300 Hz Filter ...sssssvesse. $109 
HM-154T, DTMF MicC....scc0sssesseeees $65 
OPC-025D, DC Cable .....sssssesseeee $29 
UT-102, Voice Synthesizer......... $65 
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INCLUDES ALL COUPONS & REBATES 


IC-71 8 eecevessose CALL FOR PRICE 


SDE The Icom IC-718 is an HF 
ga) transceiver with general 
Ups coverage receive. The ra- 
dio has an amber LCD 
display, has a front panel mounted 
speaker, and features CW keyer, di- 
rect keypad frequency entry, digital 
signal processing (offers bandpass 
filters, noise reduction and auto 
notch), SWR meter, and more. Sup- 
plied with an up/down hand mic, 
and a fused DC power cord. 


RX COVETAGE sessnsesnesneesreeserseeeeree 300 KHZ-30 MHZ 
SET ISIEIVIEY xs---<scosnesosernssustoreceosbonssserease <.16 ae typical 
Selectivity. csehiecacabetseatbesrrescelaeceeewetebishten Oy eek ELS 
frequency stability . 

RF OUTPUT cence scccssossertoneestononi 
ATDUC VONAGE ova siececcccsscececcscssnrssscctore 13.8 vDC, 20A 
CIMENSIONS....esssoeseceeresererennee 3.8"Hx9.5"Wx9.4"D 
WEIGHT acsessscoctcnsscvcnsonatosobecersteesesnescnncescsstecnen 9 pounds 


1C-718 OPTIONS 


AH-4, Mobile Tuner...........00cee0e $259 
External mobile automatic antenna 
tuner covers 3.5—50 MHz with 23' wire, 
or 7-50 MHz with 9' whip. 


AT-180 Auto TUMe ......ccccssscees $369 
CR-338, TCXO Module..... peccce peeve $69 
CT-17, Level Converter ........00. $139 


Allows personal computer control. 
Requires third party software. 


FL-52A, 500 Hz Filter ........00ee00« $199 
FL-53A, 250 Hz Filter ........s0+000« $199 
FL-222, 1.8 KHz Filter........00008 $219 
FL-257, 3.3 KHz Filter.........000+ $189 
MB-5, Mobile Bracket ............000 $54 
MB-23, Carry Handle .....ssscsessve $15 
OPC-025D, DC Cable ..essessssesesse $29 
SM-20, Deluxe Desk Mic.......... $209 
SP-20, Deluxe Speaker .......... $249 
UT-102, Voice Synthesizer......... $65 


1C-910H........0c00e Scuviosens 
The Icom IC-910H is 
an all mode 2m/70cm 
transceiver, It has a 
large, dual frequency 
LCD display, and features 100 
Watt output (75 Watts on 70cm), 
9600 bps data mode, dual data 
input jacks, dual RX, CTCSS tone 
encode, CW keyer, satellite mode, 
sweep display function, multiple 
scan modes, and more. Supplied 
with a hand microphone with up 
and down frequency controls and 
a fused DC power cord. 


$1399 


RX coverage 136-174, 430-450 MHz 
SENSITIVITY....rsscrrsesssrsrsrssccrverersasesoseecenssssnsseraseoees <.11 pV 
SCISCTIVITY -.rsecsseesnreeneerseene 

frequency stability 

RF output ccicikieioe 

TMPUt VOITAGE cossssesscsessnserercerrnnsnsersnesnee 13.8 vDC, 23 A 
CIMENSIONS .....sssesecenssrecsrsseee 3.7" Hx 9.5" Wx 9.4" D 
WIG .scescccsosssecdcnsoaopraccsssonastvanctvsetenvsdbcosuqnes 10 pounds 


1C-2820H ......000000000-- 9649.95 


The Icom IC-2820H 
is a 2m/70cm dual 
UDS band FM transceiver 
with optional D-STAR 
+ GPS operation. The radio has 
a large easy-to-read LCD dot- 
matrix display and features a 
removable front control panel, 
bandscope function, CTCSS 
tone encode/decode, 9600 
bps data jack, 16 DIMF memo- 
ries (24-digit), DIMF paging/ 
squelch, DTMF remote control 
mode, 522 memory channels, 
multiple scan modes, weather 
alert modes, and more. The 
optional UT-123 offers D-STAR 
(digital voice) operation and 
has a built-in GPS receiver. The 
radio is supplied with a DTMF 
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hand microphone with up and 
down frequency controls and a 
fused DC power cord. 


RX coverage (main)......118-549.99, 810-999 MHz 


SENSITIVITY ....sosserrosscersssessesuverssnsssenssnessnssnnsssnnnsoes <.18 LV 
RF output (211/70CM) eoreseeoone sssseeeerne 00 Watts 
INPUt VOITAGE ....ccseseerssnseccesseesssnneeerssnssssssssenss 13.8 vDC 
current consumption... ssueseeneees 13 AMPS 
GIMENSIONS......sssssseeessnecesneesseeeers n1.6"H x 6' "W x 7.4"D 
WOIGHt....:csccrsesoonocscoussouscannscceeresobogsdasyertntirs 3.3 pounds 
IC-2820H ACCESSORIES 


CS-2820, SOftWALE ......creesesereeees $35 
Windows™ compatible programming 
software. Requires either the OPC-478 
or OPC-1529R. 


OPC-478, Programming Cable.. $45 
RS-232C programming cable (DB-9). 


OPC-1 529R, Data Cable eneeeee: eevee $25 
Allows data communications in DV 
mode as well as PC programing. 


OPC-1132, 3m Power Cord........ $28 
OPC-1663, 3.4m Sep. Cable....... TBA 
SP-10, Mobile Speaker seosees ocecees $69 


UT-1 23, Digital/GPS Unit........ $309 


Local: (972) 422-7306 


1C-208H .ieccescccnceconeene 9289.95 
~The Icom IC-208H is 
a compact 2m/70cm 
tips dual band FM trans- 
ceiver. It has a green 


LCD display (switchable to. 


amber) and features a 9600 
bps data port, extended RX 
with AM/narrow AM/FM/wide 
FM modes, detachable front 
control panel, CTCSS and DTCS 
tone encode/decode/scan, 16 
DTMF autodial memory chan- 
nels, 500 memory channels, 
multiple scan modes, weather 
alert mode, and more. Sup- 
plied with a mounting bracket 
with hardware, an illuminated 
up/down DTMF hand mic with 
programmable control buttons, 
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1C-910H OPTIONS 


AG-25, 2M PreaMp.a..sssorseersere $159 
Mast-mounted 2m preamp. 


AG-35, 70CM PreaMP..c.vs.--r000 $169 
Mast-mounted 70cm preamp. 
CR-293, TCKO Module..........-0 $319 
CT-17, Level Converter .......00++ $139 
Allows personal computer control. 
FL-132, Main 500 Hz Filter ......$119 
FL-133, Sub 500 Hz Filter ........ $119 
MB-5, Mobile Bracket ........-.0000+ $54 
MB-23, Carry Handle ........0re0 $15 
OPC-025D, DC Cablle......ccsorseeeee $29 
SM-20, Deluxe Desk Mic.......... $209 
UT-102, Voice Module..........ss00+ $65 
UT-106, DSP Modull.........0ces0s $139 


The Icom UT-106 DSP module offers 
bandpass filters, noise reduction and 
auto notch. One can be installed for 
each band. 


UX-910, 23cm Module............. $569 
internal 23cm band module. 


3.5m (11-1/2') separation cable, 
and a fused DC power cord. 


RX coverage ... 118-174, 230-550, 810-999 MHz 


SENISIRIVITY/scocssssscvvsescssesicconseersonserssnnscssonssserssvnees <.18 UV 
RF output (2m/70cm) 55/50W 
INPUt VOITAGE ...-.ssseceeenseeessners 13.8 vDC 
CULTENT CONSUMPTION ...secsressseccssesnerennernnennnn 12 amps 
AIMENSIONS....sserssessesserssnecens 201.6" Hx 5.6"W x7.3"D 
WEIGH sa -escorseseosansesansscqus aamomoonaee scores dad pounds 
1C-208H ACCESSORIES 
CS-208, Software .....40+. mhtssieee eae 


Windows™ compatible programming 
software. Requires OPC-478(U). 


MB-17A, Mobile Bracket ......... .. $38 
MB-58, Front Bracket......... eeccnons 939 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Cable eevces eeateoe $59 
USB Programming cable. 

OPC-601 R, 7m Sep. Cable oeeee ances $65 
OPC-1132, 3m Power Cord........ $28 


SP-10, Mobile Speaker 


IC-VB000 ........cccescescessoee S219 
F The Icom IC-V8000 is a 
rugged 2m FM mobile 
transceiver with 75 Watts 

of RF output power! It 

has a switchable amber or green 
alphanumeric (6-character) LCD 
display, and features a die-cast alu- 
minum chassis, weather alert scan 
mode, DTCS encode/decode/scan, 
CTCSS tone encode/decode/scan, 
extended receive, optional DTMF 
paging and squelch, 200 memory 
channels, 10 DTMF autodial mem- 
ory channels (24-digit), multiple 
scanning modes, and more. The 
radio is supplied with a fused DC 
power cord, mobile mounting 
bracket with hardware and a back- 
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[DDG cs ednpuatinedcay occas eharea ene At eat 
The Icom ID-1 is a 1.2 
GHz mobile transceiver 
designed specifically 
for D-Star digital voice 
+ data operation. It has 
a separate front control panel 
with backlit LCD display, and 
features 950-bps data commu- 
nication in DV mode, CTCSS 
tone encode and decode, pocket 
beep function , DSQL digital call 
sign squelch, CSQL digital code 
squelch, 10Base-T Ethernet jack, 
100 memory channels, multiple 
scanning modes, and more. The 
radio is supplied with front con- 
trol panel with mounting bracket, 
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lit DTMF hand microphone with up 
and down frequency controls and 
programmable control buttons. 


RX COVEraGe n.sharwennnrmonenhnonuen 136-174 MHz 
SPTASIEIVIEM a tac cate ranma eeuites nats cadres he soe <.15 pV 
RF OUtpUt..2...cisjssacdanseeslestomeel ie aun enter eroraes 75W 
input voltage....... ..13.8 vDC, 15 A 
dimensions...» 2" Hx6"Wx6"D 
WEI QING asa cctencsaptonan overdone assta ltvoatsee 2.2 pounds 


IC-V8000 ACCESSORIES 


CS-V8000, Software. ....ccssessessers $32 
Windows™ compatible programming 
software. Requires OPC-478 or OPC- 
478UC programming cable. 


OPC-474, Cloning Cable............$18 
Allows cloning of memory programing 
from one radio to another. 


OPC-478, Programming Cable.. $45 
Serial programming cable (DB-9). 


OPC-478UC, USB Prog. Cable.......$59 
USB Programming cable. 


OPC-1132, 3m Power Cord........ $2 
SP-10, Mobile Speaker ...........00 $69 
UT-108, DTMF Decoder ............. $39 


hand microphone with up and 

down frequency controls, 

Ethernet cable coupler, USB 

extension cable, micro- 

phone extension cable, 
SP-22 external speaker, 
controller software CD- 
ROM, and a fused DC 
power cord. 


RX COVETAGE ..essssssesesrssssennseeesssnniees 1240-1300 MHZ 
SOUISIEIVI EY, sors -cstvesncesanotiseies scdeenbestedtiesst sake <.18 UV 
RF Output (21/70CM),.ecssssverernsessnscesanvesenverssnsoeen 40W 
INPUt VONAGE .......esscereeoee 13.8 VDC +15% 
CUFTENT CONSUMPTION ..csessecneesrecnesneetacratenrenee 7 Amps 
CIMENSIONS........scssrcerecsseeoses 1.6" H x 5.6" W x 6.3"D 
WEIGNK....cisnerseeseceonsausubreraneenatb MUM! 2.6 pounds 


What the heck is D-STAR? 
D-STAR is a new ham radio system 
which offers digital voice and data 
communications. It connects re- 
peater sites over microwave links 
and the Internet, forming a wide 
area ham radio network. For more 
information on D-STAR, please see 
the TechNote on page 21. 


Local: (972) 422-7306 


1C-2200H .......ccseeseseeeee 9149.95 
| iH | The Icom IC-2200H is 

a 2m FM mobile trans- 
U S ceiver. It has a switchable 

amber or green alphanu- 
meric LCD display, and features 
AM RX, CTCSS tone encode/de- 
code/scan, DTCS paging/squelch, 
24 DTMF autodial memories, 
extended RX, 207 memories, mul- 
tiple scanning modes, weather 
channel with alert, and more. 
The optional UT-118 digital unit 
provides digitally modulated and 
demodulated clear voice and data 
communications at 4.8 kbps. Sup- 
plied with a fused DC power cord, 
mobile bracket with hardware 
anda backlit DTMF hand mic with 


ID-800H ........scescceseeseesees 9569.95 
FREE The Icom |ID-800H is a 
2m/70cm dual-band D- 
UpS Star ready mobile XCVR. 
It has a separate front 
control panel with backlit LCD 
display, and features digital voice + 
950 bps data capability, wide-band 
RX (118-173, 230-550, & 810-999 
MHz), CTCSS tone encode/decode, 
9600 bps data jack, DTCS encode/ 
decode, 16 
DTMF memo- 
ries (24-digit), 
500 memory 
channels, multiple scan modes, 
weather channel alert mode, and 
more. With an external GPS receiver 
attached, position coordinates can 
be exchanged. Supplied with the 


D-STAR 


up/down controls and program- 
mable remote control buttons. 


RX COVEFAGE sevseneseses sencsrsesnnesinee 138-174 MHZ 

SENSITIVITY J.....c00se00 . 

RF OULPUE ......sesserer es e 

input voltage....... 

AIMENSIONS ..rss.ve00 5" W xX 

WEIGH sissessisthatintenrsnaiisicoecy cam 2. 28 pew 
IC-2200H ACCESSORIES 

CS-2200, Software sonanatenansnesAgeren $49 

Windows™ programming software. 


Requires programming cable. 
MB-17A, Mobile Bracket ......:.... $38 


OPC-474, Cloning Cable Peecereovese $18 
Allows cloning of memory programing 
from one radio to another. 


OPC-478, Programming Cable... $45 
Serial programming cable (DB-9). 


OPC-478UC, Programming Cable .$59 
USB Programming cable. 


OPC-1132, 3m Power Cord........ $28 
SP-10, Mobile Speaker .......s.+«00 $69 
UT-108, DIMF Decoder .....+....... $39 
UT-118, Digital Module...........$199 


front control panel, control cord, 
radio mounting bracket with hard- 
ware, a DIMF hand microphone 
with up and down frequency con- 
trols, and a fused DC power cord. 


RX coverage... 118-174, 236-55 oe 
sensitivity ; 
RF Output (2M/7OCM) srssescsscesanee 
INPUT VOITAGE .....-esccrvnserees 
current consumption... 
dimensions...... 


ID-800H ACCESSORIES 


CS-D800, Software cocscisceie ene $45 


MB-58, Front Bracket .....ccsssessesereees $39 


OPC-478, Programming Cable..... $45 
Serial programming cable (DB-9). 


OPC-478UC, Programming Cable $59 
USB Programming cable. 


OPC-601R, 7m Sep. Cable ......z.+0. $65 


OPC-1132, 3m Power Cord $28 
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_D-STAR 


What The Heck is D-STAR? 


D-STAR is an acronym, short 


for “Digital Smart Tech - 


nologies for Amateur Radio”. 

(t's a digital voice and data 
mode developed specifically 
for use in amateur radio. In 
addition to the over-the-air 
protocol, D-STAR can also 
provide network connectivity, 
enabling D-STAR capable 


radios to be connected to the 


(Internet or other networks, 
allowing communications with 
other amateur radios around 


- lot 


IC-91A ...200000000-29339.95 
IC-91AD............9434.95 
The Icom IC-91A 
is a compact 
2m/70cm dual- 
band handheld 
transceiver. It has a 
back-lit keypad and dot 
matrix LCD display, and 
features bandscope dis- 
play mode, CTCSS tone 
m encode/decode/ 
scan, dual watch, 
extended re- 
ceive (covers 495 
kHz-999 MHz), 
over 1300 mem- 
ory channels, 10 
DTMF memory 
channels, mul- 
tiple scanning 
Rates and more. The IC-91AD 


“adds D-STAR DV mode (digi- 


tal voice+data). The radio is 
supplied with a rechargeable 


Lithium-lon battery pack, wall. 


charger, belt clip, wrist strap and 
rubber duck antenna. 
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the country and around the 
world, D-STAR is the result 
of research by the Japan 
Amateur Radio League to 
investigate digital technolo- 
gies for amateur radio. 


Digital and Voice, Huh? 


Yes! D-STAR transfers both 
voice and data via digital 
encoding over the 2m, 10cm, 
and 23cm amateur radio 
bands. Voice is encoded as 
a 300 bits/s data stream 
using proprietary AMBE en- 
coding, with 1200 bit/s FEC 
(forward error correction), 
leaving 1200 bit/s for data 
encoding. On air bit rates 
are 4800 bit/s over the 2m, 
Tocm and 23cm bands. Ad- 
ditionally, digital-only data 
can be sent at 128 kbit/s on 
the 23cm band. 


RX COVELAGE vesssssssssssssnesnnsnen 495 KHZ=-999,99 MHz 
GOMSHRIVIEVicactnws scvvesosesosssparonsscboveess icsetsss .16 uV, typical 
RF output / connector 5 W/SMA-F 
supplied battery... 7.4V / 1300 mAh, Li-lon 
AIMENSIONS ......00 4.1" HX 2.3"W x 1.3" D 
WEIGH ccrsseicsroronsecssonnebosscessecrsnsgisneypstsserennecere 11 ounces 


iC-91A/D ACCESSORIES 


BC-139, Desktop Charger.......... $89 
Desktop rapid charger completely 
charges BP-217 in 2.5 hours. 


BP-216, Alkaline Case...........000 $35 
Holds two AA cells. 


BP-217, Li-lon Battery ..........00z0 $85 
Rated 7.4 v, 1300 mAh. 


CP-19R, Cigarette Lighter Cord....$39 
HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker Mic .......se0-s0 $39 
HS-85, VOX/PTT Headset......... $85 
LC-163, Vinyl Case......reseerceesseees $39 
RS-91, Programming Kit............ $49 


Remote control software, with pro- 
graming cable. Also manually or auto- 
matically sends position data when a 
GPS receiver is connected. 


Local: (972) 422-7306 


tow Does it Sound? 


As long as the signal strength 
is above a minimum thresh- 
old, the quality of the data 
received is actually better 
than an analog signal of the 
same strength. Since encoded 
voice IS data in a D-STAR 
system, voice communication 
will always be noiseless and 
perfectly readable as long 
as the signal exceeds the 
threshold. 


However, one of the most 
important aspects of D- STAR 
technology is its ability to 
send large quantities of data 
to emergency responders 
in the event of a disaster. 
Served agencies can instantly 
relate to sending “Email” or 
“word files.” The data sent 
can be high-volume, where 


IC-T90A .........0000 $249.95 
The Icom IC-T90A 
is a 6m/2m/70cm 
tri-band handheld 
transceiver. The ra- 
dio has a backlit LCD dis- 
play and DTMF keypad, is 
built to JIS-4 specification, 
and features extended re- 
ceive (covers 495 kHz-999 
MHz) in AM/FM/FM wide 
MOGes. knee 
tone encode/de- 
code, DTCS tone 
| encode/decode, 
ga) 555 memory chan- 
B® nels with Dynamic 
sy Memory Scan bank 
) scanning, multiple 
scanning modes, 
weather alert mode, and more. 
The radio is supplied with a re- 
chargeable Lithium-lon battery 
pack, wall charger, swivel belt 
clip, wrist strap, and a rubber 
duck antenna. 


sales@texastowers.com 


traditional amateur radio 
modes are capable of getting 
a message through—albeit 
slowly. D-STAR can place 
documents into the hands of 
those that need them most— 
fast image, text and document 
data exchanges. 


How Do You Hook tt All Up? 


Radios providing data service 
use an RS-232 or USB con- 
nection for low speed data 
(1200 bit/s) and Ethernet 
for high speed (128 kbit/s) 
connections, which allows 
easy interfacing with your 
computer equipment. 


Sounds Keally Interesting! 

So, what are you waiting for? 
Tump into D- STAR today and 
enjoy the fun, as well as the 
public service opportunities. 


RX COVELAGE cevssseeecstaveossssvesennnevenes 495 kHz-999 MHz 
SEM ISIEIVIRY i ksce<nsecsecashscseceness oecenesensstevssconsuns -16-.18 LV 
RE outputin. cic cosine 5 W/ SMA-F 
SUPPHIOM LI-ION ......sssssereseereeneersneees 7.4v/ 1300 mAh 
GIMENSIONS ....scoseessscesssnnessese 3.4" Hx 2.5"Wx 1.2"D 
WEIGH -wcrcss.cheesesssutortnipessnnsesanliovvstonedsqussonesvnnsys 9 ounces 
iC-TSOA ACCESSORIES 
BC-139, Desktop Charger.......... $89 


Desktop rapid charger completely 
charges BP-217 in 2.5 hours. 


BP-216, AA Battery Case ........... $35 


BP-217, Li-lon Battery ..........00. - $85 
Rated 7.4 v, 1300 mAh. 


CP-19R, Cigarette Lighter Cord....$39 


CS-T90A, SOFtWATE........000ecerreeeee $32 
Allows convenient memory channel 
programming via computer. 


OPC-478, Programming Cable.. $45 
HM-46, Speaker Mic....+.-sesecseeees $43 
HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker MiC ....-ss--seeese- $39 
HS-85, VOX/PTT Headset........... $85 
LC-152A, Vinyl Case .....osseersenses $24 


COM 


IC-T7H Sport ......$ 174.95 
The Icom IC-T7H 
Sport is a compact 
2m/70cm dual- 
band FM handheld 
transceiver. It has a back-lit 
LCD display, meets MIL-STD 
810, and features automat- 
ic repeater shift, automatic 
power off, automatic pow- 
er save mode, nine DTMF 
autodial memory chan- 
nels (16-digit), CTCSS tone 
encode/decode/scan, 100 
~ memorychannels, 
multiple scan- 
ning modes, and 
more. The radio is 
supplied with an 
alkaline battery 
holder, rubber 
duck, belt clip, 
and wrist strap. 
Please note: the 
IC-T7H Sport 
does not include 
a rechargeable 
battery pack or wall charger. 


COM 


IC-V85...............-. Call for Price 
The Icom IC-V85 
is a compact 2m 
UDS handheld FM 

transceiver of- 

fering a full 7 Watts of 
output power. The ra- 
dio is weather resistant 
(IPX4 rating), has a backlit 
LCD and DTMF keypad, 
and features automatic 
repeater shift, CTCSS 
tone encode/de- 
code/scan, DTCS 
encode/de- 
code, 16 DIMF 
memory chan- 
nels (24-digit), 
107 memory 
channels in 10 
memory banks, 
weather alert 
mode, multiple 
scanning modes, and more. The 
radio is supplied with a recharge- 
able Lithium-lon battery pack, 
wall charger, wrist strap, belt clip, 
and a rubber duck antenna. 


Orders: (800) 272-3467 


RX COVELAGE eeeseasssetssssee 118-174 & 400-470 MHz 
SORISIUIVICY 2 soc .nccestractsvtncscarsssncstraccesusceecseetos <.16 pV 
RF output / CONNECOF senna 5.54 W) /BNCF 
Batteries required. iis... .sciecsevsvssseeosssevecscuspatarees 4,AA 
iIMENSIONS..creresscerrers 4.8" HX 2.3"Wx 1.1" D- 
WV GIT seen asocsvdeced ceosasenstcneacces tag scsoyecotsnaeonay 12 ounces 


1¢-T7H ACCESSORIES 


BC-119N11, Desk Charger......... $85 
Desktop rapid charger. 
BP-170, 4-AA Battery Case........ $32 


BP-173, Ni-Cad Battery Pack...$109 
Rated 9.6 vDC @ 650 mAh. 


CP-12L, Cigarette Lighter Cord..... $32 


CSWHH4, Programming Kit.......... $49 
Windows™ programming software 
with OPC-478 programming cable. 


HM-46, Speaker Mic.............0000 $43 


HM-75A, Remote Speaker Mic.. $79 


HM-131, Speaker Mic ..........c000 $39 
HS-85, VOX/PTT Headset........... $85 
LC-137, Vinyl Case.........scorrsee oes 935 


RX coverage \ascuban erates 136 MHz-174 MHz 

SOMSIti vit yee cas ss BAe coset oesccne .16 pV, typical 

ANTENNAS| CONNECTOR ..ccessoassecsssecsenectansense BNC female 

supplied battery...............7.2 V/ 1700 mAh, Li-lon 

GIMENSIONS .cccssscecernecsenentase 4.3" Hx2.3"Wx1,3"D 

VERA Tiron se ccatscansndovtispovenstonesndstomvervanseses 12.5 ounces 

IC-V85 ACCESSORIES 

AD-100, Charge Adapter........... $25 


BC-119N-51, Desktop Charger.......$79 
Rapid charger, completely charges BP- 
227 in 2.5 hours. Requires AD-100. 


BP-226, AA Battery Case............ $39 


BP-227, Li-lon Battery ............... $84 
Rated 7.4 v, 1700 mAh. 


CP-19R, Cigarette Lighter Cord....$39 


CS-V85, SOftWALE .......s0ceere0 eerie 1 
Convenient Windows™ memory chan- 
nel programing software. 


HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset............ $85 
LC-167, Vinyl Case........cseccssrvees $44 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 


Local: (972) 422-7306 


INCLUDES ALL COUPONS & REBATES 


IC-PTA.........000000e $229.95 
The Icom IC-P7A 
is a compact 
2m/70cm dual- 
band handheld 
transceiver. It has a backlit 
LCD display and features 
automatic repeater shift, 
automatic power off, 
automatic power 
save, extended 
receive (495 
kHz-—999 MHz) in 
AM/FM/FM Wide 
modes, CTCSS 
tone encode/de- 
code/scan, DTCS 
tone encode/de- 
code, over 1200 
memory chan- 
nels, multiple scanning modes, 
weather alert mode, and more. The 
radio is supplied with a recharge- 
able Lithium-lon battery, wall 
charger, wrist strap, and a rubber 
duck antenna. 


CLUDES ALL COUPONS & REBATES 


F The Icom IC-V82 
is a rugged 2m 
FM handheld 
transceiver of- 
fering a full 7 Watts of 
output power. It has a 
backlit LCD display and 
features automatic re- 
peater shift, CTCSS tone 
encode/decode and 
scan, DTCS tone en- 
code, extended 
receive, 200 mem- 
ory channels in 10 
memory banks, 
NOAA weather 
channel receive 
and alert modes, 
multiple scanning 
modes, optional 
UT-118 D-STAR 
module, and more. The radio is 
supplied with a rechargeable 
Ni-Cad battery pack, plug-in wall 
charger, belt clip, wrist strap, and 


supplied Li-lon 
dimensions 


1C-P7A ACCESSORIES 


BC-164, Desktop Charger.......... $39 
Desktop rapid charger completely 
charges BP-243 in 3 hours. 


Rated 3.7 vDC, 1800 mAh. 


CP-21LR, Cigarette Lighter Cord....$49 


CS-P7, Software ...... pacckinsn eae 
Windows™ programming software, 
allows convenient memory channel 
programming via computer. Requires 
OPC-7480r OPC-478UC. 


OPC-478, Programming Cable.. $45 
OPC-478UC, USB Prog. Cable... $59 
HM-46, Speaker Mic..ssssssssosssseee $43 
HM-128, Earpiece Mic $23 
HM-131, Speaker Mic .....-0.s00000. $39 
LC-161, Vinyl Case... $35 


a rubber duck antenna. 


RX COVELAGE vevecesen: 
SENSITIVITY ...-.e-eeeeeeee 
RF output / connecto 
supplied Ni-Cad... 
dimensions....... 
weight 


IC-V82 ACCESSORIES 


BC-144N-51, Desktop Charger... $49 
BP-208N, AA Battery Case......... $19 


Rated 7.2 v, 1100 mAh. 


$49 


BP-210N, Ni-MH Battery.......0000 
Rated 7.2 v, 1650 mAh. 
CS-V82, Software....... $35 


Windows™ programming software. 

HM-75A, Remote Speaker Mic... $79 
HS-85, VOX/PTT Headset... $85 
HM-128L, Earpiece Mic .....--s0000 $25 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable... $59 
UT-118, Digital Unit............s.. $199 


sales@texastowers.com 
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_ keypad, and features au- 


COM 


IC-V8 Sport...........+06..$ 109.95 
The Icom IC-V8 } 
Sport is a rug- 
ged 2m FM 
handheld trans- 
ceiver. It has a back-lit 
LCD display and DTMF 


tomatic repeater shift, 
CTCSS tone encode and 
decode, 5 DTMF autodial 
memory channels 
(24 digit), DTMF 
paging, 100 
memory chan- 
nels, multiple 
scanning modes, 
high speed scan, 
and more. The 
radio is supplied 
with an alkaline 
battery holder, 
belt clip, wrist 
strap, and a rub- 
ber duck antenna. Please note: 
the IC-V8 Sport does not in- 
clude a rechargeable battery 
pack or wall charger. 


CON 


WICLUDES ALL COUPONS & REBATES 


IC-R2500 .......0.s00000000000-9879.95 
The Icom IC-R2500 is a wide- 
band scanning receiver covering 
10 kHz-3300 MHz. It has a wide 
backlit LCD display showing main 
and sub bands with independent 
band controls, and features dual 
watch, diversity receive capability 
(50-1300 MHz), 1000 alphanu- 
meric memory channels, optional 
digital signal processing module, 
optional D-Star receive, weather 
alert mode, selectable IF width, 
IF shift, and more. Supplied with 
AC adapter, front control panel 
with 11' separation cable, and a 
telescoping whip antenna. 


Orders: (800) 272-3467 


RX COVEFAGE «:-scecsciacusessenebasconstersnionee .. 136-174 MHz 
SOMSIEIVIEY sr-.tss.tsysenceeteocceeesussicomenevuditondesoessssbots <.16 UV 
RF output / connect 5 W/ BNC-F 
batteries FEQUIFE.......ssscssscsssessssesssneecssneersasessnsee 6, AA 
dimensions "Wx 1.4"D 
WGLUITE crscsacvessccsssetornsocesststanus covssonsannsscoscbaetea® 12 ounces 


IC-V8 ACCESSORIES 


BC-144N-51, Desktop Charger... $49 


BP-208N, AA Battery Case......... $19 
BP-209N, Ni-Cad Battery......... $39 
Rated 7.2 v, 1100 mAh. 
BP-210N, Ni-MH Battery,......r0+.. $49 
Rated 7.2 v, 1650 mAh. 
CS-VB, SOftWAFE ...cecreccssessecesnseses $35 


Windows™ programming software. 


HM-75A, Remote Speaker Mic... $79 
HM-128L, Earpiece Mic............« $25 
HM-158L, Speaker Mic...........0000 $45 
HS-51, VOX/PTT Headset........00.. $79 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 
UT-118, Digital Unit..........s+.... $199 


IC-PCR2500.........00-000000009 709.95 
The IC-PCR2500 is a PC-controlled 
version of the IC-R2500, without the 
LCD display. All functions of the IC- 
R2500 are available via the included 
Windows™ compatible software. 
Supplied with AC adapter, USB 
cable, software CD and telescoping 
whip antenna. 


IC-R1500 ......cccrrcsseeeseeeee 9579295 
The Icom IC-R1500 is a single 
receive version of the IC-R2500. 
Its front control panel has a single 
frequency display and controls. 


IC-PCR1500......00000000006 $479.95 
The IC-PCR1500 is a PC-controlled 
version of the IC-R1500, without the 
LCD display. All functions of the IC- 
R1500 are available via the included 
Windows™ compatible software. 


RX COVELAGE vossesesrseeeesssteerenseeeeees 1 KHZ-3300 MHz 
SENSIIVITY.....nseserrsseseserneceerenvessees raeiseniton <.5 uV, typical 
unm 230, 50, 15, 6, 2.8 kHz 
AM, CW, FM, FM-W, SSB 
INPUT VOItAGE ..ncuenensnsanene 3.8 VDC @ 1.5 Amps 
GIMENSIONS .....sseseeseererreevene 1.6" H x 5.8" W x 8.1" D 
WED ta asssesacscrtoosuel va Sbarro cS i 


Local: (972) 422-7306 


IC-R5-06 ...... 
The Icom IC-R5-06 
is a compact wide 
band handheld re- 
ceiver, covering 150 
kHz-1310 MHzin AM/FM/FM-W 
modes. The radio has a back- 
lit LCD display and features 
built-in attenuator, CTCSS and 
DTCS tone squelch, 1250 
memory channels, and 
more. Supplied with two 
rechargeable AA Ni-Cad 
cells, wall charger, belt 
clip, wrist strap and a 
rubber duck antenna. 


IC-RS ACCESSORIES 


CP-18A, Cigarette Lighter Cord ...$29 


CS-R5, SOFWALE ..,..00rsencerereserenses $39 
Windows™ programming software. 


LC-146A, Vinyl Case .....s.cerceesseee $24 
OPC-478, Programming Cable... $45 
OPC-478UC, USB Prog. Cable.... $59 


iC-R/PCR ACCESSORIES 


CP-12L, Cigarette Lighter Cord ....$32 


MB-84, Remote Bracket............. TBA 


MB-65, Mounting Base............+ $39 
Provides a convenient mounting base 
for the MB-84 control bracket. 


OPC-254L, DC Cable .........0.rs0+e $14 
OPC-1156, Extension Cable...... $26 
Front panel extension cable, 16° 

SP-10, Mobile Speaker ...........0+ $69 
UT-106, DSP Modull..........s++++ $139 


Offers automatic noise reduction 
which automatically attenuates beat 
tones, tuning signals, etc.—even if they 
are moving. All mode noise reduction 
is also offered, which separates signals 
from noise, digitally removing much of 
the unwanted noise. 


UT-108, DTMF Decoder ............. $39 
UT-118, D-Star Module............ $199 
Either the UT-108 or the UT-118 may 
be installed, but not both. 


UT-122, P25 Digital Module....$199 


IC-R20......000 idbenssteasen > 14 

The Icom IC-R20 

is a wide band re- 

ceiver covering 150 

kHz-3.3 GHz in AM/ 

CW/FM/FM-W/SSB modes. It 

hasa backlit LCD display and 

features bandscope display, 

dual RX, 1250 memory 
channels, multiple 
scan modes, 4-hour 
digital recorder, and 
more. Supplied with 
Lithium-lon battery 
pack, wall charger, 
wrist strap, belt clip, 
and a telescoping 
whip antenna. 


1€-R20A ACCESSORIES 


BC-156, Desk Charger.....s.-s0s0-0- $80 


CS-R20, Programming Kit....... -- $49 
Windows™ programming software. 
Comes with USB programing cable. 


LC-158A, Vinyl Case .........0sese0000 $29 


NGI 5 ccoppokbacastannnséshbonnes $639 
The Icom IC-R75 is an all mode 
HF/6m desktop receiver. The radio 
has an amber LCD display, has a 
front panel mounted speaker, and 
meets MIL-STD requirements for 
shock and vibration (MIL 810, D, 
E). The receiver features selectable 
automatic gain control, automatic 
notch filter, direct keypad fre- 
quency entry, internal UT-106 DSP 
module, IF shift, 99 memories, 
built-in S-meter, twin passband 
tuning, and more. Supplied with 
AD-55 AC adapter. 


RX COVEFAGE ossesssesssssseesssnessarssnnectene 300 kHz-60 MHz 
SENSILIVITY.....cvsecccorsessnrasererssvvoeennsneservnessoeennvessene <.16 pV 
SOL OCKIVE Ry <....c-sisscatosecatontecteaee anata 12, 6, 2.1 kHz 
BIIOCCS oockasiesnetssceens AM, S-AM, CW, FM, LSB, USB 
INPUt VOITAGE seeeecsovseecennsssesnnes 13.8 vDC @ 1.1 Amps 
GIMEMNSIONS ....sesseeseeesseersecenverne 3.7"°Hx9.5"Wx9"D 
WIGNL. vsscccncoontecsarsensiehnaseaciaskaniel Nae 7 pounds 
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The SO-1 is a single arm standoff 
bracket designed to quickly solve 
your extra antenna mounting prob- 
lems. It will support antennas like 
the Cushcraft ARX-2B Ringo Ranger 
or other similar single or dual band 
antennas, scanner antennas, and 
even small TV antennas. Construct- 
ed of hot-dipped zinc plated steel, 
and is supplied with two stainless 
hose clamps for mounting to your 
tower (additional clamps can be 
used for more strength.) 


The SO-2 is a 39" tower standoff 
bracket. It will support vertical 
antennas designed to use 1-1/2" 


A EQUIPMENT 


RM$1G is ssiestscctuasniicn éseetiess $319 
The IIX Equipment RM-16 is 
a rotatable 
antenna 
side mount, 
which is 
compat- 
ible with all 
popular tower 
sections. Allows 300 
degree antenna ro- 
tation. Built-in rotor 
plate accepts popular Hygain 
and Yaesu rotators. Constructed 
of heavy duty galvanized angle 
iron. Requires customer-supplied 
2" O.D. antenna mast. 
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The IIX Equipment RM2 is a 
pole/building mount version of 
the RM16, 
shown 
above. Will 
mount to 
_ the side of a 
utility pole, 
building, or chimney. 


Orders: (800) 272-3467 


U-bolt clamps. Arms easily adjust 
for any tower width. Constructed 
of galvanized 1" angle iron. 


SOS Soc sckefesdbeisccicbeatsssssssitede S249 
| The lIX SO-3 is a heavy duty 
Jy ss Hh3Q" Stand Off 
** bracket de- 
signed for use 

- on towers with legs 
» upto 4"in diameter. 
teow Constructed of 
1-1/2" galva- 

nized angle iron. Ac- 
commodates 2" and 2-1/2" masts. 


SO HF sidstetecchines TRA: evese 9 169 
The SO-4 is a 40" 
adjustable 
standoff bracket 
designed for use 
with tapered- 
leg (up to 30 de- 
grees) towers. 


Re 


ee enn teen e EE USER 2 -- $89 
The SO5-6 is a universal sidearm 
bracket for Rohn 25G, 45G and 


55G towers. It will 
firmly hold a2 inch 
mast 6 inches away 
from the side of the 
tower in a fixed di- 
rection. Includes 
two 2" U-bolts to 
hold a 2" mast. 


SOG wtessspraseubdeossheipesnetesen OLED 
Similar to the $05-6, except stand- 
off length is 26 inches. 


Sr TS sisi demenssicmenseeamssevcnians OLED 
The SO-13 is a multiple antenna 
standoff. ap aa 
It will hold « Ni ee 
three large 
vertical an- 
tennas. Mounts 
directly to Rohn * 
25G,45G or 55G. Constructed of 
galvanized 1-1/2" angle iron. Stand- 
off length on 25G is 40", 


SO-1 2 Seeccocevoveossceos ovecccosooce eee $249 
Two antenna version of the SO-13, 
described above. 


GP-21X Gin Pole Kit..........$309 |GP-81 Gin Pole Kit............. $279 
The IIX i ThellXEquip- == 
Equipment ¥ ment GP-81 || jathi 
GP-21X is consists of a 

a versatile single heavy- 

gin pole duty tower 

clamp kit. clamp and 

It consists pulley as- 

of two sembly. Requires a 2" O.D. 10-12 
clamps and foot long pole to be supplied by 
a pulley as- customer or order the GP-UPS 
sembly. Re- two-piece UPS shippable alumi- 
quires a 2" num gin pole below. Works with 
O.D. 10-12 Rohn 20G/25G/45G/55G and 


foot long pole to be supplied 
by customer or order the GP- 
UPS two-piece UPS shippable 
aluminum gin pole below. Works 
with Rohn BX/HBX/HDBX towers 
and 20G/25G/45G/55G towers 
and can even be used mounted 
on the antenna mast to aid in 
antenna installation. 


GP-21X Clamps Onlly......... $269 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole. 


Local: (972) 422-7306 


similar towers, with leg diameter 
from 1-1.5" outside diameter. 


GP-81 Clamp Only............ $229 
Clamp only, without pulley as- 
sembly. Works with Rohn P2545 
or similar 2" O.D. gin pole. 


GP-UPS Gin Pole................ $199 
The IIX Equipment GP-UPS is a 
two-piece, UPS shippable gin pole. 
It’s constructed of rugged 1/8" wall 


extruded 6061-16 aluminum tub- | 


ing for strength and light weight. 


» The BA-2 is a thrust 
| bearing adapter & 


MSA . osacsesecscecensseceosenscagaliiine Sane 
The IIX MS4 is 

a mast stand- 
off clamp. It 
will mount on 
masts up to 3" 
diameter.Holds 
two verticals six feet apart. In- 
cludes two cross bars and mount- 
ing hardware. 


POPT .ccccneeseenie sve 919 
The PO-1 pulley allows 
easy raising and lower- 
ing of low band wire 
antennas. 


BA-2 eceesvocosecsose $129 


for Rohn 25AG2, 
25AG3 and Uni- 
versal Tower “& 
sleeve top sec- 

tions. Pre-drilled to 
accept Rohn TB-3 
and Yaesu GS-065 
thrust bearings (not supplied). 


HIT 18 ..npscovscsessesnecsinmnesssua Ma 
The IIX Equipment HT1-18 is a 
heavy duty mobile antenna mount, 
designed to fit any standard 2" or 
1-1/4" receiver hitch. It accepts 
standard 1-1/4" television masting 
(available at Radio Shack and many 
home improvement centers), and 
folds down to ease mast and an- 
tenna installation. Stands off 18" 
from the hitch—ideal for most 
cars, SUVs and vans. 


HIT 1-24 secevisveqsnsivasbcbsdiihgnn an anEnn Dy 
Similar to the HT1-18 described 
above, but with an increased 24" 
stand off. Designed specifically to 
clear the fold-down tail gate on 
pickup trucks. 
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SYSTEM 100 MOBILE MOUNTS 
The IIX Equipment System 100 
mobile mounts will find ap- 
plication in many demanding 
government and commercial 
applications, as well as for 
serious amateur mobile instal- 
lations. The addition of extra 
crossbars, 90 degree adapters, 
and floor braces will allow 
unusual multiple equipment 
installations in a large variety 
of vehicles. All System 100 
components interchange to 
simplify large installations and 
the heavy steel mount con- 
struction requires no mainte- 
nance during the service life of 


JETSTRERM 


JTPS28M ......s.ccecccccseeeecees $119 
The Jetstream JTPS28M is acom- 
pact switching DC power supply 
(up to 28 Amps) with back-lit amp 
and voltmeters. Output voltage 
is adjustable from 9-15 vDC. 
Specifically designed and filtered 
to eliminate RF noise and fully 
over-voltage and over-current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. 
Input is selectable for 115 or 230V 
line voltage. 


Er eaee eh initaicbescavcochoussubuascen $1 59 
Similar to the JTPS28M shown 


‘ _ above, provides up to 45 amps. 


Orders: (800) 272-3467 


the vehicle. Performance under 
severe commercial usage is 
guaranteed. 


MM1 00-1 MERE. TRA SOE PAM $79 
Single radio mount, 7" width. 


MM100-75S....... Lgedgbotieass > 159 
Two radio mount, 7" width. 


MM100-105S...................$ 169 
Two radio mount, 10" width. 


SYSTEM 100 ACCESSORIES 


MM100-20S, 20" Mast.....$39 
MM100-25S, 25" Mast.....$49 


MM10030S, Base ............$59 
Fits all S Mounts. 


MM101-07, 7" Crossbar...... $39 
MM101-10, 10" Crossbar.... $49 
Both crossbars have an integrated 
microphone holder. 


MM101-20, Brace....... eevee 929 
Floor brace, 20". 


retiree \ DROPESSIONAL - 


Swerensooe ray 
a, 


The Jetstream JTPS28 is a compact 
switching DC power supply (up to 
28 Amps). Specifically designed 
and filtered to eliminate RF noise 
and is fully over-voltage/current 
protected. Features front panel 
mounted binding posts and ciga- 
rette lighter socket as well as rear 
panel mounted quick-disconnect 
connections. The power supply 
has a quiet internal cooling fan. Se- 
lectable 115/230V input voltage. 


STP S IAM csc ene Dae 
The Jetstream JTPS14M is acom- 
pact switching DC power supply 
(up to 14 Amps) with back-lit amp 
and volt meters. Output voltage 


Local: (972) 422-7306 


SYSTEM 400 MOBILE MOUNTS 
The IIX Equipment System 400 
mobile mounts are ideal for large 
communication applications in- 
cluding police, fire, public utilities, 
government, military, commercial 
vehicles, marine, as well as serious 
amateur radio installations. Perfect 
for use in RVs, full size vans, mini 
vans, or any other vehicle with 
suitable clearance. Two shelves 
are supplied with each mount 
which will support four radios. 
Constructed of heavy duty steel 
finished in satin black. Supplied 
with all required hardware for 
vehicle mounting. 


is adjustable from 9-15 vDC. Spe- 
cifically designed and filtered to 
eliminate RF noise and fully over- 
voltage/current protected. Fea- 
tures front panel mounted binding 
posts and cigarette lighter socket 
as well as rear panel mounted 
quick-disconnect connections. 
The power supply has a quiet 
internal cooling fan. Selectable 
115/230V input voltage. 


All kits include JTCE1G center insu- 
lator, 100' of nylon rope, #14 AWG 
stranded copper antenna wire and 
two end insulators. 


JTD617........... dcevevscvess 938.95 
Includes 30' of antenna wire. Cut 
to length for 6m, 10m, 12m, 15m 
or 17m operation. 


JTD20K, 20m (40’)...... $39.95 
JTD40K, 40m (75')......$41.95 
JTD8OK, 80m (140')....$47.95 
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MM400-9 ..... ndeepeeiv creo 
Four radio mount, 9" width. 


MM400-13........0000. sseseeee 9409 
Four radio mount, 13" width. 


MM100-105........cccscesceee $169 
Two radio mount, 10" width. 


SYSTEM 400 ACCESSORIES 


PM5, Power Connector....... TBA 
The lIX Equipment PMS is a vehicle power 
adapter kit for their System 400 mobile 
mounts. Will connect up to five radios in 
mount directly to battery. Includes 10 feet of 
10 gauge power cable. 


VHF/UHF BASE ANTENNAS 


JTB1 7 2m/70cm..... seeeeeecoee $79.95 
Three section fiberglass radome. 
FreQUueNCY TANG xaccerseees 144-148 & 440-450 MHz 


CREATINE ack custevcst estos pitonurtnssersusecsSBresteste 8.3 dBi / 11.7 dBi 
Power handling / connectof........200 W / SO-239 
Height / mast range..enssccssssssosereesseesee 17'4" /1.5-2" 
Wind wind SUrVivall csccosscssessoceeenesserennsteeren 90 MPH 
JTB2B, 2m/70cm ............ $69.95 


One section fiberglass radome. 


FreQUENCY TANGCveesseconee 144-148 & 440-450 MHz 
fp Me eb kaeae be oe ets wel RS Reha eae! 6 dBi / 8 dBi 
Power handling / connector 
Height / mast range.... 
Wind wind survival .....s0- 


JTB3, 2m/70cmM.......22-.02-- $59.95 
One section fiberglass radome. 


Frequency range......... 144-148 & 440-450 MHz 
ET TR Soe oi ce ee Es Pn 4.5 dBi / 7.2 dBi 


Power handling / connector........200 W / SO-239 
Height / mast range.....cscseeccorssessseneesersveres 6"/1.5-2" 
Wind wind SUrVivall ..scccssecsescsssessnsansonseceeeere 90 MPH 
JTB4, 6m/2m/70cm........ $99.00 


One section fiberglass radome. 


FreQUeNCy vrvaeresee 50-54, 144-148, 440-450 MHz 
Er. 5 i Sree ARAL Se SE 2.15 dBi / 6.2 / 8.4 dBi 
Power handling / connector........200 W / SO-239 
Height / mast range 
Wind WIN SUFViVAl .....sssescssesseesevnsecenvneesssnnese 


FS - 2000 Waal ccnescssonenays $1589 


f The Kenwood TS-2000 
is an HF/6m/2m/70cm 
all mode transceiv- 
er with a built-in 

1200/9600 bps TNC. The ra- 

dio includes Kenwood’s Sky 

Command II+ system, has an 

amber LCD display and fea- 

tures an automatic antenna 
tuner, CTCSS tone encode/ 
decode, CW memory keyer, 
dual receive, dual Digital Signal 

Processing, 300 memory chan- 

nels, multiple scanning modes, 

built-in high stability TCXO )+.5 

PPM), built-in RS-232C jack for 


SENWOUD 


INCLUDES ALL COUPONS & REBATES 


TS-480HX...ccrceceereene 


sceeveee 9 1059 
The Kenwood TS-480HX 


is a 200 W HF/6m all 

mode transceiver. The 

radio has a separate con- 
trol panel with backlit controls and 
LCD display that includes its own 
speaker. Features include built-in 
RS-232C personal computer inter- 
face (ARCP-480 control software is 
a free download from Kenwood’s 
web site), CTCSS tone encode/ 
decode/scan, dual-precision 16-bit 
digital signal processing (provides 
automatic noise reduction, TX/RX 


Orders: (800) 272-3467 


external control 
via personal com- 
puter, and more. 
The radio is sup- 
plied with a hand 
microphone with 
up and down fre- 
quency controls, 
and a fused DC power cord. 


main RX coverage....3-30, 50-60,142-152, 420-450 MHz 
EWA 118-174, 220-512 MHz 
cspetsieeltttes SEM 

2, 8, 6, 2.2 kHz 

sever t.5 PPM 
00 W (50 W) 
3.8 vDC, 20.5 A 
H x 10.6" W x 12.5"D 
acehdslcaaagnehe 17.2 pounds 


SkyCommand II+ 

Kenwood’s SkyCommand II+ is 
a remote transceiver control 
system that allows control of 
the TS-2000 or TS-2000X from 
a remote location, using the 
Kenwood TD-D7AG handheld 
or TM-D710A mobile trans- 
ceiver. Completely legal for 
use within the USA, as of De- 
cember 15, 2006. 


equalizer, and slope tune AF fil- 
ters), CW auto tune, three message 
electronic CW memory 
keyer, dedi- 
cated data 
jack (6-pin 
mini DIN), 
dual cool- 
ing fans, 100 
memory channels, 
multiple scanning modes, dual 
TX passband settings, 100-level 
transmit speech processor, and 
more. The radio will accept up to 
two optional crystal IF filters, and is 
supplied with a hand microphone 
with up and down frequency con- 
trols, 4m control panel separation 
cable, table-top control panel 
mounting bracket, and two fused 
DC power cords. 


RX COVETAGE ensseseccsrseseeecesnsserssunsee 5-30, 50-54 MHz 
BOTISITAVIEY ccs secstpicvesscasssisacrueessacesess tices < .2 pV, typical 


SOIECEIVItY.. .sscsesssieoscasserebeocstoeclicaeeenae 12,5, 2.4 kHz 
FreQUENCY StADITitY ........sssssecssesssseserssesessseecsees +5 PPM 
RF output (6m)........ see 200 W (100 W) 
Input Voltages ie tale ster eestcsestes 13.8 VDC, 41A 
dimensions........ 2.8" H x 7" W x 10.9" D 
WRI ENE isos, ocscsntcn setiaaesasatescotee ere care 8.2 pounds 


Local: (972) 422-7306 


TS-2000X .....c..cccccsceeceee $2039 
The Kenwood TS-2000X is an 
HF/6m/2m/70cm/23cm all mode 


transceiver with a built- 

in 1200/9600 bps TNC. 

It is identical to the 
TS-2000 described at 
left, except with the addition of 
all mode 23cm. All mode fre- 
quency coverage is 1240-1300 
MHz. Transmit output power on 
the 23cm band is 10 Watts. 


RX COVELAGE -seestrsen 3-30, 50-60,142-152, 420-450 MHz 
118-174, 220-512, 1240-1300 MHz 
SONSItIVITY j.cncshsscccesusscnasie tarts ean Tee <.2uV 


SOLS CTIVItY.....ssreserrasecervees .. 12, 8, 6, 2.2 KHz 
FrEQUENCY StADIIIty ......ccersssersesecnesssysessrereverser +.5 PPM. 
RE output (70cm) oo sunsets 100 W (50 W) 
INPUt VOITAGE ......secsccsveccennsccsnueenneee 13.8 vDC, 20.5 A 
GIMENSIONS.......essseecsseeenee 3.8" Hx 10.6" W x 12.5" D 
WEI gH tities cecdecnvipeashleraseeeshutheloutelabean ansesnee) 17.2 pounds 


TS-2000/KACCESSORIES Ie 


ARCP-2000, Software $89 
Windows™ radio control software. Al- 
lows full control of transceiver from a 
personal computer. 


DRU-3A, Digital Module..........$129 
Digital recording module offers up to 
60 seconds of record time. 


MB-430, Mobile Bracket $59 


MC-57DM, DTMF Hand Mic....... $89 
DTMF hand microphone with up ite 
down frequency controls. 


MC-60A, Desk Mic. .$159 
Deluxe desk microphone with up and 
down frequency controls. 


RC-2000, Controller $349 
Mobile controller, supplied with mobile 
speaker, mounting bracket, DC power 
cord, microphone extension cable, and 
separation cable, 


SP-23, External Speaker............ $99 
Matching external speaker. 


INCLUDES ALL COUPONS & REBATES 


TS-480SAT .....ccccrcccssccnees $9939 

Lower power (100 Watts 
on HF and 6m)version 
of the TS-480HX, fea- 
turing a built-in high- 
speed automatic antenna tuner 
with band setting memory (tun- 
er covers HF and 6m). As a result 
of the reduced power output, 
current consumptions drops 
to 21.5 Amps. The radio only 
requires a single DC power cord, 
which is supplied. 


RX COVETAGE wosscesrcnsrostunnunianabeonst i 
sensitivity....... 
SCLOCTIVITY...sccccresesseoneeeans 


5-30, 50-54 MHz 
ahaa <.2 pV, typical 
fla 12,5, 2.4 kHz 


FreqUeENcy Stability ......srscsssveseersevessersssesessene +5 PPM 
RF output (6M) ws... 2 slabdatceetbacteae OO: WE 
INDUtE VOItaGe wid crsaseyeescosstastesctents 13.8 VDC, 21.5A 
dimensions........ ..2.8" Hx 7" W x 10.9" D 
WO IGE ai sccaescioccticdespceovtamtolaeteneteanineeestaresses 8.2 pounds 


TS-480HX/SAT ACCESSORIES 


MB-480 eeeoceeeerecccsacossessecscesceseesesee $59 
Sturdy radio mounting bracket. 


MIC-60A ....cscascccasenoee wie $159. 
Deluxe desktop microphone with up 
and down frequency controls. Requires 
MJ-88 adapter. ; 


I-88... <-seosconsdsailsnseseecng iene 
Microphone adapter. 8-Pin modular 
(radio) to 8-Pin round (mic). 


PAA onsiscnedacnisecasesiestjteussenieneenianne 
Separation kit, 4m length. Includes 
control panel separation cable, micro- 
phone extension cable, and speaker 
extension cable. 


$0-3 Sreeseeceseoceceneaccsases: $129 
High stability frequency oscillator. 
Increases stability to .5 PPM. 


SPH PS in heel ana $99 
Matching external speaker. 
VGS-1, Voice Module $69 


YF-107C, 500 HZ CW Filter ...... $135 
YF-107CN, 250 Hz CW Filter....$135 
YF-107SN, 1.8 kHz SSB Filter... $135 


sales@texastowers.com 


ey 


NCLODES ALL COUPONS & REBATES 


TM-D710A..........0cecseeesseeee $579 
The Kenwood TM-D710A 
is a 2m/70cm dual band 
mobile transceiver with 
a built-in 1200/9600 bps 
TNC for Packet, APRS® and Sky 
Command II+ operation. It has 
a separate control head with 
switchable color (green or am- 
ber) dot matrix LCD display, and 


_ features extended RX, AM RX, 


dual RX, dual in-band RX, CTCSS 
tone and DCS encode/decode/ 
scan, 1000 alphanumeric memory 
channels, 10 DIMF memories, 
band scope display, cross band re- 
peat, fixed band repeat, multiple 


SENWOUD 


TM-27 TAK....0.000+ $159 
| The Kenwood TM-271AK 
is a compact 2m FM mo- 
bile transceiver, built to 
US MIL-STD 810 C/D/E/F. 
The radio has a green LCD dis- 
play and features a front-mounted 
speaker, automatic repeater shift, 
200 memory channels, extended 
receive, multiple scanning modes, 
CTCSS & DCS tone encode/decode, 
weather alert mode, and more. The 
radio is supplied with a DC power 
_ cord, backlit DTMF hand mic with up 
and down frequency controls, anda 
mounting bracket with hardware. 


RX coverage... 136-174 MHz 


sensitivity. 


RF output...... 
input voltage 
dimensions... 1.7°Hx6.3"Wx5.4"D 
MICIONE Sch ncsedtant aide crac Seely nim 2.6 pounds 


Orders: (800) 272-3467 


scan modes, and more. Supplied 
with a mounting bracket with 
hardware, separation cable, back- 
lit up/down DTMF hand mic, and 
a fused DC power cord. 


Main RX COVELAGE «-essssssesscasssssseesseeess | 18-470 MHZ 
sub RX coverage.136-175, 300-524, 800-1300 MHz 
SOMSIEIVITY «.2.t.sstecassashestioeecsoediecssbalbaesbnstleaeeeiean Ta AM 
OUTPUT POWEF (2M/7OCM) woeeesssseeeresneeeresnee 50/35W 
IMPUt VOITAGE seeisasiccdscctodretaresberrcaeuasnte 13.8 vDC, 15A 
dimensions 2"Hx6"Wx6"D 
WEIGHT .c.-i5s,conpenstotnatyseclbnisnneettsttarda in Omaseehoeas 2.2 pounds 


TM-D710A ACCESSORIES 


MC-60A, Desk Mic..........cc.ss000¢ $159 
Requires MJ-88 adapter. 


MJ-88, Mic Adaptet............c.s00+ $39 
PG-2N, DC Power Cord...........000 $25 
PG-5FW, 4m Separation Kit....... $79 


Kit includes radio separation cable, micro- 
phone extension cable, speaker extension 
cable, and a fused DC power cable. 


PG-5GW, Programming Cable... $45 


SP-50B, Mobile Speaker............ $69 
VGS-1, Voice Module .......ssssss000s $69 
TH-F6A Prttirititi titi ogeeeces ° $3 1 9 


The Kenwood F 
TH-F6A is a 
144/220/440 MHz 
triband handheld 
XCVR, built to MIL-STD 810. 
The radio has a large backlit 
dot matrix LCD display, and 
features dual receive, dual 
in-band receive, wide band 
receive (AM/CW/FM/FM-W/ 
FM-N/LSB/USB modes), 
435 memory channels, 
CTCSS and DCS tone 
encode/decode, 
backlit DTMF key- 
pad, multiple scan- 
ning modes, and 
more. The radio is 
supplied with a re- 
' chargeable Li-lon 
battery pack, wall charger, belt 
clip, and a rubber duck antenna. 


RX COVETAGE essesecsorssseensnnsesrssnnese 100 kHz-1300 MHz 
SENSITIVITY....oesscccrvvoesranssccrrnesessenssssssnnsescssseroeseess <.18 pV 
RF OUtPUt / CONNECEOF sssssrsorsonssessennsenee 5 W / SMA-F 
supplied battery............ 7.4 vDC Li-lon, 1550 mAh 
GIMENSIONS caessssseseerssnssseeree 3.4" Hx 2.2"Wx 1.9"D 
WEIGH cesssccsscrassvsossrvonssscoosrannsssnsoostansusnosoesonsees 9 ounces 


Local: (972) 422-7306 


TM-V7TA.....cccccoseesesees edashahs $399 
The Kenwood TM-V71A 
is a 2m/70cm dual band 
mobile transceiver. The ra- 
dio has a color switchable 
(green or amber) LCD display with 
the unique capability of mounting 
the speaker on the top or the bot- 
tom of the radio (simply flip the 
body of the rig over). Other fea- 
tures include cross-band repeat, 
CTCSS tone encode & decode, 
dual receive, dual in-band receive 
(VHF/VHF or UHF/UHF), built-in 
EchoLink sound card interface, 
ten dedicated EchoLink memory 
channels, 1000 PC programmable 
memory channels, weather alert 
mode, multiple scanning modes, 
and more. The radio is supplied 


KENWOOD HT ACCESSORIES 


EMC-3, Earpiece Mic .............s.00+ $29 
HMC-3, VOX/PTT Headset ......... $59 
PG-2W, DC Power Cord ..........0-+ $25 
PG-3J, Auto Lighter Cord........... $49 
SMC-32, Speaker Mic............s00 $59 
SMC-33, Speaker Mic...........0.000 $69 
SMC-34, Speaker Mic.......sse000 $39 


With programmable remote buttons 
and volume control. 


TH-F6A: 
BT-13, Alkaline Case ...............00 $29 
PB-42L, Li-lon Battery Pack....... $85 


PG-4Y, 9-Pin Prog. Cable............ $39 
SC-51, SOFt Case ....scccccsecrssercsseeee $19 
TH-D7AG: 

BC-19, Rapid Desk Charger....... $69 


BT-11, Alkaline Case ....c....sss0e $19 
PB-39, Ni-Cad Battery Pack....... $69 
PG-4W, Programming Kit.......... $65 
SC-47B, Soft Case......ccercees Nemo 
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with a hand microphone with up 
and down frequency controls and 
a fused DC power cord. 


MAIN RX COVETAGE sannecercierenenrsseninrninsntenenennsns 118-470 MHz 
SUD RX COVETAGC rrnesneen 136-175, 300-524, 800-1300 MHz 
SEMSILIVITY'.....scncesssesnstetncsencenntesbenrssoeuntadspounennssoes <.16 UV 
QUtDUE POWER .2ic..ccccnscseccncsscuscehoesnssssscncsessesens 50 Watts 
input voltage 13.8 vDC,11.5A 
SI ZOTattiessettessjcteremeerteecesshet 1.6"Hx5.5"Wx7.7" D 
WEIGH si :sesecccnsbsassosscpsuabenstchy Cae eon 3 pounds 


MC-60A, Desk MiC....c0..cseresseeees $159 
Deluxe desktop mic with up/down 
frequency controls. Requires MJ-88. 


MJ-88, Mic Adapter.......csccsceseees $39 
PG-2N, DC Power Cord..........cs0e0 $25 
DFK-3D, Separation Cable......... $49 


Radio separation cable, 3 meters. 
PG-5FW, 4m Separation Kit....... $79 


PG-5GW, Programming Cable... $45 


PG-5HW, PC Interface Kit .......... $69 
SP-50B, Mobile Speaker............ $69 
VGS-1, Voice Modulle ........000.see00 $69 
TH-D7AG ....ccsccoseee PEP Re $339 


The Kenwood TH-D7AG 
is a 2m/70cm 
dual band 
handheld XCVR 
with a built-in 
1200/9600 bps 
TNC for Packet, APRS® and 
Sky Command II+ opera- 
tion. It has a back-lit key- 
pad and LCD display and 
is built to MIL-radio fea- 
tures dual RX, dual in- 
band RX, voice+data 
receive on VHF, 200 
memory channels, 
CTCSS tone encode/ 
decode, and more. 
Supplied with a re- 
chargeable battery 
pack, wall charger, 
belt clip, wrist strap, 
and a rubber duck antenna. 


RX COVELAGE cesoveconsesnerennenne 118-174, 400-470 MHz 
SOTYSIEIVIRY os.cbcatecscescconanarass cove soaps socvstenuts onvudshunetoes 18 pv 
RF OULPUt / COMMECEOF ....cersvessnersnesnsneen 5 W/SMA-F 
supplied battery............ 9.6 VDC Ni-Cad,600m 
GIMENSIONS ....sseeesssseecsnseensees 44" HxX2.2"Wx1le o 
RANA TID passe cans ssbadeepeccseosbenhnonescpmnaseaeSasiiess 12 ounces 


LAREDIEW 


9106, 6m....... pavstesiene DS LOD 
9110, TOM....c.rsvereees $31.95 
9112, TAM ascrecseseeseeee $31.95 
9115, TSM eeessoccecsersees $31.95 
D117, 17M cccerccersecssees $31.95 
9120, 20M.......0000 1000 $31.95 
9130, SOM.......0cccscees $31.95 
9140, 40M....ccccccersees $31.95 
9175, 75M....000 Weevsbess GSS09D 


Lakeview HamSticks are rug- 
ged, monoband mobile anten- 
nas. These two-piece antennas 
consist of a hollow fiberglass 
base section approximately 
1/2" in diameter with a load- 
ing coil wound directly on 
the fiberglass and covered 
with PVC shrink tubing. The 
black oxide coated brass base 
has standard 3/8" x 24 male 
threads. The top section is a 
tapered black stainless steel 
whip that telescopes into the 
base section for frequency 
adjustment, and is secured by 


LARSEN 


KG-2/70CXPL...... 200009119 
KG-REINSTALL ........$9.95 
The Larsen KG-2/70CXPL is 
a 1/2 wave, on-glass VHF/ 
UHF dual band mobile an- 
tenna. The antenna is black, 
with a low profile design 
and comes factory tuned 
for quick and easy instal- 
lation. It provides 2.4 dB 
gain when mounted near 
a ground plane. Supplied 
with 14 feet of RG-58/U 
coax with UG-175 reducer 
and PL-259 connector. The 
KG-REINSTALL kit is required 
to reinstall the antenna— 
consists of two adhesive 
pads (one for the antenna 
and another for the pickup 
coil), glass cleaner, adhe- 

sion promoter and two 

Allen wrenches. 


: 1/2 wave 
1: Fh epee Re 2.4 dBd (ground plane required) 
POWET NaNLING ...sssvsssesecrrsssneereescsesnsereserseee 1 OO Watts 
fy Dical VSWR oc koe 1.5:1 or less 


Orders: (800) 272-3467 


two set screws. All models measure 
approximately 7 feet in length, and 


handle 600 Watts. 

APPFOXiMate length eereresscsaseeuseeaniansncensimenaT fet 
DOW TATIUIT GS csecoecoscasesntetncstornsonebcrocnes 600 watts 
typical VSWR... isteteeersmnpediv Oh) OF LESS 
TQUIN ES Biiisiprcsersertliecctrecetrcettresd 3/8" x 24 male thread 


IM-1, Inductamatch ...$29.95 
An inexpensive and easy way to 
match HamSticks. Easier to use and 
less expensive than capacitance 
matches. Designed to be base 
mounted. Usually not required for 
10m or for 6m. 


NM OK... ..cccssssssccsccesseveves 919,95 
The Larsen NMOK is a 3/4" NMO 
type hole mount. Supplied 
with 17 feet of 
coax, a reducer, 
and a PL-259 
connector. 


NMOMM ........0000. elveveacuns ROAD 
The Larsen NMOMM is a rectan- 
gular magnet mount with Teflon 
liner to protect 
paint. Measures 
3-1/2" x 3", rated 
for 90 pounds 
of pull. Sup- 
plied with 12' of RG-58/U coax, 
with a crimped PL-259. 


NMOMNR ......ecs0eeersseersees 934.95 
The Larsen NMOMMR is a round 
magnet mount with Teflon liner 
to protect paint. Measures 3-1/2" 
in diameter, rated for 90 pounds 


of pull. Supplied 
with 12' of RG- 
58/U coax with 


a crimped PL-259 connector. 


Local: (972) 422-7306 


STG sav iisaeteasesceeeikeccssne 2 OC8D 
SUT csrccanutecvecwarevecsccvest oa aca> 


Heavy duty mag mounts 
are great for use with 
HF mobile antennas. The 376 

is rated at 825 

pounds, the » 

377 is rated at 

1000 pounds. 

Both have 3/8" x 24 thread 
mounts, and come with 15 
feet of coax with a PL-259 
installed. 

STS scrvccercrarvevesreatrkiccm een ee 
Triple magnet mount designed 
to hold the HamStick anten- 
nas, but will work with oth- 
ers as well. Incorporates a 
3/8" x 24 mount, so it’s 
compatible with 
most mobile 
HF antenna 
systems. Rated 
for over 400 pounds of 

pull strength and comes with 


15 feet of coax with a PL-259 
connector installed. 


NMO2/70CO..........00006. $42.95 
TheLarsen NMO2/70CO 
is a 2m/70cm dual 
band coil for NMO 
mounts. Black in color, 
it measures 3" high, 
and handles 100 Watts. 
Use with W2/70 whip. 


NMO150BCO...........00.. $25.25 
The Larsen NMO150B- 
CO is. a 2m coil for NUO 
mounts. Black in color, 
it measures 2-1/2" high, 
and handies 200 
Watts. Use with 
W490(B) whip. 


NMOQC.....c000000008 $19.95 
The Larsen NMOQC is a 
quarter wave whip for NUO 
mounts. It’s used without a 
coil, and can be tuned to 
cover 136-512 MHz by 
cutting the stainless steel 
whip per the included cut- 
ting chart. Measures 21" 
at maximum length. 


901 sncsccgseianreqenstunnssssian AMS 
The Lakeview 901 is a HamStick 
dipole kit. Used with two Ham- | 
Sticks, it makes a 14' dipole. 
Excellent for use indoors or on 
balconies, in restricted areas, 
or for portable or field day © 
operation. 


276 ..crcevnvesneteteeleeweeuanny & Cheeta 
The Lakeview 276 is a versatile 
mirror or luggage rack mount 
constructed of 3/16" aluminum 
stock. Provides an 3/8" x 24 
thread socket and an SO-239 
connector, so it will accept a 
coax assembly with a standard 
PL-259 connector. 


9007, 2m Colinear.....$32.95 
The Lakeview 9007 is a 2m co- 
linear mobile antenna. The an- 
tenna measures approximately 
7 feet long, is rated for 1000 
Watts, and offers 4.5 dB gain. 
Construction is identical to the 
HamSticks. Quick disconnect 
not recommended. 


POK sccerscoscccoesanceasecbonueninneanes 
The Larsen POK is an SO-239 type 
3/4" hole mount. 

Supplied with 
17' of RG-58- 
A/U coax, UG- 
175 reducer 
and PL-259 connector. 


PQ inc cicdecscoscuedeusnansehe nnn 
The Larsen PQ is a quarter wave 
whip for PO type mounts. Maxi- 
mum length is 21", cut to length 


. to cover 136-512 MHz. 


TMB34......c.0. ee $6.95 
Right angle bracket for use with 
NMOK and POK hole mounts. | 


W1 54 SOCCS SoS A LOOSE OSOASEEEES $ 1 9.95 
Colinear whip for 70cm, 15.4". 


W2/70 Seeoeveeseeceensoseseree $24.95 
Dual band 2m/70cm whip, 34". 


W490 .c.ccseccvcccscacocscesss at naa 
W490B (black)............$14.95 
Stainless 49" whip, 5/8 wave on 
2m, 1/4 wave on 6m. 


sales@texastowers.com 
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LDG ELECTRONICS 


AT-1 OOOPRO Ls ARs eg eR $559 
The LDG AT-1000PRO is a high pow- 
er automatic antenna tuner with 


a huge tuning range of 6—1000 
Ohms. It works with any radio and 
any antenna with an unbalanced 
feed. The optional RBA balun allows 
tuning of balanced line antennas as 
well. The tuner’s big cross needle 
meter reads forward and reflected 
power, as well as SWR, all at the 
same time. All required interface 
cables are now included! 


FrEQUENCY COVEFAGE....ssssssneseeesnseanseneres 18-54 MHZ 
CIFCUIt TYPE...rvecrorssesees switched L network 
power handling (SSB)... .. 1000 Watts 
POWer Handling (CW) ..ccsssssseesecrsonnseesserene 750 Watts 
power handling (digital) .. ..500 Watts 
Power handling (6M) weerrssssssssvrecssessecsersees 250 Watts 
Impedance tuNiNg FANGE ......01000.6-1000 Ohms 
TUNING TIME... .csreeseeeonee .2-30 seconds, 10 sec. avg. 
voltage requireMeNt ...sssaseseseee 11-15 VDC, 1A 
ANTENNAS CONNECEOSS ..ccssescssssesssesenssersnseseneeessen SO-239 
SIZE ada 3.5" Hx 9.5"W x 13" D, 5.2 pounds 


0G FLECTRONCS 


BPP UG taticiassvectsstessbuscse9 139 
The LDG Z-100 is a low cost, 
100 Watt automatic antenna 
tuner. It features 200 tuning 
memory channels for almost 
instant tuning, and latching re- 
lays to reduce power consump- 
tion. Works with any radio and 
any unbalanced antenna (the 
optional RBA balun allows tun- 
ing of balanced line antennas). 
All required interface cables 
are now included! 


FrEQUENCY COVETAGE seveecsossessrnsessernnueceese 1.8-54 MHz 

circuit type ..switched L network 
power handling (6M) srusecessssssseseeeee 125 W (SOW) 
tuning range, 1.8-30 MHZ... 6-800 Ohms 
tuning range, 50-54 MHZsssssscssccssenn 16-150 Ohms 
TUNING BITME....eeersveersneernnee -1-5 seconds, 3 sec. avg. 
voltage requireMeNt ....0s00011-14 VDC, 250 MA 
ANTENNA CONNECTOSS u.ssscssseersreesereesenerssneeesnncens SO-239 
dimensions 


Orders: (800) 272-3467 


Oo 2O0P  Aueotuene 


AT-200PRO .......cersevseeeveee S229 
The ‘LDG AT-200PRO is a 200 
Watt automatic antenna tuner. 
It features a two position coax 
switch, dual LED bar graph to 
display power and SWR, and 
latching relays to reduce power 
consumption. Works with any ra- 
dio and any unbalanced antenna 
(the optional RBA balun allows 
tuning balanced line antennas). 
All required interface cables are 
now included! 


FrEQUENCY FANGE sssssesserorssscsssnsseseesssseees 1.8—54 MHz 
PUR C UNE TVG acctssatispcepss ans usreceatitite switched L network 
power handling, 1.8-30 MH Z....csse 5-250 Watts 
power handling, 50-54 MHZ.......ssssssss00 100 Watts 
tuning range, 1.8-30 MHZ... 6—1000 Ohms 
tuning range, 50-54 MHz..... .. 16-150 Ohms 
TUNING TIME. sictensbescrccsnsspclisedlsonianieians 5-6 seconds 
input voltage 


ANTENNA CONNECHOLS aeersessersesrserscssnesnecessenenenens SO-239 
GIMENSIONS .., seey.sesseeene "Hx 6" W x 8.5" D 
WEIQNE sohiessccceccacesdsiedcnsiclstotcohstiay Meena LAE 1 pound 


SWF / Status 


A 20 Tune 


¥. Pe Pro LbG 


Shore 


Z-11PRO ....ceveceesseeessessees 9169 
The LDG Z-11PRO is a compact, 
125 Watt automatic antenna 
tuner for portable operation. It 
can be powered from an internal 
battery, and uses latching relays 
to reduce power consumption. 
Works with any radio and any 
unbalanced antenna (the op- 
tional RBA balun allows tuning 
of balanced line antennas). All 
required interface cables are 
now included! 


FrEQUENCY COVETAGE vesecesssssneressersnnunereeens 1.8-54 MHz 
circuit type ..switched L network 
power handling (6M) ..-svsvsesses- 1-125 W (100. W) 
tuning range, 1.8-30 MHz 6-1000 Ohms 
tuning range, 50-54 MHZ vsscsssssessees 16-150 Ohms 
TUNING BIME....ceresveeecesneeees .1-6 seconds, 3 sec. avg. 
Voltage FeqUITEMENT ....-ssessseee 8-16 vDC, 300 mA 
ANTENMA| COMMECEOSS .ecorsssssvecsesnecssneessneeesnnersnes SO-239 
GIMENSIONS ....cessseeeeeee 1S" HX 5"Wx 7D 
Tcl e | (ee een eon eerie Ere Ay SH 1.5 pounds 


_ Rugged external 


Local: (972) 422-7306 


AT-1OOPRO......scccecesseseoes $199 
The LDG AT-100PRO is a 125 Watt 
automatic antenna tuner. It fea- 
tures a two position coax switch, 
dual LED bar graph to display 
power and SWR, and latching 
relays to reduce power con- 
sumption. Works with any radio 
and any unbalanced antennas 
(the optional RBA balun allows 
tuning balanced line antennas). 
All required interface cables are 
now included! 


FrEQUENCY LANGE sessscseccssssesssssersseoraneseese 1,8—54 MHz 
CHCUREV DC cia stesgesctsarcactnars switched “L"” network 
power handling, 1.8-30 MHz 
power handling, 50-54 MHZ.........+ssse+ 
tuning range, 1.8-30 MHZ... 


DTS+6 oiccedelbchithescscsncnivacens 999 
DTS-6R, Remote..............$49 
The LDG DTS-6 is a 6-position 
remote coax switch. Radio sense 
mode automatically grounds all 
antenna inputs when radio is 
turned off. A bright LED indicates 
antenna selection. Handles up to 
1500 Watts on HF-6m. Connectors 
are SO-239 type. 


OT SrA vcecshtsbedeanscupesnsssivtinn eo 
DTS-4R, Remote..............$39 
Similar to the DTS-6, described 
above, except with four positions. 


RBA1 -1 Soeeeeesoeseeeeeseesesereees $30 
RBA4-1 Poo SoCo ee sereseresereseoeoee $30 


baluns. Allow 
LDG tuners to 
match balanced 
line antennas. 


sales@texastowers.com 


AT-7000 cccccwitisicern > 159 
BY-B9 7 onkiciccinte neuen 79 
These LDG automatic antenna 
tuners are designed for the Yaesu 
FT-897D and Icom IC-7000. Both 


Ny 


have a wide tuning 
range of 6—800 
Ohms and are pow- 
ered directly from 
the radio. Latching 
relays reduce power 
consumption. All re- 
quired interface ca- 
bles are supplied for 
quick installation. 


FrEQUENCY COVEFAGE secresssssssseeveesonerransceen 1.8-54 MHz 
CIFCUIT TYPO. ccosseccsseers .switched L network 


power handling (6M) scvsesscsese 1-125 W (100 W) 
tuning range, 1.8-30 MHZ... 6-800 Ohms 
tuning range, 50-54 MHZ... 16-150 Ohms 
TUNING tIME....c-ssecsseeeseernee .1-7 seconds, 4 sec. avg. 
Voltage FEQUITEMENE .ecsseerssneeere 8-16 vDC, 300 mA 
ANTENNA CONNECCEOSS ..cveessecssecerererersneeessceseenaves SO-239 


size (AT-897) wu. 1.5"Hx 3.3" Wx 11.5" D, 2 Ibs. 
size (AT-7000)....... 1.3"H x 6.5" W x 6.5" D, 1.5 Ibs. 


FT METER ...0000ssercssesesse000e 949 
The LDG FT-Meter is a low-cost 
solution to all your FT-857(D) and 
FT-897(D) metering needs, that 
plugs right into the little-known 
meter jack on the bottom of either 
of these two radios. It provides a 
crisp, highly readable 2.5" meter 
face with calibrated scales for 
signal strength and discriminator 
reading on receive, and power out- 
put, SWR, modulation, ALC action 
and supply voltage on transmit. 
Each function is selectable from 
the radio's menu. Easily visible 
from anywhere on your desk or 
dash, the FT-Meter is illuminated 
by any external 12 vDC source. - 


RX functions........ s-meter, discriminator, voltage 
TX functions..... ALC, mod., power, SWR, voltage 


cable length,....2..2.ictdttnumneireeugeene 2.5 feet 
backlight Voltage ........:ssrserersseesees 12 vDC, 100 mA 
GIMENSIONS ..sesseseeeeee 3"Hx3.5"Wx2"D 
WEIGH E josistessscsccedeadoreccssscrvaddnnsssossrrcnseesonssnttis 8 ounces 


GIASSS vosieisesossessdsscsreticcca eee 
The M2 6M3SS is a light but rug- 
ged, computer optimized, 6m 
beam antenna offering low wind 
load and great performance for its 
size. Quick and easy to assemble, 
it's great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2’s weatherproof, gel-filled 
and O-ring sealed T-match for long 
mechanical and electrical life. 


MODEL 


_ FREQUENCY 
: COVERAGE 


ZM9OSSBFM.........000000eeeeeeee 9 149 
The M2 2M9SSBFM is a short- 
boom, computer optimized 
beam antenna for 2m operation. 
It can be tuned for the SSB or FM 
portion of the band. Features all 
stainless steel hardware (except 
U-bolts), and M2’s unique, weath- 
erproof, gel-filled and O-ring 
sealed driven element module, 
offering years of trouble free ser- 
vice in all weather conditions. 


ANTENNA 
MODEL | 


FREQUENCY 
COVERAGE 


ELEMENTS 


Orders: (800) 272-3467 


ORAS obs sensanesprosemausog eae 
The M2 6M5xX is a medium sized, 
computer optimized, 6m beam 
antenna offering great perfor- 
mance and low wind load for its 
size. Quick and easy to assemble, 
it's great for portable operation. 
The antenna features all stainless 
steel hardware (except U-bolts), 
and M2's weatherproof, gel-filled 
and O-ring sealed T-match for long 
mechanical and electrical life. 


NN. 
\ 


NAVY ge —S 


GM ZIAY cccoccconnsagustosssecss 93 19 
The M2 6M7JHV is a medium sized, 
computer optimized, 6m beam 
antenna offering excellent gain 
and very clean pattern, making 
it ideal for long haul terrestrial 
and EME communications. The 
antenna features all stainless steel 
hardware (except U-bolts), and 
M2’s weatherproof, gel-filled and 
O-ring sealed T-match for long 
mechanical and electrical life. 


M2 6M MONOBAND BEAM ANTENNAS 


GAIN F-B 
(DBD) RATIO 


BEAM- 
WIDTH 


TYP. 


DIVE Zivdijecbodsastsbrcensoossctaces PROD 
The M2 ak is a computer opti- 
mized beaMA antenna for 2m op- 
eration. The antenna is designed 
for maximum gain and clean 
pattern, making the antenna a 
great choice for stacking. Features 
all stainless hardware (except 
U-bolts), and M2’s weatherproof, 
gel-filled and O-ring sealed driven 
element module, offering years of 


trouble free service. 


POWER 
VSWR. HANDLING 


[ewsss [so-sosorstsome| 3 [ea [zoos [exes [ iz1 [ isoow | some | or | ur | vom | saan | sue | 995 | 
|_omsx | so-sosorsi-samHz| 5 | 94 [ 2ids | sea [121 | ssoow [ sozso [ie [ie | 
[ow _ | os-sosma [7 [os [age [ear [an | stow [versie] 209° | 7 | oom | asae | zur | sa55 
| om7snv | so-soamHz | 7 | 109 | sap | ease | za | isoow [n'female [ 308" [193° _| 7 urs 

Cowon [—sesoame [9 [a7 [es | ese [iz | vow [oem] oe | arr | vow | saan [surg | os | 
pemawic | so-soamtz J in | ng {asda | ese [121 | ssoow [onvfemale | a6" [22 | ioomen [7 Ssate| 3rcnua 

Towns | sos-soswue fu [ef ate | exe [121 | ssoow [wvienae] oo [| 305] room | rors | esues) [ siaso 


COAX 
CONN. 


BOOM 
LENGTH 


TURN 
RADIUS 


ZMISVIL, ,occsesesapsnsusnsoeenseseiel PAD 
The M2 2M5WL is a long-boom, 
computer optimized beam an- 
tenna for 2m operation. Designed 
with the serious weak signal op- 
erator in mind, it provides excel- 
lent gain with minimum weight 
and wind load, yet will survive 100 
MPH winds. Features all stainless 
hardware (except U-bolts), and 
M2’s weatherproof driven ele- 
ment module for long life. 


M2 2M MONOBAND BEAM ANTENNAS 


GAIN F-B 
(DBD) RATIO 


BEAM- 
WIDTH 


TYP. 


E=46° 


124 


POWER 
VSWR. HANDLING 


oS BE Ee 
Sore es erie 


Local: (972) 422-7306 


COAX 
CONN. 


BOOM TURNING 
LENGTH RADIUS 


WIND 
SURVIVAL 


Toor | asa | oR 


85 MPH ied 


WIND 
SURVIVAL 


SC Bee BE 
of ae 


a a 


BMOKHW.......c0ccccsseeererses 9589 | 
The M2 6M9KHW is a long-boom, 
computer optimized, 6m beam 
antenna offering excellent gain 
and very clean pattern, making 
it ideal for long haul terrestrial 
and EME communications. The 
antenna features all stainless steel 
hardware (except U-bolts), and 
M2’s weatherproof, gel-filled and 
O-ring sealed T-match for long 
mechanical and electrical life. 


WIND 
AREA 


WEIGHT 
-(LBs.) 


UNIT 
PRICE 


ZM18BXXX .nrecsssceessersssveee 9299 
The M2 2M18XxXxX is a long-boom, 
computer optimized beam anten- 
na for 2m operation. The antenna 
has been widely used for EME and 
other weak signal applications in 
24 or more antenna arrays. Fea- 
tures all stainless hardware (except 
U-bolts), and M2’s weatherproof, 
gel-filled and O-ring sealed driven 
element module, offering years of 
trouble free service. i) 


UNIT 
PRICE 


WIND 
AREA 


WEIGHT 
(LBS.) 


sales@texastowers.com 
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M2 


AAO-1B oncsccncsssossceesscescecoseovere $159 
The M2 440-18 is a 70cm beam 
antenna, computer optimized 
for excellent pattern and good 
gain across its entire bandwidth. 
It can be mounted vertically or 
horizontally, and can be stacked for 
additional gain. Excellent for ATV, 
OSCAR, FM, and tropo DX. Supplied 
with all stainless steel hardware (ex- 


cept for U-bolts) and M2's weather- * 


proof, gel-filled and O-ring sealed 
driven element module. 


440-2 TATV ........000000000000 $179 
The M2 440-21ATV is the ultimate 
ATV antenna, computer and range 
optimized to assure high gain and 
excellent pattern across its band- 
width. Lightweight, yet sturdy 
design includes all stainless hard- 
ware (except U-bolts), triple sealed 
balun connectors and gel-filled 
and O-ring sealed match. The an- 
tenna can be mounted vertically or 
horizontally—perfect for OSCAR, 
FM, and tropo DX. 


ANTENNA 
MODEL 


FREQUENCY 
COVERAGE 


M2 


ZMCP14 ......ccccecessreeesooes $209 
The M2 2MCP14 is a medium 
performance, circularly polar- 
ized 2m antenna, designed for 
satellite operation, but also 
works well for ATV, FM and tropo 
DX. Supplied with all stainless 
hardware (except U-bolts), and 
M2’'s weather-proof, gel-filled 
and O-ring sealed driven ele- 
ment module. 


ELEMENTS 


[a4o-s70-sup | aso-a7romHz | 5 | 78 | 2008 | e-set_ | 121 
| azoso-a1 | 4zoasomee [on | 3 | 208 | esa |_| 
| asore | azo-aszmz [is | 4s | 238 | ea |_| 
| aao-2iary | 420-a0omHz | 21 | 159 = 

| 4szowi | 420-4somHz | 28173 a 
Lasz1swia | 430-434mHz | 38 | 186 


A36CP3O .........ccrceseconenvee 9299 
The M2 436CP30 is a medium 
sized, yet high performance cir- 
cularly polarized 70cm antenna 
with a remarkably clean pattern. 
Designed for satellite, but works 
well for ATV, FM, and tropo 
DX. Supplied with all stainless 
hardware (except U-bolts), and 
M2’s gel-filled and O-ring sealed 
driven element module. 


M2.70CM MONOBAND BEAM ANTENNA 


| 1000 _| 


| 'N"fernale | 
2408 1000 W 
[121 | ro0ow | “N"fernate | 


BSZ-OWL cipsniscvsecaposecests 219 
The M2 432-9WL is a long-boom, 
70cm beam antenna, optimized 
for stacking. But, even when used 
individually, its radiation pat- 
tern and gain are excellent. The 
antenna’s simple and sturdy me- 
chanical design, all stainless steel 
hardware (except U-bolts), and 
M2’s weather-proof, gel-filled 
and O-ring sealed driven element 
module offer reliability through 
weather and time. 


“GAIN RB BEANE | 0TVe)" "POWER! "°° 
| 1000W _| 


am. 
OR-2800PX.........00reeee0008 $1329 
The M2 OR-2800PX is a powerful 
and reliable heavy duty antenna 
rotator capable of handling mul- 
tiple HF antennas or large VHF/ 


M2 VHF/UHF CIRCULARLY POLARIZED BEAM ANTENNAS 


ANTENNA 
MODEL 


ELE- GAIN 
MENTS (DBD) 


FREQUENCY 
COVERAGE 


F-B BEAM. TYP. POWER 


COAX BOOM TURN | WIND © WIND WEIGHT | UNIT 
RATIO. WIDTH. ‘VSWR HANDLING CONN, LENGTH RADIUS SURV. 


AREA (LBS.) © | PRICE 


187" | 10] roompd | 255q.tt.| 13 (UPS) | $299 | 
| 122" | roompd | 1.9sq.ft.| 6 (ues) | $259 | 


| 17__| 100 MPH | 3.3 sq.ft. | 17 (UPS) | $369 | 


401" | 24" | 100 MPH | 4.2sq.ft.] 23 (UPS) | $489 | 


lasecrazuic| 430-430MHz | 42 | r68c | 2508 | 21° cic | 
[2ms-a4oxP | 144-148430-450] 5/10 | 9712 12/2508) 50°/40"_ 


Orders: (800) 272-3467 


Local: (972) 422-7306 


13110" | 100MPH | 24 sq.ft. | 12 (UPS) | $359 | 


[sN'female [5 s| | ioompy | sesqfe | 4(uPs) | 
| 74" | women | 125saft. | 5(UPS) 
ae 
[isa] roompn | assaf | 10(uPs) | 


sales@texastowers.com 


432-13WLA....cccccssrseessvesceees 9299 
The M2 432-13WLA is along boom, 
70cm beam antenna, designed 
specifically for stacking. Used in a 
4-Yagi array, the antennas would 
provide 23 dBd of gain. Designed 
for outstanding performance 
and long term electrical and 
mechanical integrity—features 
all stainless hardware (except 
U-bolts), and M2’s weather- 
proof, gel-filled and O-ring 
sealed, driven element module. 


oe 
AREA 


UHF arrays. It features a preci- 
sion worm-gear drive (which 
can’t be reversed by mast 
torque), non-slip ductile iron 
mast clamps, prop-pitch style 
torque plate, large drive plate 
for masts up to 3 inches in di- 
ameter, and heat treated steel 
gear train. The controller fea- 
tures manual controls, plus 
heading preset, 10 program- 
mable presets, programmable 
ramped start and stop, 1/2 degree 
target accuracy, and an RS-232 
port for complete computer con- 
trol and integration with popular 
tracking programs. 


Drake tOrque ....cssssecssssvens 17,000 inch Ibs. 
maximum vertical load sve 800 Ibs. 
Cable require Ment....cccscsssmnresssssceersee #18, 2-#22 
MAST SIZES ACCEPTET........csss0neee- 1.75-3 inches O.D. 
TEACOUT FESOIUTION ...seccssercovecnsersneneecnntertnes ..1 degree 
readout accuracy 


rotation range 
rotation speed 
TOLATION COFQUC.Q..accsssoneesrsnvensersenssecsnees 2500 inch Ibs. 
STATING COFQUE visesescvsseserscccrssessnsseensees 3500 inch Ibs. 
voltage INPUt ........00 . 110 or 220 VAC 


COTTON WEIGHT chic sclekrsi ssa cinidescuss cove 10 pounds 
motor weight........... sssesseee42 pounds 
WIN 1Oad CAPACITY....ccreeessseersseersnstees 35 square feet 


OB 2 Saspcccsovacssacs Pea oy Sree eh | <2] 
The MFJ 9982 is a high power 
HF antenna tuner. Using an 
air core roller inductor and air 
core variable capacitors, the 
tuner handles 2500 Watts con- 
tinuous carrier, on all HF bands. 
The tuner has a wide matching 
range, and features a 6-position 
antenna switch, 4-core balun, 
built-in 1500 Watt dummy load, 
illuminated peak/average cross- 
needle SWR/Wattmeter (simul- 
taneously reads forward power, 
reflected power, and SWR with- 
out calibrating), 3-digit turns 
counter, and more. 


DAN COVEFAGE sirsessneivnassinssesspbarsconcassecsaw 1.8-30 MHz 
COMNECEOSS secsssesssssersnsees S0-239s (accepts PL-259s) 
CIMENSIONS ..sssesssecerseversnsseee 15.8"Wx7" Hx 15.8" D 


POWER Pati resecscscssesssessssscnees 2500 W, continuous 
WEIGH... ccsccecsocohnsuntantnenaivesshiqaldsria SDN ROnOE 15 pounds 


Mt 


DBO Da ieasaritaciskenseunasce ae 
The MFJ 989C is a high power 
HF antenna tuner. Using an 
air core roller inductor and 
two transmitting capacitors 
to minimize SWR, the tuner 
features an illuminated cross 
needle meter, three digit roller 
inductor counter, and more. 
The meter simultaneously 
reads forward power, reflected 
power and SWR—all without a 
calibration procedure. Inter- 
nally, a 300 Watt dummy load, 
current balun, and 6 position 
coax switch are integrated for 
increased versatility. 


DAN COVETAGE secsssussveacsssasnssseseeseeensansasies 1.8-30 MHz 
CONNECEOFS...-.s0000 +. 50-239s (accepts PL-259s) 


CIMENSIONS vecssesesssssnsseessosses 10.8" W x 4.3" Hx 15" D 
POWER Fath .nsrsversssvssrsvsssonseossncetenns 3000 watts PEP 
WEIGHL cissssessssnnchadatopsonstlomeetornilolecr panna 15 pounds 


DEG si i csvssponcsvathivesnencnscsiga he 
The MFJ 986 is a high power HF 
antenna tuner. It uses a wide 
spaced, silver plated roller 
inductor and a single differen- 
tial transmitting capacitor so 
minimum SWR can be tuned 
by using only two controls. The 
tuner features an illuminated 
cross needle SWR meter (which 
simultaneously reads forward 
power, reflected power, and 
SWR without a calibration 
procedure), three digit induc- 
tor counter, built-in current 
balun, internal six position 
coax switch, and more. 


Band Coverage sincssseccsisscsiseassssvecasnssuasubuls 1,8-30 MHz 
-SO-239s (accepts PL-259s) 


CIMENSIONS ..serssssesernsscssnsenee 10.8" W x 4.5" Hx 15"D 
POWEF Fating .n...sssseccosssorsssesevtccesnvesons 3000 watts PEP 
WEIGH ....ccovsercencnsadoencnasvontdinbncebbauseananlaolin ..12 pounds 


962D ...sccvsocssconenensbnesebste ieee 
The MFJ 962D is a high power 
HF antenna tuner. It uses an 
air cooled roller inductor and 
two transmitting capacitors 
to minimize the SWR of any 
antenna. The tuner features an 
illuminated cross-needle SWR 
meter (which simultaneously 
reads forward power, reflected 
power and SWR without a cali- 
bration procedure), a built-in 
4:1 balun, and a six position 
coax switch for increased versa- 
tility. The MFJ 962D is ideal for 
use with the Ameritron AL-811 
and AL-811H amplifiers. 


band. coverage wisislscndacecntiian ees 
COMNECEOMS srrerererssessrerees SO-239s (accepts PL-259s 
GiMENSIONS ..cccssccevsessseseee 10.8" Wx 4.3" Hx: 

POWEF Pati ......ssssssrseserrnssessesscsenseses 1500 watts PEP 
WOIgHt assosnnseccnact salah a 


9B9 iissiivebeassvbaaes deisesecessace 1O9 
The MFJ 969 is a 300 Watt an- 
tenna tuner covering the 160-6 
meter bands. It features an air 
core roller inductor with self- 
wiping contacts, mechanical 
roller inductor counter, built-in 
heavy duty 4:1 balun, eight posi- 
tion antenna switch, built-in 50 
Ohm dummy load, illuminated 
cross-needie SWR meter which 
simultaneously indicates for- 
ward and reflected power as well 
as SWR—all without the need 
for a time consuming calibra- 
tion procedure. The tuner will 
match virtually any antenna or 
mobile whip. 


band COVErAGE scicrsctsséoleriotsastaiarestabedlavten 1,8-60 MHz 
COMNECTOSS.....seesseeroneeese S$O-239s (accepts PL-259s) 
GIMENSIONS....secsscssseeerensnee 9.5"W x 3.5" Hx 10.5" D 
POW PACHING 5.0, Ri ines chascectantecctetoasestpectisotesensts 300 W 
WEIGH .sssssverseseconhtarmsecteamtereleddclencaneg ena 5 pounds 


Orders: (800) 272-3467 


GAGE, itserersibasvencscoornseses BUDD 
The MFJ 949 is a 300 Watt T- 
circuit antenna tuner, covering 
the 160-10m bands. It features 
a built-in heavy duty 4:1 balun, 
peak and average reading cross 
needle SWR meter which si- 
multaneously reads forward 
and reflected power as well 
as SWR—without a calibration 
procedure in either 300 Watt 
or 30 Watt full scale settings, 
built-in 300 Ohm dummy load, 
eight position coax switch, and 
more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


DaNd COVETAGE ..csssssssssessseeessesnereensseressees 18°30 MHZ 
CONMECEOSS...seecssvererseeere SO-239s (accepts PL-259s) 
AIMENSIONS -ressesssiotssuoortbenrpsDsabtalee 10"W x 3"Hx7"D 
POVWEr rath Gl cress osc llacest ie badiedes ae Naess 300 W 
WEIGHL,....cecaiseotssonssahibvehevneqiabtovesttoalituneeralaen 5 pounds 


Local: (972) 422-7306 


GAS cscacssdbecsanprsopehavennoncaee PLAS 
The MFJ 948 is a 300 Watt T- 
circuit antenna tuner covering 
1.8-30 MHz. It is identical to 
the 949E, except without the 


internal dummy load. Features 


a peak and average reading 
cross-needle meter which si- 
multaneously reads forward and 
reflected power as well as SWR 
without the need for a time con- 
suming calibration procedure, 
a built-in eight position coax 
switch, heavy duty 4:1 balun, 
and more. The tuner will match 
almost any antenna or mobile 
whip fed with balanced line or 
coaxial cable. 


Dad COVEFAGE veeeecssnsseresssesersesnsaseressees .. 1.8-30 MHz 
connectors........ .SO-239s (accepts PL-259s) 
saurd 10.3" W x 3.3"H x 7.5"D 


sales@texastowers.com 


DAI Eu. ssbcccsshavoysnaesoogharean Dae 
The MFJ 941E is a 300 Watt HF 
antenna tuner covering 1.8-30 
MHz. It features a 12 position 
air wound switched inductor, 
illuminated cross-needle me- 
ter which simultaneously in- 
dicates forward and reflected 
power as well as SWR in either 
300 Watt or 30 Watt scale— 
without a time consuming 
calibration procedure, a built- 
in eight position coax switch, 
and a built-in 4:1 balun. The 
tuner accepts balanced line, 
coaxial cable and single wire 
antenna inputs and will tune 
most any antenna. 


band coverage iutitnncinn 
COMMECEOLS seesssesseesereereee SO-239s (accepts PL-259s 
GiMENSIONS ...esssssssavsseseeeeee 10.6" W x 2.8" Hx7 
power jating» a an 300 W 
WIGNL....piscsaccosatsatateceeddbestiesssbeses Esme wu pounds 


Dieter scrabebadessressssess900 9 119 
The MFJ 945E is a compact 
300 watt HF antenna tuner 
designed for mobile opera- 
tion, covering 1.8-60 MHz. 
This T-circuit tuner features an 
illuminated (requires 12 vDC 
source, power cord provided) 
cross-needle SWR meter which 
simultaneously reads forward 
power, reflected power and 
SWR—all without a calibration 
procedure. The tuner will match 
virtually any transmitter to any 
mobile whip, as well as almost 
any fixed station antenna, such 
as a dipole, long wire, or vertical 
antenna fed by balanced line or 
coaxial cable. 


DAN COVEFAGES eeesseesccsssesenensen .. 1,8-60 MHz 
CONNECEOSS ..sesseeseesversnese "_SO- 239s Roark PL- -259s) 
dimensions... 1 8" Wx 2" Hx 6" D- 


DOSB wohecsstasssdatesseversessstees S229 
The MFJ 993B is the world’s first 
dual power auto tuner, covering 
1.8-30 MHz. It handles 300 Watts 
with a huge tuning range of 
6-1600 Ohms, or 6-3200 Ohms 
in the 150 Watt setting! Features 
an illuminated cross-needle 
meter (which simultaneously 
indicates forward and reflected 
power, and SWR—without cali- 
brating), 20,000 tuning memory 
channels for faster tuner setting 
recall, 2-position antenna switch, 
built-in 4:1 current balun, and 
more. A two-line LCD display 
indicates forward or reflected 
power, SWR, L/C settings and 
other information. 


band COVETAGE spsscseccssesedascosstoecndenensessttie 1.8-30 MHz 
COMNECEOLS ..sesessercnessonss SO-239s (accepts PL-259s) 
CIMENSIONS ...secssisssesesvsssscesnsnees 2.8" Hx 10"Wx9"D 


power rating. .. 300 W, maximum 
WET TE as 2ia is cnascncestes cnr aaceubbatecbecibanepiane 3.9 pounds 


'.259B...$259 
The MFJ 259B 
is an HF/VHF 
antegae ana- 


handy test 
instrument 
connects to 


an antenna 
feed point, 
and gener- 
ates alow level RF signal indicated 
by the built-in frequency counter. 
Features a tuning control which 
allows sweeping the output fre- 
quency to find minimum SWR 
and specific feed point resistance 
simultaneously. It covers 1.8-170 
MHz, and uses 8 AA batteries; mea- 
sures 4" W x 6.8" H x 2.5" D. 


Da Ue i déksandenasananoaacese $15.95 
AC Adapter for indoor use. 


66..... seeceeecoeececeocnseeoos eececce 24.95 
Dip Coils for the MFJ 259. 


29C, Carry Case.....,....$24.95 
Carry pouch with window. 


269 .....$339 
» The MFJ 269 
» isan HF/VHF/ 
UHF antenna 
© analyzer. It 
» includes all 
the features 
of the popu- 
lar MFJ 259B, 
and much 
more. In- 
cludes built-in Ni-Cad and Ni-MH 
battery charging circuit and MFJ’s 
new 12-bit A/D converter. The 
MFJ 269 can be used to measure 
antenna SWR, feed line loss, feed 
line velocity factor, distance to 
short or open, SWR, return loss, 
reflection coefficient, and more! 
Accepts “N” male connector, 
supplied with “N” male to UHF 
female adapter. Covers 1.8-170 
and 415-470 MHz, and uses 10 
AA batteries; measures 4" W x 
6.8" H x 2.5" D. 


Tis Bie LD besveehanson feasbetatnsbnsestl OsaD 
AC Adapter for indoor use. 


Nei Laieseckec ee cseccseusses 969 
The MFJ 250 is a 50 Ohm oil 
filled dummy load. It is rated 
_ for 2000 watts PEP for 10 min- 
utes. SWR is rated 1.2:1 at 30 
MHz, increasing to 2:1 at 400 
MHz. With removable vent cap, 
S$O-239 input connector, and 
carry handle. Supplied with 
PCB-free transformer oil. 


Bi dietecesceesCscccstveceorsesce 974 
The MFJ 264 is a 50 Ohm air 
cooled dummy load. SWR rated 
1.1:1 at 30 MHz, usable up to 
650 MHz. Rated to handle 100 
watts continuously, or up to 
1000 watts for 10 seconds. 
Measures 3" H x 3"Wx9"D, with 
SO-239 input connector. 


Orders: (800) 272-3467 


1704... .cccccscccecscccesceceres ee yf] 
The MFJ 1704 is a low loss, 
cavity type 50 Ohm coaxial 
switch. It has a single input 
and four separate outputs, all 
SO-239. All unused positions 
stay grounded for added pro- 
tection. A replaceable surge 
absorber protects against static 
discharge. It handles a full 2500 
W PEP with extremely low SWR. 
Isolation is better than 60 dB at 
30 MHz; 50 dB at 500 MHz with 
very low insertion loss. 


D7OZG crrccssdsecisvectdtactes SSOITD 
The MFJ 1702C is a two position 
coax switch similar to the 1704 
shown above. Now includes 
lightning surge protection. 


Local: (972) 422-7306 


TOO es esc enasie cue $B9 
The MFJ 1700C 
is asix-position 
antenna/trans- > 
ceiver switch. 
Allows you 
to instantly 
select one of 
six antennas 
and one of six 
transceivers. 
Handles 2 kW PEP, covers 1.8-30 
MHz. Built-in surge arrestor helps 
protect your gear. All connectors 
are SO-239, and unused positions 
are automatically grounded. Mea- 
sures 6.5" H x 4.8" W x 3" D. 


‘bgp Birt Mecmerinnt cay Pk pee Sr HA 
The MFJ 1701 isa six position coax 
switch. Covers 1.8-30 MHz and 
handles 2 kW, PEP. Unused posi- 
tions are automatically grounded. 
All connectors are SO-239 type and 
are connected from the bottom 
of the switch, so it can be conve- 
niently wall mounted. Measures 3" 
H x 10" W x 1.5"D. 


sales@texastowers.com 


TTT aesetectsavebestcancsscassscee Seles wa 
The MFJ 1116 is a fused and DC 
bypassed DC multi-connect. Pro- 
vides 8 pairs of heavy duty binding 
posts that will handle a total of 
amps. Built-in 0-25V voltmeter, 
fuse holder and illuminated power 
switch. Measures 12.5" W x 2.8" H 
x 2.5" D. With connected 6' heavy 
duty 8 gauge color-coded power 
cable, with ring terminals. 


11 42 ccpccaiebalsenittierenrieertea ae 
Similar to the 1116, described 
above, except without the voltme- 
ter, fuse holder or power switch. 


PUTS i ikaidasccnrvcessatssotosncle Oa oee 
Not pictured. Similar to 1116, but 
with two sets of posts rated for 35 
amps, total, plus 6 additional sets 


rated for a total of 15A. 


The MFJ 4245 is a compact, 
variable voltage switching DC 
power supply, providing up to 45 
Amps. Specifically designed and 
filtered to eliminate RF noise. Full 
over-voltage and over-current 
protection keeps your con- 
nected equipment safe. Features 
separate backlit amp and volt 
meters, front panel voltage con- 
trol. Front panel mounted bind- 
ing posts and cigarette lighter 
socket are provided, as well as 
a pair of quick disconnects on 
the rear panel. 


OUTPUT VOItAGE <n. cnessecnanpesossasenesseraees pines 9-15 vDC 
OUTPUT CUITENE.....ceroeeeee 40 A continuous, 45 AICS 
INPUT VOITAGE ....caeecsassecsvenseees 85-135, 170-260 vAC 
ripple/regulation....< 35 mV p-p / 1.5% full load 
SIZE oi cAinaen 4.8" H x 7.5" W x 9" D, 5.5 pounds 


Mt 


FATS Ni Wrecscdatthsbeviinsenetior ieee $99 
TE 7S i. dcavssscassctsncesepestanssenes $99 
The MFJ 1275 is a computer sound 
card interface for operating all 
digital modes, like PSK-31, Packet, 
APRS, AMTOR, RTTY, SSTV, CW, high 
speed CW meteor scatter and many 
others. It also features CW and SSB 
memory keyer modes. Provides 
fully automatic operation with 
audio and push-to-talk control. 
Matches sound card audio, elimi- 
nates ground loops and provides 
microphone override. Internal 
jumpers program wiring for any ra- 
dio with a round 8-pin mic plug (the 
M model is for rigs with modular 
mic plugs). Bypass switch lets you 
quickly return to normal computer 
operation. Supplied with RS-232 
and audio cables, power supply, 
anda CD with a collection of popu- 
lar digital mode shareware. 


Orders: (800) 272-3467 


GOS 5SMV ..ccrerceeeee Kentehessnee wee $139 
The MFJ 4035MV is a variable 
voltage power supply, providing 
up to’35 amps of current. A super 
heavy duty transformer allows the 
power supply to run at 30 amps 
continuously. Fully regulated with 
over-voltage and over-current 
protection to protect your gear. 
Equipped with separate amp and 
volt meters. The front panel has a 
pair of heavy duty binding posts, 
two pairs of quick-disconnect ter- 
minals, a cigarette lighter jack, fuse 
holder, illuminated power switch 
and variable voltage control. 


Output Voltage voici casesciecassstiesebactozanavcseen 1-14 vDC 


output current... 
Input Voltage sais sessesbrascsosuesameanslaeasaner tenga 
ripple/regulation.......< 30 mV p-p/ 1% full load 


SIZE snslenelioee 4.8" Hx 8" Wx 11.8" D, 20 pounds 


407D, CW Ke yer crscsrcreesorsserees $79 
1312D, AC Adapter..........$ 15.95 
The MFJ 407D is a CW keyer, featur- 
ing the world-famous Curtis chip 
allows even novices to send perfect 
CW. Offers front panel controls for 
volume, speed, weight and tone, 
as well as a tune button. Keys tube 
and solid state rigs. Built-in speaker 
for sidetone. Can be powered with 
an internal 9V battery, or optional 
1312D AC adapter. Measures 1.8" H 
x 5.8" W x 4.8" D. 


401D, Compact Keyer .....$69 
Compact version of the MFJ 407D 
described ai? 
above. With- 
out tune but- 
ton. Tone and weight controls are 
via internal pots which can be 
adjusted with a small screwdriver. 
Measures 1.8" H x 4" W x 3.3" D. 


Local: (972) 422-7306 


The MFJ 4125 is a compact, 
switching DC power supply, 
providing up to 25 amps of 13.8 
vDC power. Perfect for power- 
ing any of the popular 100 watt 
HF transceivers. Specifically 
designed and filtered to elimi- 
nate RF noise. Full over-voltage 
and over-current protected. A 
whisper quiet internal fan keeps 
the power supply cool. Features 
front panel mounted binding 
posts for high-current loads and 
rear panel mounted push-on ter- 
minals for low-current loads. 


OUTPUT VOItAGE 5.c:;corseceucacsarccssassseeohoandencelaoben 13,8 vDC 
output current... 25 Acontinuous., 20 AICS 
INPUT VOITAGE ....cceesessseesnecereae 85-135, 170-260 vAC 
ripple/regulation....< 35 mV p-p/ .51% full load 
SIZE. iideetene 2.5"H x 5.5" Wx 5.8" D, 3.5 pounds 


422D, Keyer/Paddle......$179 
1312D, AC Adapter ....$15.95 
The MFJ 422D is a CW keyer/ 
paddle combination, built on the 
popular Bencher BY-1 iambic CW 
paddle. The keyer portion is inter- 
nally identical to the MFJ 401D, 
described below. Can be powered 
by an internal 9V battery, or with 
the optional 1312D AC Adapter. 


564, lambic Paddle....$69.95 
564B, lambic Paddle..$69.95 
The 564 is an iambic CW paddle, 
with heavy chrome-plated base 
and red Lucite™ paddles. The 564B 
has a black crinkle-finished base 
and clear Lucite™ paddles. 


sales@texastowers.com 


GST Leiscuneeies <aa4o.deaaiide caine an 
The MFJ 4312 is a linear 13.8 
vDC power supply. Tradition- 
al design uses a heavy duty 
transformer to provide up to 
12 amps of current, perfect 
for powering a mobile 2m or 
2m/70cm dual-band trans- 
ceiver. The power supply is 
fully over-voltage and over- — 
current protected, to keep 
your connected equipment 
safe. Equipped with front panel 
mounted binding posts and 
cigarette lighter socket for easy 
DC power connections. 


OUtPUt VOItAGE ..rsnensmsenesnmnnennnnaone 13.8 VDE 
output current. 10A ae 12 AICS 
input voltage... 2 acrenestaral 
ripple/regulation........ <30 my p- ‘p/ 1% full load 
size. 4.8" Hix8"Wx 10.3" 0,135 po 


418, Code Tutor .......ccreese000 989 
26B, Soft Case.....cscoroeree 99,95 
The MFJ 418 is a pocket-sized 
Morse code tutor. Beginner's 
mode uses ARRL format to learn 
small groups of characters. New 
character groups are gradually 
added until all are learned. Prac- 
tice copying sent code and then 
instantly check your copy on the 
LCD display. MFJ’s Word Recogni- 
tion Mode helps you recognize 
hundreds of common words in- 
stead of hearing them as individ- 
ual letters. Includes volume and 
pitch controls. Speed is instantly 
adjustable (3-60 WPM). Powered 
by an internal 9V battery (not in- 
cluded). Measures 2.3" H x 3.8" W 
x 1" D, weighs only 5 ounces. 


FO iiicnsehh ccosahecccscscnsee -$129.95 
The MFJ 870 is a high-power 
SWR/watt meter, covering 1.6- 
60 MHz. It has a large 3-1/4" x 
1-1/4" illuminated meter, and 
is switchable between 30, 300 
and 3000 Watts, full scale, peak 
or average. Reads forward or re- 
flected power or VSWR. Housed 
in an all-metal cabinet with an 
injection molded front panel, 
it will look at home next to any 
transceiver. Supplied with a DC 
cord to provide power to the 
back light lamps. 


FrEQUENCY LANGE cesescscosssercernsesessnsceessnreces 1.6-60 MHz 
reali te,) (AS Ses pally ee remets +10% (AVG) 
ranges... ig iseathOSeOBTER ..«.30/300/3000 W 
minimum SWR sensitivity. lgarstvebstostsssccssnoesee 3 watts 
COMME CLOTS .rscsecsssssersseeses SO-239 (accepts PL-259s) 
PRIDE RUOR NOS 5s ipraccostelibsacsscie(hist vovsanscsincenceonessencedyd 5 dB 
SIZE ..2. fo lessorsescshntesesseaeoeteceeeot hud EA 20 WOOD 
RV TCAU ME tet ccs chscsspeeis phased tava cfeitesevcccoscpesoinssone 1.8 pounds 


860 ...eccoeee tba vabveueee sbetnsdoseests OOD 
Cross-needle SWR/watt meter, 
covering 1.8-60 MHz. Illumi- 
nated movement reads forward 
power, reflected power and SWR 
simultaneously—without the 
need for calibration. Measures 
2.3" Hx 4.5" W x 3" D. 


BOS sitssicntens Fenlsmactéastrclaneveads «»» $69 
Similar 16 the MFJ 860, shown 
above, except covers 2m/220 
MHz/70cm, with a single sensor. 
Measures 2.5" H x 5.8" W x 2.3" D. 


BOG ...cccccsscceseee scuabensbeencasbsuen $99 
Similar to the MFJ 860, shown 
above, except covers 1.8-60- 
/144/440 MHz. One sensor for 
1.8-60 MHz and another for 
144/440 MHz. Measures 2.5" H x 
7.3" W x 2.3" D. 


The MFJ 105C 
isthe world’s 
most popu- 
lar ham 
radio wall 
clock. True 
24-hour 
quartz move- 

ment. Huge 12" black face with 
white. numerals for high visibility, 
with attractive gold hands. 


107B........ Sogbohoes SEC PRG be B54 
mmm The MF 1078 is a 
24-hour digital UTC 
® clock. Large 5/8" 

- ==" LCD numerals with 
brushed aluminum frame. Mea- 
sures 2" Hx 2.5"W x 1"D. 


TOSB v.ccccccsscoces $21.95 
Dual time version of the MFJ 
1078. One 
clock can be 
set for local 
time, the other for UTC. Measures 
2H x:4.5°Wx1"D, 


Soeeseneoeveoss 


ae 


TLE Vine causesdawasttnealecsias oie? 9D 
The MFJ 118 is a jumbo-sized 
digital clock. It has huge 1.3" 
high-contrast LCD digits, mak- 
ing it easy to read. Also has date 
and day of week display. Can be 
used in 12-hour or 24-hour mode. 
Measures 2.5" H x 5.8" W x .5" D. 


125, DX’ers Clock.......$34.95 
The MFJ 125 is 
a 12" analog 
24-hour 
wall clock 
featur- 
ing three 
smaller in- 
dependent di- 
als for 12-hour time, day of week 
and date. No more confusion 
while logging DX! 


1798 ....$279 
The MFJ 1798 
is a ten band 
half wave vertical an- 

tenna. Like the 1796, 

it’s a ground inde- 

pendent half wave, so 
no radials or ground 
plane are needed. 

The antenna is very 

efficient because it’s 

end loaded with the 
* feed point at the top, 

so the entire antenna 

radiates power. The 
1798 offers alow angle 
of radiation, uses no 
traps, achieves 
a close 50 Ohm 


the bands, and 
requires no 
switching. 


bands......... 


80/75, 40, 30, 20, 17, 15, 12, 10, 6, 2m 


Orders: (800) 272-3467 


match across © 


1796 ....066.$209 
The MFJ 1796 is 
a six band half 
wave vertical anten- 
na. Since it’s a ground 
independent half wave, 
no radials or ground 
plane are needed. It’s 
ideal for limited space 
situations like con- 
dominiums, apart- 
ments, and portable 
use. The antenna is 
very efficient because 
it is end loaded, so 
the entire antenna 
radiates power. It uses 
) no traps, and 
achieves a close 
50 Ohm match 
on all bands, 
with no band 
switching. 


40, 20, 15, 10,6, 2m 
. varies by band 
ab cunbeisee HE tks 
1500 watts PEP 
weer 5 pounds 


band coverage 
bandwidth (2:1 SWR 


1 778, G5RV Poopecescoavesesoseocooess 


Local: (972) 422-7306 


$49 
The MFJ 1778 is a GSRV multi- 
band wire antenna, covering 10, 

Bite, 12.1 5)97,20, 
30, 40, and 
80m. The an- 
} tenna is 102' 
long, with a 
32.6' lead in, 
constructed 
of 450 Ohm farce: line. An 8-10 
turn coax balun is required, which 
would use an additional 10’ of 
whatever feed line is connected. 
A manual antenna tuner is rec- 
ommended for use with all GSRV 
type antennas. Can be used as a 
horizontal dipole, an inverted V, 
or a sloper. Handles 1500 Watts. 
No assembly required. 


1778M, GSRV JR.......000000000 $45 
Shortened version of the MFJ 
1778 shown above. Covers 10, 
12, 15, 17, 20, 30, and 40m. The 
antenna is 52' long, with a 17' 
lead in. Handles 1500 Watts. No 
assembly required. 


sales@texastowers.com 


912, W9INN Balun.,..........0... $65 
The MFJ 912 is a remote balun 
box. Converts unbalanced coax 
line to balanced ladder trans- 
mission line. Rugged aluminum 
housing contains a huge two- 
core 4:1 balun, wound with Tef- 
lon™ wire attached to heavy-duty 
ceramic feed-through insulators. 
Handles 1500 W. Measures 2.3" H 
x 3.3"Wx7" D. 


918, 1:1 Balun............$29.95 
The MFJ 918 is a true 1:1 cur- 
rent balun/center os 
insulator. Forces om, > 

equal antenna ee 
currents in dipoles | > 
for superior perfor- Sg - 
mance. Reduces feed com 
line radiation and field 
pattern distortion, as well as TVI, 


RFI and RF hot spots. 


PALSTAR 


AT1KP........ aedespsabaneqronseaah wore $449 
The Palstar AT1KP is a 1200 W 
antenna tuner covering 1.8-30 
MHz. Its differential design uses 
only two knobs for tuning. Both 
are large, offering super smooth 
control of the capacitor and the 
inductor. The tuner features a built- 
in 4:1 balun, 6-position antenna 
switch and a backlit cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Peak or average power can be 
shown, switchable between 300 
and 3000 W full-scale readings. 


FFEQUENCY FANGE vessessscscossssesseosresnnnnnessses 1.8-30 MHz 
POWEF HANALING .....sssscsssessccnsesesneessnseeeese 1200 W, PEP 
INPUt COMMECTON..,.orscasciosocsaasenoestosesstosspeslonseate SO-239 
OUTPUT CONNECTOSS .....see000s SO-239, binding posts 
CIMENSIONS ...secssssessnseccaneeses 4.5"°Hx 10.5"Wx 11" D 
WEIGFIE siscsccccrotoryscrasanteas estar bescecueleereemasieetd 8 pounds 


PALSTAR 


ail iced feral 


AT-AUTO .....ccccscsssescesseorseree 91259 
The Palstar AT-AUTO is a 1.5 kW 
automatic antenna tuner. It has 
a large, backlit 2-line LCD display 
for reading the status of antenna 
feed, frequency, and tuner memory 
channel. A custom built capacitor 
for differential tuning and a custom 
built ceramic body roller inductor 
assures an accurate match to any 
antenna. The tuner also includes 
a cross-needie peak/hold SWR- 
wattmeter, which displays forward 
power, reflected power, and SWR— 
simultaneously! 


FFEQUENCY FANGE srssescscsssnseeseccscersnssessees 1.8—30 MHz © 


POWER HAaNAIING .....ssesssssesersvsesnvererseressees 1500 W, PEP 
tuner memory channels..... pattern 

BUIFUEE GS CUT Cosas spaeccsesreecrcnsoseeson 
input Voltage .......6 
input CONNECTOF....... 
output connectors... 
dimensions.. 
weight...... 


..50-239, binding posts 
5.5" H x 12.5" W x 16"D 


Orders: (800) 272-3467 


AT150O0ODT.......cccecccosseorssessees 9479 
The Palstar AT1500DT is a full power 
antenna tuner covering 1.8-30 
MHz. Differential design with single 
tuning capacitor control. Capacitor 
and inductor controls are large and 
smooth, offering precise tuning. 
The tuner features a built-in 4:1 
balun, 6-position antenna switch 
and an illuminated cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Peak or average power can be 
shown, switchable between. 300 
and 3000 W full-scale readings. 


FFEQUENCY FANGE -nessrsscoresseesersueesecnaniegsored 1.8-30 MHz 
power handling......... ... 1500 W, PEP 


Input CONNECCOF Sc vcciccecossssosecnestibee meomnaeaen SO-239 
OUTPUT CONNECTOTS .....ec00re0 SO-239, binding posts 
CIMENSIONS.....csssseseesereees 4.5"Hx12.5"Wx 11.5" D 
WI GH Gictassasercesartasctenertorectivdons hssees ee see 11.5 pounds 


BT-1500A .......cscscrsessrecsserese 9079 
The Palstar BT-1500A is a legal 
limit balanced line tuner cover- 
ing 1.8-30 MHz. Features relay 
switched Hi-Z/Low-Z impedance 
range, relay switched HI-C/ 
Low-C capacitor range, built-in 
1:1 ferrite balun. Also includes a 
backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously! Meter 
reads peak or average power, and 
is switchable between 300 and 
3000 W PEP full-scale readings. 
Supplied with a wall transformer 
for meter backlighting. 


FFEQUENCY FANGE cessseesersserenecnsssensnsneseeesn 1.8—30 MHz 
POWEF NANI ......ceccsseccossesessesessneeersees 1500 W, PEP 


input connector....... sdphl> terrae te 
OUTPUT CONNECEOTS ..crescossecsvsesserssrersers binding posts 
dimensions... 6"Hx 13"Wx 16"D 
WEI Siscacescssesnccasces yaneseqtooopebres mean eeescaiee 17 pounds 


Local: (972) 422-7306 


PPA secsscenstevecksevsasvantocss SORE, 
The Palstar AT-4K is a 2500 Watt 
antenna tuner covering 1.8-30 
MHz. Its T-Match design uses two 
heavy duty variable capacitors 
and a heavy duty roller induc- 
tor to tune any antenna. The 
tuner has a built-in 1:1 input balun, 
6-position antenna switch, and 
a backlit cross-needle peak/hold 
SWR-wattmeter, which displays 
forward power, reflected power, 
and SWR—simultaneously. Peak 
or average power can be shown, 
switchable between 300 and 3000 
W full-scale readings. 


FrEQUENCY FANE vesecsccconsnsssessersonnvnsenssees 1,.8—30 MHz 


power handling 
input connector...... 

output connectors... 
AIMENSIONS.....seese0e 


PM-2000A ......ccccssrveseesveee 9159 
The Palstar PM2000A is a cross- 
needle, 
peak-hold 
type SWR/ 
wattmeter. 
It displays 
forward 
power, re- 
flected pow- 
er,and SWR—simultaneously! The 
backlit meter can display either 
peak or average power readings, 
and is switchable for 300 and 
3000 watt range power settings. 


PM-2000AM........ccccesee0e08 9159 
Similar to the PM-2000A de- 
scribed above, but designed for 
mobile operation. It is supplied 
with a mounting bracket with 
hardware, and a shielded external 
remote mount sensor. 


FFEQUENCY LANGE sccvesssssnvsessesesniessnrsssersense 18-00 MHZ 
POWeF NANI .....cssssssssssrsesersseserseeesevess 3000 Watts 
power ranges...... . 300 / 3000 Watts 
GOMMECTONS..\nccscccsteatacsyocetoevsvverstesvctenescnseteebsibens SO-239 
dimension x4.8"Wx4"D 
WRCI IIE .nssisncadecrwadiatctiresd ti uaaseebe cae 1.5 pounds 


sales@texastowers.com 


AT-5K.)....secsoscoconescssssanseropuensal th Fae 
The Palstar AT-5K is a 3500 Watt 
antenna tuner covering 1.8-21 
MHz, with reduced Z range on 
12/10m band. Its T-Match design 
uses two massive variable capaci- 
tors and matching roller inductor 
to tune any antenna. The tuner 
has a built-in 1:1 5 kW Teflon™ coax 
input balun, 6-position antenna 
switch, and a backlit cross-needle 
peak/hold SWR-wattmeter, which 
displays forward power, reflected 
power, and SWR—simultaneously. 
Reads peak or average power, 
switchable 300/3000 W full-scale. 


frequency range .... 30 ME 
power handling... 3500 Watts 
input connector... Ripe centre Ye. 6 An. 
OUtPUt CONNECTOFS ..re.ssseee0e SO-239, binding posts 
GIMENSIONS .esssesesssessseeneernseee BY HK 16" W 

WI Gt arsscctecteracessneceossoonssscqsenspeseasonreseeisenting 30 pounds 


ZM-30., ..sccsdccsssocenspasseesboseneneneee 
The Palstar 
ZM-30 is an 
automated 
SWR/anten- 
na analyzer 
with an 8-bit 
micro-con- 
troller and 
precision 
low power 
DDS signal 
generator. It 
also includes a self-calibrating 
reflectometer and displays SWR _ 
at selectable frequencies from 
1-30 MHz on its backlit 2 line 
x 16 character LCD display. It 
measures SWR, impedance, reac- 
tance, inductors and capacitors, 
transmission lines, stubs, Q, and 
resonant frequency. It includes 
a serial port for field-upgradable 
software. The ZM-30 can be 
powered by eight internal AA 
cells (not included), or any 9-16 
vDC source (requires 200 mA). 
Measures 3" W x 4"H x 2" D. 


_ PHILLYSTRAN 

Phillystran is a nonmetallic guy 
cable material that is electrically 
transparent. It is constructed of a 
_ Kevlar® fiber material which is cov- 
ered with an extruded copolymer 
jacket providing full U-V protection. 
This nonmetallic constructions of- 
fers complete isolation of the guy 
lines from the antennas. Guy wire 
insulators are not required! 


The newest version of Phillystran no 
longer uses the old potting heads 
that made the older version so com- 
plicated and expensive. We strongly 


recommend installing a short steel 
guy wire leader at the bottom of 
each Phillystran guy line to prevent 
the cable becoming damaged by 
rodents, vandalism or brush fires. 


All Phillystran sizes except the 
HPTG12001 are terminated using a 
special Preformed Guy Grip on.each 
end. The cable is twisted in-line, 
through one side of the preform. 
The other end of the preform is 
placed through the turnbuckle 
or other mounting hardware and 
then twisted onto the other side 
of the grip. 


CABLE STRENGTH STEELWIRE PRICE. , 
SIZE RATING EQUIVALENT PERFT. — GUYGRIP 
| _HPTGi2001_ | 1,200Ibs._ | _3/32"(1x7)_— | 5.45 
| _HPTG21001_ | 2,100Ibs. | _—1/e"(1x7)_— | $.65_ | PLP2738_| 
| HPTG4ooo! | 4,000Ibs. - | 3/16"EHS | $.95 | PLP2739_| 
| _HPTG67001_ | 6,700Ibs. | —V/4"EHS | 91.35 _| 
| HPTG112001 | 11,200Ibs. | 5/16"EHS | $2.35_| 


POLYPRASER 


Assure surge voltages and currents 
are prevented from being passed 
to other equipment. DC blocked, 
low loss, wide frequency range, low 
VSWR, aluminum enclosure. 


IS-50UX-CO, Flange........ $62.99 
IS-B50LU-CO, Bulkhead....$65.99 
Rated 1.5—400 MHz, 2 kW HF, 375 
W VHF, 125 W UHF. SO-239. 


IS-50UX-C1, Flange........ $62.99 

. 1S-B50LU-C1, Bulkhead....$65.99 
Rated 50-700 MHz, 375 WVHF, 125 
W UHF. SO-239 connector. 


IS-50NX-C2, Flange........ $62.99 
1S-B50LN-C2, Bulkhead ...$65.99 
Rated 125-1000 MHz, 375 W VHF, 
125 W UHF. N-female connector. 


Orders: (800) 272-3467 


IS-RCT .ncccccsesseseesverees 9119.99 
The Polyphaser IS-RCT is a protec- 
tor for rotators and nearby equip- 
ment. Protection for up to 8 wires. 
Water tight with mounting stud. 


1S-1 TW ...ccscesscccevesssoeee 989.99 
The Polyphaser IS-1TW is a multi- 
stage protector for telephones and 
trunk lines. Handles ring voltages 
to 105 V, surges to 36 kA. 


PRICE 


Local: (972) 422-7306 


Cc i t 1 ul 1200 End Kit 


Phillystran HPTG1200I is termi- 
nated using an end kit which is 
composed of four cable clamps, 
a thimble, and an end cap to pro- 
tect the fibers inside the cable. 


PHILLYSTRAN NON-CONDUCTING GUY MATERIAL 
an aes “END TERMINATION - 

THIMBLE 
HPTG1200! REQUIRES A“1200 END KIT” FOR TERMINATION. .scssue$3-95 
| _Notnormally required. | 3/8'TH | $1.85 _| 
ghar’ || -"$5,50.5,.| 5 2/16" THs, 
| pLp27ss | $18.00 | 1/2" | $8.25 | watt | $3.75 | Hi42 | 
| pup2758 | $21.00 | 1/2" | $8.25 | 1/2"TH | $3.75] H204 | 


SHACKLE PRICE 


PLDO-120USA15A........$169.99 
The Polyphaser PLDO-120USA15A 
is an in line, multistage line pro- 
tector. It offers multi-strike line 
protection, filtering, and proper 
grounding for a 120 VAC line. In- 
cludes two fully grounded outlets, 
power switch, and circuit breaker, 
within a grounded, all aluminum 
enclosure. Handles 15 amps, and 
is equipped with a 15 foot cord. 
Measures 4.8" W x 4" H x 4"D. 


PLDO-120USA20A........$199.99 
Higher current version of PLDO- 
120USA15A featured above. Han- 
dles 20 amps, and is equipped 
with a 6 foot cord. Measures 4.8" 
W x 4"Hx 4" D. 


NOTE: 

Be sure to ask for a free end in- 
stallation instruction sheet when 
ordering Phillystran cable. 


PRICE | ENDCAP © ‘PRICE | 


hi HOS 


$2.75 


The Polyphaser CU-SPGP is a heavy 
duty grounding plate. Constructed 
of .062" copper plate, mounted ona 
piece of 1/2" plywood. For mount- 
ing protectors and establishing a 
single grounding point for station 
equipment. Supplied with concrete 
anchors, two rolls of 1.5" x 10' cop- 
per grounding strap and two 12" x 
18" copper sandwich bars. 


CS SH2S asiivestecdes WW faxedesc¥iee .$99 
Low inductance cop- 
per grounding strap. 
Cannot be fused open 
by lightning. Roll is 25' 
long, 3" wide x #26 
AWG thickness. 


sales@texastowers.com 


wo) Lea AER aE $119 
Rohn 25G is a 12" trian- 
gular section steel tower 
with 1-1/4" legs and 
continuous 5/16" solid 
steel z-bracing. 


Rohn 45Gis an 18" trian- 
gular section steel tower 
with 1-1/4" legs and 
continuous solid steel 
7/16" z-bracing. 


SSG ccacohensosatanend DAS 
Rohn 55G is an18-1/2" 
triangular section steel 
tower with 1-1/2" legs 
and solid 7/16" braces. 


All Rohn 25G, 45G and 
55G tower sections con- 
nect with double bolt 
joints for added strength 
and are hot-dip galva- 
nized after fabrication 
for long life. Sections 


\ 
Ls are all supplied with as- 
sembly hardware. 


SAFETY BELTS 


) 
L— 


Miller Safety Belts 

Miller safety belts are con- 
structed of heavy duty webbed 
nylon. They feature steel rein- 
forced eyelets to prevent en- 
largement, and are equipped 
with a heavy duty D-ring on 
both sides for connecting the 
supplied lanyard. The lanyard 
is constructed of heavy nylon 
rope with safety latches on 
each end. These belts are very 
light and comfortable, provid- 
ing many years of safe use. 
Since they are constructed of 
nylon there is no danger of 
leather rot. 


Orders: (800) 272-3467 


TOP OPTIONS BASE OPTIONS SUPPORT OPTIONS 


2Z5AG2, Sl@VE.......ccreerecsecereeee $199 
Z5AGE, Flat ccccresccccsececcceeccessos: $199 
45 AG2;-SleeVE......cccesecsseecenasene 9389 
A5 AGG, Flat .....csccccesesrcsroessseere 9399 
Sleeve sections are designed 
to eliminate the need for a 
thrust bearing. Flattop 
sections are designed 
for bearing use and 
also include connec- 
tion points for upper 
guy wires. 


BPL55G, Top Plate .......rs0cassssee $549 
Flat top plate for 55G tower. Pre-drilled 
to accept Rohn TB-3 and TB-4 thrust 
bearings, and has connection points 
for upper guy wires. 


BSA5G oc centtarannate siiaisiaiiancinuide aa 
PUSS SG ince ccentcennsscarcccenanneaceaien DESO 
Rotor plate, pre-drilled to fit both 
Hygain and Yaesu apps: 
rotators. AS455G eins 
fits both 45G and © 2 
55G tower sections. 
Not designed, nor 
drilled for thrust 
bearing mounting. 


WARNING: 


Leather safety belts will even- 


- tually rot, causing the belt to 


break! Leather belts should be 
inspected very carefully for signs 
of deterioration. We strongly 
recommend against the use of 
leather safety belts. 


MILLER SAFETY BELTS 
SIZE... WAIST —_—~PRICE 


| smaut | 32-40"_| $119.95 | 


| MeDiuM | 36-44" | $119.95 | 
| LARGE | 39-44" | $119.95 | 


"Lictarce | 44-52" $179.95 | 


Local: (972) 422-7306 


BPC25G, Fixed.....cccccovcsesssseessease $75 
BPH25G, Hinged .........0e0sesseee $249 
BPC45SG, Fixed.......ccccvessessessesses 9139 
BPC55G, Fixed... .c..sccsoccsersessooees $199 
3/4" X 12" Pier Pin ........ccscseersseree $1.2 
1/2" X 12" J-Bolts.......0ceersesv0ee $15.75 
Fixed base plates ; F 
for mounting Rohn 
towers onan exist- 
ing concrete pad 

or pier. All require a 
single 3/4"x12" Pier 
Pin. Hinged base for 
25G tower requires four 
1/2"x12" Base J-Bolts. 


SB25G, Fixed .......ccesscccccssssses sesree 979 
SB25G5, Fixed (5°) .......c.csessseee «$109 
SBH25G, Hinged .assssscsssecssocseeee $249 
SB45G, Fixed .......cccsceceeceere wsesees 9119 


SB55G, Fixed ......ccccsscceceecsenssers 9179 
Short base sections for use 

when a base foot- 

ing is excavated and 

poured. Please Note: 

BPH25G hinged base 

section cannot be 

used in self-support- 

ing installations, 


STEEL MASTS 


GA25GD....... eee $129 
GA45GD.....0008 eve $159 
GAS55GD.....ccssccsanevipccnegadeasouss pa aan 
Guy assemblies, used to safely attach 
guy wires to Rohn 
tower sections. 
Evenly distributes 
guy load to all 
three sides of tower. 


HB25AG, 2-15" $119 
HB25CG, 2-36" .....00- $149 


HBUTVRO .......cccssssccscssscccenes S249 
Adjustable house 
brackets for 
light duty 25G in- 
stallations. HBUTVRO 
universal house bracket for light duty 
45G and 55G installations. 


EP25343, 3-Hole $39 
EP25345, 5-Hole ....... $59 
Equalizer plates allow connection of 
multiple guys to a single guy anchor. 


High Carbon Steel Masts 

We carry a complete line of 
extremely strong, high carbon 
steel, 2" outside diameter an- 
tenna masts. The typical yield 
strength of our steel mast mate- 
rial is 87,000 psi! We purchase 
the steel directly from the 
mill and have it hot dip galva- 
nized—inside and out, to resist 
rust and corrosion. The result 
is an antenna mast capable of 
handling the largest antenna 
systems, offering many years of 
trouble free service. 


WARNING: 

Don't be fooled by claims of alu- _ 
minum mast that are as strong as 
steel. The typical yield strength 
of our high carbon steel masts is 
87,000 psi—more than twice the 
40,000 yield strength of 6061-T6 
aluminum tubing. 


2" 0.D. STEEL MASTS 
LENGTH 12" 


sales@texastowers.com 


TOUER Hl PADUA 


a | THIMBLES si GUY INSULATORS PREFORMED GUY GRIPS - 


1/4" EHS x 1000"............$299 
1/4" EHS x 500'.......2000000 $159 
1/4" EHS x 250".........+ $109 
1/4” EHS X 100’.........csee000 $49 


3/16" EHS x 1000"......... -$259 
3/16” EHS x 500°........0006 $139 
3/16" EHS x 250".......cc0ser0 $99 
- 3/16" EHS x 100"......... éanse $39 
_ Genuine Rohn 1/4" EHS and 
3/16" EHS guy wire. Breaking 
strength for 3/16" EHS is rated 
at 3,990 pounds, 1/4" EHS is 
rated at 6,000 pounds. 


TOWER HARDWARE 


1/4" Thimble .......... sdittostuwods Pee D 
5/16" Thimble .......00« woeee 91.65 
3/8" Thimble .....cccccsescseeee $1.85 
7/16" Thimble .......c..00ee002 $2.75 
1/2" Thimble ......... PAE Rie d+. Fy 


Galvanized steel thimbles are 
used to support guy wire as it en- 
ters a turnbuckle or guy assembly, 
to prevent the guy wire from be- 
ing damaged. When terminating 
guy wire with cable clamps, the 
next larger size thimble should 
be selected. ( For 3/16" EHS, use 
a 1/4" thimble.) When terminat- 
ing guy wire with Preformed Big 
Grips™, a thimble two sizes larger 
than the grip should be used. 
(A 3/16" grip should use a 5/16" 
thimble, while a 1/4" grip would 
require a 3/8" thimble. 


BOOD cissoodessmcedancevisarsreanoes DaenO 
502 i siececvscnivoenhstversepnicesacense SOLO 
BOG scocsccccesonecsschesessvtnosvepvose POO 
Guy insulators are used to iso- 
late guy wires into non-resonant 
lengths. The 500D can be used 
with 3/16" EHS guy wire, when 
terminated with cable clamps. The 
502 is required for 1/4" EHS guy 
wire, or when using preformed 
grips with either guy wire size. The 
504 is used with larger guy wire 
sizes or for heavy duty applica- 
tions. All models are compression 
style, so if the insulator fails, the 
guy wires are still connected. Com- 
plete guy line isolation.can only be 
achieved with a nonconducting 
guy material, like Phillystran, fea- 
tures elsewhere in this catalog. 


3/16" Big Grip™ ....-0sseeseee $5.00 
1/4" Big Grip™ ......0sesseese08 $6.00 
5/16" Big Grip™ -.s.ccersesseee0 $6.95 
Preformed guy grips are used to 
quickly and securely terminate guy 


wires, replacing traditional cable 


clamps. They are much quicker 
and easier to install than cable 
clamps, are more secure, too. 


- GC65303, 3/16” Sleeve.... $1.65 


GC65136, 1/4" Sleeve...... $1.95 
GC65128, 5/16" Sleeve.... $2.10 
We recommend the use of end 
sleeve on all Preformed Big Grip™ 
installations. Split design simply 
twists on the end of the grip, 
ensuring it does not unravel from 
the guy wire. Absolutely required 
in ice-prone locations. 


fTURNBUCKLES = fm ~——sGUY ANCHORS EQUALIZER PLATES THRUST BEARINGS 


Ciaaatinits eoeszam 


3/8" x 6" Eye-Eye..........00 $15 
3/8" x 6" Eye-Jaw ........000.$17 
Recommended for tensioning 
3/16" EHS guy wire. Breaking 
strength is 6,000 pounds. 


1/2" x 9" Eye-Eye............. $21 
1/2” x 9" Eye-Jaw ........000 $25 
1/2" x 12” Eye-Eye........... $27 
1/2" x 12" Eye-Jaw .......... $28 
Recommended for tensioning 1/4" 
EHS guy wire. Breaking strength 
is 11,000 pounds. The 12" models 
more take-up than the 9" models, 
but the breaking strength rating 
is the same. 


5/8" x 12" Eye-Eye........ om TY | 
5/8" x 12" Eye-Jaw .......00 $32 
Recommended for tensioning 
5/16" EHS guy wire. Breaking 
strength is 17,500 pounds. 


Orders: (800) 272-3467 


fL 


<) 


GAS604 ......0200000 cuvesecone SOD 
The Rohn GAS604 is an earth screw 
guy anchor. Heavy duty 5/8" shank 
is four feet long, with 6" auger. 
Hot-dipped galvanized finish for 
long life 


The Rohn GAR30 is a concrete guy 
anchor rod. Heavy duty 5/8" diam- 


eter shank, 84" long. Hot-dipped 
galvanized for long life. 


a 


00000 


GASES ciicicsrcvsccsicorsnes « $139 
The Rohn GAC3455 is a super 
heavy duty concrete guy anchor. 
Large 3/4" diameter shank with 
an integral heavy duty 5-hole 
single equalizer plate. 


Local: (972) 422-7306 


EP25343....sccccose -- $39 
The Rohn EP25343 is a dual 
equalizer plate used for attaching 
multiple turnbuckles to a single 
guy anchor. Works well with the 
GAS604 and GAR30 guy anchors 
described on this page. Dual plate 
design is sandwiched over the 
anchor rod and up to three turn- 
buckles can be inserted into the 
opposite end of the plate. Includes 
all mounting bolts. Hot-dipped 
galvanized for long life. 


EP25345. $59 
Five-hole version of the EP25343, 
described above. Will accept up to 
five turnbuckles. 


sales@texastowers.com 


TB3, 4.75-2" 1.D. .......000000 $159 
TB4, 2.75-3" LD. ........ oeeee 9 185 
Heavy-duty, self-lubricating 
thrust bearings, by Rohn. Sup- 
plied with mast set bolts, and 
mounting hardware. 


GS-050, 1.25-1.875" LD. .... $39 
GS-065, 1.5-2.5" 1.D. ....0.0000 $59 
These Yaesu thrust bearings are 
an incredible value! Highly recom- 
mended for use with Glen Martin 
aluminum roof towers, and other 
similar products. They also work 
well with moderate sized towers. 


LMR® COAX 
There is now a better coax choice 


than 9913, 9913 Flex, RG-213/U, or 
RG-8. The Times Microwave Sys- 
tems LMR® coax line offers several 
different high-tech, ultra low loss 
50 Ohm coaxial cables utilizing a 
closed cell foam dielectric with a 
much higher velocity factor allow- 
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lEn-CON 


RG-213/U Coax..........$.69/ft. 
Military-spec version of RG-8U, fea- 
tures improved shielding, electri- 
cally stable polyethylene dielectric 
and a non-contaminating outer 
jacket for long life. Compare with 
Belden #8267. 


8X MINI Coax .....6000000 $.35/ft. 


TIMES. MICROWRUE SYSTEMS 


ing larger center conductor sizes 
for lower loss. 


The closed cell foam construction 
also keeps the center conduc- 
tor centered, even around tight 
bends. This keeps the charac- 
teristic impedance at 50 Ohms, 
unlike 9913 which allows the 
center conductor to shift position 


R84 Rotor Cable......$1.19/ft. 
Extra heavy duty 8 conductor, 
2-#12 & 6-#16 with black jacket. For 
Hygain rotors at lengths to 500’ 


R62 Rotor Cable........$.49/ft. 
Heavy duty 6 conductor , 6-#18 
with black outer jacket. For use 
with all Yaesu rotators. 


Mini RG-8U coax offers foam 
dielectric, 95% shield, and black COAK CONNECTORS 


non-contaminating outer jacket 
for long life. 


R81 Rotor Cable........ $.49/ft. 
Standard duty 8 conductor, 2-#18 
and 6-#22 with black jacket. For 
Hygain rotors at lengths to 125! 


R82 Rotor Cable........ $.69/ft. 
Heavy duty 8 conductor, 2-#16. and 
6-#20 with black jacket. For Hygain 
rotors at lengths to 200° 


R83 Rotor Cable........$.89/ft. 
Extra heavy duty 8 conductor, 
2-#14 and 6-#18 with black jacket. 
For use with Hygain rotators at 
lengths up to 300 feet. 


Orders: (800) 272-3467 


PL-259ST, UHF Male.....$2.49 
All silver construction with Teflon 
insulation. Fits RG-8/U, RG-213/U, 
9913, and LMR-400. 


9913NMC, N Male....... .$5.95 
Compression style connector with 
all silver construction and Teflon 
insulation. Designed for LMR-400 
and 9913, also works with RG-8/U 
and RG-213/U. 


9913NMS, N Male........ $5.95 
Solder type connector with silver- 
Teflon construction. Designed for 
LMR-400 and 9913, also works with 
RG-8/U and RG-213/U. 

\ 


Local: (972) 422-7306 


and impedance, degrading VSWR 
performance. 


The closed cell foam dielectric 
prevents the water migration 
problems so prevalent in the 9913 
type cables. These old designs 
have air space within the dielectric 
allowing water vapor condensa- 
tion to occur, collect, and travel 
inside the cable, ruining the loss 
and VSWR characteristics. 


These new Times Microwave LMR® 
cables offer a 100% double shield 


COAX SPECIFICATIONS 
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made up of a tough aluminum 
laminated tape bonded to the 
dielectric, followed by a tinned 
copper braided shield for added — 
strength and easy connector in- 
stallation. Unlike RG-8, RG-213/U, 
and other types of braided shield 
coaxes, the bonded shield pre- 
vents water migration between 
the shield and the dielectric. 


Finally, Times Microwave LMR? ca- 
bles have a tough black polyethyl- 
ene jacket to offer protection from 
abrasion and U-V breakdown. _ 


SHIELD 
COVERAGE 


COST 
PER FOOT 


Sseetinteniehitenhiiiesbiaaneahesdegiaaentedlitananiatsiamniinnstaieneatennadiediaah nnarambatainaaeniamdaninaiaiddeemmeamaimaianiekiaabeartetionerimmnidmcmurrun tm i a eee 


COAX ADAPTERS COAX JUMPERS 


N-F/E sssconesccseassstegenecnacscaates 95595 
N-M/BNC-PF....sccscssssessssessees 9.5495 
N-M/UHF-F......cscssssvsseesesee $5.95 
SMA-M/BNCY-F .....ccessesseeeee $8.95 
SMA-M/UHF-F .....cccccssseeeee $8.95 
UHF-F/BNC-M (UG-255)... $3.95 
UHF-F BULKHEAD............. $5.95 
UHF-F/F (PL-258).........000. $2.50 


UHF-M/M Seonessoceccecoos eeeeccece $4.95 
UHF-M/N-F....... secasednuns sere 9.5295 
UHF RIGHT ANGLE............ $4.95 


TIMES LMR@® CONNECTORS 


LMR-400 CONNECTORS 
TC400NFC, “N” female............ $12.50 


TC400NMC, “N” male............. $10.00 
LMR-500 CONNECTORS 

TCSOONFC, “N” female ............ $26 
TC5OONMCG, “N” male .......ccsec0e00e $22 


LMR-600 CONNECTORS 
TC600716MC, DIN male........... $39 


TC60ONFC, “N” female .........000 $26 
TC60ONMC, “N” mall ....ecscssssseee $20 
TC600UMC, UHF male...........00- $29 


8X-MINI 


8X-MINI COAX JUMPERS 
LENGTH 


MODEL COST 


Pexasc | 2ser._| $3595 | 
[Pax.7sc_[7set_ | $5495 


RG-213/U COAX JUMPERS 
MODEL. LENGTH COST 
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UNIVERSAL TOWER 


B-14/ B-18 / B-22 / B-26 
These versatile self-sup- 
porting towers are available 
in heights from 30 to 100 
feet. A series of 12 different 
sections varying in face 
width from 11-26 inches, 
make up a range of 30 dif- 
ferent tower models. 
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Aluminum construction 
makes these towers ex- 
tremely lightweight for 
easy installation., yet they 
are rugged, and have a 
permanently rust-free fin- 
ish. All base assemblies 
- are constructed of steel 
for this high-stress area of 
the tower. The steel base 
also prevents the concrete 
footing from corroding the 
aluminum tower sections. 
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The 12 tower sections are 
available separately for 
customer engineered ap- 
plications. 


UNIVERSAL TOWER 


Universal B-30 Towers 

These versatile self-sup- 
porting towers are avail- 
able in heights from 40 to 
100 feet. A series of 14 dif- 
ferent 10' sections varying 
in face width from 11-30 


a as 
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A inches, make up a range of 
4 19 different tower models. 
' Aluminum construction 
Mm makes these towers ex- 
y tremely lightweight for 
7 easy installation., yet they 
1} are rugged, and have a 
Pal permanently rust-free fin- 
Ke ish. All base assemblies 
| are constructed of steel 
Ki for this high-stress area of 
4) the tower. The steel base 
sf also prevents the concrete 
4, footing from corroding the 
SF) aluminum tower sections. 


The 14 tower sections 
are available separately 
for customer engineered 
applications. 


Orders: (800) 272-3467 


} 
UNIVERSAL SELF SUPPORTING ALUMINUM TOWER SPECIFICATIONS 


TOWER HEIGHT BASE ROTOR WINDLOADCAP.(SQ.FT)  weicty 
MODEL = {FT.) MODEL PLATE 80MPH 100MPH 110 MPH tile 


few [orn | asf. 
| eis | ri | 35 | 
a O18 hie ee oa 
Se CS 
CEN? FES EE 
CET CST EE 
| 822 | R45 
Ce A 
rn ma Pe 
9.5 
Lace 
BREDA 
Palas 
eerie 
ey 
cae 
Bera 
AS 


YOUR 
PRICE 


2.5 
ce 
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“11 

Pe 
ee ae ET EO 
2 CT CE 
| 7-60 | 60 | 826 | RN 
Ee OT 
| 15-50 | so” | 826 | R14 | | 7 | isa | $1729 | 
Pies | so | e2e [eta [tes | aos fami | stan | 
| 2i-ao | 40 | B26 | Ria far | ts | ns | 12a] $13ee | 
| 23-40 | ao | 826 | Ris | 23 | 155 | i | 46 | Si6i9 
| 35-30 } 30° | B26 | Ria | sas | 25 | 19 | 12 $1239 | 

All Universal towers are drop shipped directly from the factory. 

Please call us for delivery charges. MI residents must add sales tax. 
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UNIVERSAL SELF SUPPORTING ALUMINUM TOWER SPECIFICATIONS 
TOWER ‘BASE | ROTOR CAPACIT 


“elon 


mie 


MODEL MODEL PLATE 410MPH 
poo 530 [mr | aasate | 2500s | $3068 | 
| too" | e30 | Rit | 43sqft | 413ibs | $4079 | 
| 100! | 830 | R14 | 75sqft | 435ibs | $4369 | 
| co | B30 | Ri | 93sqft | 202Ibs | $2049 | 
| so | 830 | Ri | 93sqft | 302Ibs._| $3079 | 
 uo16-20 | eo | 830 | Raa) as7sa.fe | Dsepibs | $n0001| 
Paarso | so] 630 | Raa | 21sa.t_[ 1901bs | 1939 | 
| HD21-70 | 70 | 830 | R14 | 2itsqft | 322lbs | $3219 | 
Fuoasa0 | 0 | 630 | rie | s4seat. | 17abs | sveas | 


UNIVERSAL B-30 TOWER OPTIONS 


B-30, Hinged Base... $239 
Constructed of high-strength steel 
for strength and to prevent con- 
crete corrosion of aluminum. 


tors. Bolt in design allows mount- 
ing anywhere within the section. 


SC-4B, Bearing ....ccrssecrseers $129 
‘With 2.188 inch inside diameter 
for masts measuring up to 2-3/16" 
outside diameter. 


RFM-30, Roof Mount......... $239 
Hinged roof mount. Installation 
requires use of guywires. 

Top Plate Option ...sscserseee $30 


R-1 1, Rotor Plate eececenceencecece $39 
R-14, Rotor Plate aeceqaneceeeoeeas $59 
R-1 8, Rotor Plate eeseceeqecceeeere $79 
Pre-drilled for Hygain and Yaesu ro- 


Local: (972) 422-7306 


Factory welded (must be ordered 
and installed with tower) to the top 
section. Allows easy mounting of 
the optional SC-4B bearing. 


UNIVERSAL TOWER OPTIONS 


ies B-14, Hinged Base Teepe aan y f°) 


B-18, Hinged Base... 979 
B-22, Hinged Base............ $135 
B-26, Hinged Base............ $165 
B-30, Hinged Base... $239 
Constructed of high-strength steel 
for strength and to prevent con- 
crete corrosion of aluminum. 


R-11, Rotor Plate rss $39 
R-14, Rotor Plate ......0-000000008 $59 
R-18, Rotor Plate occ $79 
Pre-drilled for Hygain and Yaesu ro- 
tors. Bolt in design allows mounting 
anywhere within the section. 


SC-4B, Bearing ...c.crsecsseeesere $129 
With 2.188 inch inside diameter 
for masts measuring up to 2-3/16" 
outside diameter. 


Top Plate Option ..........6. $30 
Factory welded (must be ordered 
and installed with tower) to the top 
section. Allows easy mounting of 
the optional SC-4B bearing. 


Aluminum Tower Sections 
Universal Tower offers all 14 
of their tower sections for sale 
separately. There are three 
types: top sections, taper sec- 
tions and straight sections. 
They offer great versatility for 
special project designs. 


UNIVERSAL TOWER SECTIONS 


18-TOP 


ica 
|_18"_| 31 tbs. | 


TAPER SECTIONS 


14-TAPER 
8-TAPER ames 
22 


22-TAPER 
"26-TAPER 
30-TAPER 


RJ tt" | 12 tbs. | 

R. | 14" | 13 tbs. 

te i 
[azsta. | 22° | 3aibs | Sai9 
|_26-stR. | 26" | 47 Ibs | $589_| 
[_30-stR. | 30" | 67 Ibs. | $649 
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US TOWER 


S 


MA SERIES 
The US Tower MA series 
crank up tubular towers 
are designed to be efficient 
and neighbor friendly, of- 
fering a clean, flagpole-like 
appearance with maximum 
heights up to 85 feet. Maxi- 
mum wind surface area 
ranges from 15.3 to 22 
square feet at 50 MPH (5.5 
to 9 square feet at 70 MPH), 
depending on model. All 
models are hot-dip galva- 
nized for long life, and are 
supplied with anchor bolts, 
house bracket (but can be 


TOWER 


TMM Series 
The US Tower TMM series 
compact crank up towers 
give hams in restricted areas 
an alternative to large crank 
up or guyed towers. These 
lightweight towers have a 
minimum retracted height 
of about 12 feet. At the re- 
tracted height visual impact 
is reduced to a minimum, 
usually lowering the tower 
and antennas below the 
roofline. This also makes an- 
tenna servicing much easi- 
er. Most small to medium 
sized rotators fit inside the 
top section. Larger rotators 
may prevent full retraction, 
but may otherwise be used. 
All models are hot-dip 


TOWER 
MODEL 
TMM-433HD 
TMM-541SS 


MAX, 
HEIGHT 


EIGHT HEIGHT TIONS 


| mason | 40 | are | 2 | 3tsq | 45" | 2a2tbs | t65sqft. | 68saft. | txi'xt | 
| ma-sso | ss [| azt" ] 3 | 3s ass bs esate 


HEIGHT 
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installed self-supporting with the 
optional hinged bases), and a top 
section mounted rotor plate. 


MA SERIES OPTIONS 


MARB-4O .......scceccesssseveseevenes $8.19 
MARB-550 .......ssccessscsssserenses S949 
MARB-770 ......s..cseseceoresveee 91,149 
MARB-850 ..........ccesesseseneee $1,359 
Hinged rotor bases, offers self- 
supporting tower installation, and 
hinged base, so the tower can be 
horizontally lowered to the ground 
with the optional MAB raising fix- 
ture. Also allows the rotator to be 
mounted near ground level so it 


can handle its full rated load, plus 
no top mast section is needed. 


MAB-40.....ccsessersseereeseecerseers S29 
MAB-550......scsecorecrersesesseees 9639 
MAB-770......cccccsressesrecceresees 9779 
MAB-850........cccseseoeeeseeeees 9 1,039 
Similar to the MARB rotor bases 
featured above, but without the 
ground-level rotator mount. 


PN or | Se Rae TN 4 
MAF-550........sccccseeressesseveres 9459 
MAF-770 oo occcincserercerenint GOLD 
MAF-850.........ccccsessecssesceneess $709 
Raising fixtures. Requires optional 
MAB or MARB hinged base. 


US TOWER MA SERIES CRANK UP MAST SPECIFICATIONS 


‘DIAM. 
BOTTOM 


es ‘DIAM. a 
TOP: 


| ma77o | 7 | 220" | 4 | 3tsa | 8 eas tbs | 1s Ssqft | 55sqft 
|Ma-77ompP | _71'__{ 2210" | 4 | 3'sq_ | "| 830Ibs. | isssaft, | sSsaft | 
4 x4x6 | 


galvanized, and are supplied with 
anchor bolts, hinged T-base, base 
bolts, installation template, load- 
actuated hand winch, factory- 
installed rotor and top plates, and 
an eight foot galvanized steel mast 
(2°. DET 207). 


TMM SERIES OPTIONS 


TRR-S0 ooeccctnrrmsisean Ole 
Raising fixture, allows any of the 
TMM series crank up towers to 
be horizontally lowered to the 
ground, allowing safe and easy 
one-man installation and antenna 
service. Designed to be easily 
bolted to existing T-Base bolts. 


MRF SSOSSS OSS SS Se Soo SSCS SHOR SESS eS Ceee $399 
Mast raising fixture. Attaches to 


“WEIGHT 


WINDLOAD RATING 
50 MPH 70 MPH 


Osq: ft. = 


|ma-ssompP| 55'__{ 221" | 3 | 3"sq | 6’ __—| 620ibs | 22sqft | osatt | rerxte'x 16" 


top of tower, allows raising and 
lowering of mast. The MRF is 
only compatible with the TMM- 
433HD. 


TB-2US SSSSSSSSeS SOSH SSE SEO SCeOOLEOS $1 49 
Heavy duty thrust bearing for 2" 
antenna masts. 


CX-4 (TMM-433)........00000 $182 
CX-5 (TMM-541).....0000000008 $249 
Coax ring set. Keeps coax out of 
harm’s way while the tower is 
being lowered. Coax runs droop 
neatly and safely between the 
rings. 


ges fs bane te ARAL CEs” 
Inverted-V arm holder. Works 
great for suspending all types of 
wire antennas. 


US TOWER TMM SERIES CRANK UP TOWER SPECIFICATIONS 


MIN. SEC- 


TIONS 


DIAM. 
TOP 


DIAM. 
BOTTOM 


WINDLOAD RATING 
50 MPH 


WEIGHT 
70 MPH 


BRACKETED 


16"x1'6"x1'6" | 


CX-2M (MA-40) ... $89 
CX-3M (MA-550) ..sssscceseeseees $132 
CX-4M (MA-770) . +$219 
CX-5M (MA-850). $265 


Coax ring sets. Keeps coax out of © 
harm's way while the tower is being 
lowered. Coax runs droop neatly 
and safely between the rings. 


factory to save you 


BASE FOOTING SIZE DISCOUNT 
SELF SUPPORT PRICE 
3'x3'x4'6" | $1,439. | 
3'6"x 


IKI KAS fie SK 
3'x3'x4'6" 


4x4'x6é' 


Why US Tower? 

Over the years, there have been 
several crank up tower manufac- 
turers in the USA. Even when we 
carried a couple of other lines, the 
US Tower models have consistently 
been the overwhelming choice of 
our customers. Others have come 
and gone (and some have even re- 
entered the market), but US Tower 
has been the constant, all the while 
offering an excellent product as 
well as an excellent value. 


US Tower now operates two US- 
manufacturing plants to serve you 
better. One in Visalia, CA, the other 
in Lincoln, KS. This reduces delivery 
times and freight charges. The re- 
sult is the best service and value in. 
the crank up tower industry! 


BASE FOOTING 
SIZE AREA 


DISCOUNT 
PRICE 


Poa fT to ts" 3t5tbs. | 2osq.t. | saft | a'xa'xae" | 27 cuyds. | $1,949 _ 
Ps [to Toa" a3otes [ssa | 12st. | axaxs' | 3cuyds | $2529 _ 


Local: (972) 422-7306 sales@texastowers.com 


S TOWER 


TX SERIES | 

The US Tower TX series 
crank ups are self sup- 
porting steel towers, large 
enough to accommodate 
most amateur antenna 
rotators. The tower is con- 
structed using 21 foot 
sections, with a four foot 
overlap designed to im- 
prove strength and pre- 
vent section binding while 
raising and lowering the 
tower. Cross bracing is 
used at high stress areas to 
further increase strength. 
All models are hot dipped 
galvanized after construc- 
tion to resist rust and 
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2) crank-ups are extra heavy 
=} duty steel towers. They 
are suitable for even very 
large amateur anten- 
nas and arrays. These 
towers are constructed 
using 21 foot sections 
with a four foot overlap 
where sections meet to 
increase strength and 
prevent binding. They 
accommodate most 
large rotators, and still 
allow full retraction. All 
US Towers are hot dip 
galvanized to resist rust 
and corrosion, provid- 


Orders: (800) 272-3467 


corrosion for long service life. 
All models are supplied with 
a hinged T-base (which allows 
fine levelling adjustments), base 
bolts, installation template, and 
rotor and top plates (factory 
welded into position). All non- 
motorized models are supplied 
with a heavy duty, load actuated 
hand winch. 


TK SERIES OPTIONS 


CX-2 (TX-438) ...cc.vcecrvessssvevee $84 
CX-3 (TX-455) ...esrceccsesvsereee 9115 
CX-4 (TX-472) ....cccsosoeseeroee $182 
CX-5 (TX-489) .....0ccceesseseee $249 
The CX coax ring sets are designed 
to help keep coax runs out of 


US TOWER 


T-base (which allows fine level- 
ling adjustments), base bolts, 
installation template, rotor and 
top plate (factory welded into 
place). All non-motorized mod- 
els also include a load actuated 
hand winch. 


HDX SERIES OPTIONS 


CX-2 (HDX-538) .......cccese0e $84 
CX-3 (HDX-555) ....ccceeeeene $115 
CX-4 (HDX-572) .......0000006 $182 
CX-5 (HDX-589) .........000. $249 
The CX coax ring sets are de- 
signed to help keep coax runs 
out of harm's way while the tower 


SERIES CRANK UP TOWER SPECIFICATIONS 


harm’s way while the tower is 
being lowered. The rings are stag- 
gered radially, which allows coax 
runs to droop neatly between the 
arms as the tower is retracted. 


ARE i icscserscesieassateseabedauds PRO 
Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


MCCL-100 .......ccecsessecscvencesoee 9699 
Limit switch package turns off 
power when tower is fully ex- 
tended or retracted. Required for 
all motorized models. 


RMC-1 000 Oe eeeseceseoesssovesoos $1 y469 
Remote motor drive control, with 
limit switches. 


runs to droop neatly between as 
the tower is retracted. 


URE oscentssncqeoureondecasienmasge IOS 
Mast raising fixture. Attaches to 
top of tower, allows raising and 
lowering of mast. 


MCL-100 .......cccssscssveseveses 9699 
Limit switch package turns 
off power when tower is ful- 
ly extended or retracted. The 
MCL-100 is required for all mo- 
torized tower models. 


RMC-1 000 Seeereercseonsessees $1 ,469 
Remote motor drive control, with 
limit switches. 


US TOWER HDX SERIES CRANK UP TOWER SPECIFICATIONS 


TOWER MAX. MIN. SEC- DIAM. DIAM. *) EWeieut a 
MODEL HEIGHT HEIGHT TIONS TOP BOTTOM). 
: : 
HDX-589MDPL | 89’ | 238" | 5 _| 
|HDX-5106mDPL| 106° | 2310" | 6 | 15" | 37.1" 


| WINDLOAD RATING 
-°5SOMPH 


sales@texast 


Jomeq T 
5'x5'x66" 

: 

Ps" | 306" ] 2a4oibs. | oosaft. | 16sq.ft_ | sixsxe' | 74cuyds | $12,799 
$26,599 


TB-2US COSCO OTE DO SHO ROOOOESEDESOOSES $ 1 49 
Heavy duty 2" thrust bearing. 


TRX-B0 (i) ciavecreoksonsnnlaedsan PISO 
TRX-80HD ......scesereeseescessees 9849 
Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


M5, 5’ X.12" Mast ...cccssrecseere 969 
M10, 10’ x .12" Mast...,...... $115 
M15, 15'x .12" Mast.......... $169 
M15R, 15'x .25" Mast....... $259 
M20, 20' x .12" Mast.......... $229 
M20R, 20' x .25" Mast ....... $339 


TOWER MAX. MIN. SEC-. DIAM. DIAN TOTA WIND 8 i UNT 
MODEL HEIGHT HEIGHT TIONS TOP OTT IGHT 50 MPI PH Ze REA eee 
x 
bd 5'x5'x66" 
| [xaremoe [72 | ase [| es | oe | 120s | ssa | vossat | sxsxee | ecuys | 90599 
ie] [casompen [a9 [ 23t0" [6 | 12s" [ 256" _[seootbs, | 32saft_ | 72satt. | sxx | 74cuyds. | $10,699 | 
HDX Series ing years of trouble free service. is being lowered. The rings are TB-2US.....0.0sersvevsersesvere 9149 

The US Tower HDX series All models are supplied with a staggered radially, allowing coax Heavy duty 2" thrust bearing. 


TRAPS jiavidcdsbcstonskecpebecunncs9OS9 
TRX-8OHD...........-00sceeeeeree 9849 
Raising fixtures, allow tower to 
be horizontally lowered to the 
ground, allowing easier antenna 
installation and service. Bolts to 
existing T-Base bolts. Supplied 
with winch and winch cable. 


M5, 5'x .12" Mast.........0006. $69 
M10, 10' x .12" Mast.......$115 
M15, 15'x .12" Mast....... $169 
M15R, 15'x .25" Mast.....$259 
M20, 20' x .12”" Mast.......$229 
M20R, 20' x .25" Mast.....$339 


‘BASEFOOTING Disc 
‘SIZE. AREA Q 
| 6cuyds, | $3,749 _| 


5'x5'x8' 


owers.com 
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WEST MOUNTAIN RADID 


CERAS Py san cisitiecscesensdenes $219.95 
The West Mountain CLRdsp is 
an outboard audio processor 
and amplifier with ClearSpeech® 
DSP adaptive noise reduction 
circuit, offering extremely ef- 
fective noise reduction for both 
CW and voice modes. It is ideal 
for use in a home station as well 
as for mobile operation. Large 
rotary switch with Off, Low, Mid, 
High, and Max noise reduction 
settings. A red LED flashes when 
digital clipping occurs. Switched 
headphone jack automatically 
switches off connected ‘station 
speaker when phones are used. 
Rear mounted 1/8" phone jack 
for connection to any 4 or 8 Ohm 
speaker. Supplied with 6' audio 
cables. Measures 1.5" Hx 4.3" Wx 
5.3"D and weighs 1.2 pounds. 


VEST MOUNTAIN RE 


RIGblasters 
The West Mountain RiGblasters are 


your key to operating over twenty 
new and exciting digital modes, like 
PSK31, MFSK16, MT63, Hellschriber, 
WSJT FSK441, WSJT JT65, high- 
speed CW meteor scatter and more. 
Also offers other SSTV, Digital SSTV, 
RTTY, AMTOR, PACTOR, PACKET, 
APRS, CW, contest voice keying, as 
well as Internet radio linking with 
the EchoLink® system, and more. 
Software required for most of these 
modes is freely available. All models 
have a USB interface, have fully 
isolated TX audio and keying, and 
effective RFI suppression. 


RiIGbI aster Pro........ccsveccoeee $269 
Offers USB and RS-232C interface. 
Features built-in rig control (RS232 
to TTL converter) tested and com- 
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CURSD Rr aiiicccsicenessescncse $219.95 
The West Mountain CLRspkr is 
an amplified external speaker 
with built-in ClearSpeech® DSP 
adaptive noise reduction circuit, 
which offers extremely effective 
noise reduction for both CW 
and voice modes. Compact size 
makes it ideal for mobile opera- 
tion, but works great for station 
use as well. Built-in 2 Watt audio 
amplifier and 4" speaker offers 
plenty of audio output. A rotary 
switch offers Off, Low, Mid, High, 
and Max noise reduction settings 
with red LED digital clipping 
indicator. Supplied with tilting 
mounting bracket, 6' power 
cable with Powerpole® connec- 
tors, and 6' audio cable with 1/8" 
mono plug. Measures 5.3" W x 
AB UH X2:5".D. 


patible with Icom, Kenwood and 
Yaesu rigs, and transmit speech 
processing (when used with ap- 
propriate EQ and compression soft- 
ware). Fully automatic operation 
without the need for microphone 
switches and/or cable swapping. 
PTT override mode assures the 
microphone is always available by 
overriding the computer signal— 
perfect for contesting or SSTV op- 
eration. Supplied with 8-pin round 
and RJ45 radio microphone cables 
and illustrated, step-by-step user 
manual, and wall adapter. 


RiGblaster Plus .........000 -$149.95 
Similar to the RiGblaster Pro, except 
without the following: rig control 
mode, transmit speech processing, 
or mic recording output. Supplied 
with 8-pin round and RJ45 radio 
mic cables and illustrated, step-by- 
step manual, and wall adapter. 


RiGblaster NOMIC............$59.95 
Similar to the RIGblaster Plus, but 
without microphone input—for 


Local: (972) 422-7306 


COMSDPKr ..........0000ss000002 $69.95 
The West Mountain COMspkr is 
an amplified computer speaker 
system specifically designed to 
eliminate RF interference. It of- 
fers exceptionally high levels of 
RF rejection from 1-1000 MHz. 
Optimized for use in close prox- 
imity to any radio transmitter. 
Stereo Hi-Fidelity response for 
use with voice or music. Built- 
in audio amplifier (3 Watts per 
channel) assures compatibil- 
ity with most computers and/or 
two-way radios. The speakers are 
built into solid, resonance-free 
wooden enclosures. Accepts ste- 
reo line level, via 1/8" mini jack. 
Supplied with audio cables, and 
UL approved wall adapter. Each 
speaker measures 4.1" Wx 8.4" H 
x 5.3" D and weighs 2.6 pounds. 


digital mode operation only. (Since 
there is no mic for voice input, SSTV 
operation would not be legal, as 


voice announcements would not 


be possible.) 


RiGblaster Plug & Play........ $109 
Features include USB interface, USB 
to serial TTL interface for rig control, 
automatic microphone switching 
(if supported by radio model), and 
more. Very small, compact design 
is powered by the computer's USB 
port. Please note: unlike other 
RIGblasters models, the Plug & Play 
is designed to interface through 
the radio's auxiliary jack—not the 
microphone jack. Depending on 
the connected radio, optional data 
jack, radio control, and CW cable 
adapters may be necessary—please 
call for help in deciding which you 
might need for your particular rig. 


sales@texastowers.com 


CBA Il cssecsssosses $109 


The West Mountain CBAII is an ad- . 


vanced battery analyzer, suitable 
for use with most any type and size 
of battery of any chemistry, up to 48 
volts. It allows you to perform a bat- 


tery of scientific test on any of your » 


batteries by letting your computer 
do all the work. It not only tests 
total energy stored in battery (amp- 
hours), but it graphically displays 


and charts voltage versus amp- | 


hours. Provides a constant current 
load. Ruggedly built and provided 
with Powerpole® battery connec- 
tors. Each unit is calibrated to high 
accuracy and offers full software and 
hardware protection. USB powered, 
so it consumes no energy from the 
battery being tested. Software rec- 
ommends safe tests based on used 
supplied battery information. 


) —_—’_—_————— 


RiGrunners 

The most convenient and safest way 
to connect all your 12v equipment. 
All models use Powerpole® connec- 
tors as specified by ARES & RACES. 


8012/C..... $149.95 
Distributes up to 80 Amps across 


two 40 Amp busses. Includes under _ 


and over-voltage LED indicators 
with audio alert. Supplied with 
fuse kit, and 12 pair of Powerpole® 
connectors. 


4012/C 
Distributes up to 40 Amps across 


12 outputs. Supplied with 12 pair | 


of Powerpole® connectors. 


4008/C 


Powerpole® connectors. 


$129.95 


$109.95 | 
Distributes up to 40 Amps across | 
8 outputs. Supplied with 12 pair of | 


= 


_ FT-2000........... CALL FOR PRICE 
_ FT-2000D......... CALL FOR PRICE 

The Yaesu FT-2000 is a 

competition class HF 

transceiver covering 

160-6m. It has a blue 
fluorescent display and 
. features a high performance 
_ digital signal processing unit 
(offering a multitude of band- 
_ pass filters, variable IF band- 
' width, IF shift, automatic and 
~ manual notch filters, digital 
noise reduction, and a continu- 
- ously variable passband con- 
' tour control, and a three band 
_ parametric mic equalizer. Other 
_ features include an automatic 
antenna tuner, CTCSS tone 


| FT-950............. CALL FOR PRICE 
The Yaesu FT-950 is an all 
mode HF/6m transceiver 
with built-in multifunction 
32-bit floating point digi- 
tal signal processor (which 
offers adjustable 
IF width, IF shift, 
“notch filter and Ups 
contour features). 
The radio has a multi-col- 
or LCD display, and fea- 
tures a built-in high-speed 
automatic antenna tuner, 
built-in RS-232C interface 
for control via personal 
computer (requires third 
_ party software), built-in CW 
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encode/decode, CW memory 
keyer, four channel digital voice 
recorder, dual receive, 99 mem- 
ory channels, multiple scanning 
modes, high resolution analog 
multimeter, VOX, and much 
more. Flexible connection jacks 
are provided for RTTY, SSTV, 
PSK31, JT65 and other digital 
modes. Front and rear panel key 
jacks are provided, as are rear 
panel transverter and RS-232C 
CAT jacks. Supplied with an up/ 
down hand microphone and AC 
power cord. 


In addition to all the features 
of the FT-2000, the FT-2000D 
offers a whopping 200 Watts of 


contest keyer, built-in high 
stability crystal oscillator 
(+1 PPM), triple-conversion 
receiver design, bar graph 
S/PO/SWR meter, 99 memory 
channels, multiple scanning 
modes, and much more. The 
radio also features Yaesu’s 
Rotator Control function, 
which offers direction and 
speed control of their popu- 
lar G-800DXA, G-1000DXA 
and G-2800DXA rotators— 
right from the front panel of 
the rig! Optional DMU-2000 
Digital Management Unit. 
The radio is supplied with 
a hand microphone with up 
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RF output. It is supplied with an 
external DC power supply. 


RX COVEFAGE -secliestrcestredoetepabvensoestaenth 30 kHz-60 MHz 
IF SPACES cssassaceesecadgsnnososonsscinesseunscTons steudhonsd sosay vahessoneet 3 
SONSILIVICY soseccscrvescougbasorenrsvioassbaie Vee < .2 uv, typical 
SOLE CEIVI DY ae se cerestetencserstanteeseses 15, 6, 2.4, 500 kHz 
FrEeQUENCY StADILity ...rccsssercossercasecsacerrneeseennenee +1 PPM 
GIMENSIONS ...scrseessseeeverens 5.3" Hx 16.1"W x 13.8" D 
Weight. scajecoccdcstasbeanientaaalsboeeitaamueNe sneeataren 32 pounds 


FT-2000 ACCESSORIES 


DMU-2000 .......scsseecssereseees 9699 
W/ FT-2000/D Purchase... $499 
The Yaesu DMU-2000 Digital Man- 
agement Unit adds a wide array of 
informative and useful displays, when 
used with an aftermarket computer 
display. It provides an audio scope, os- 
cilloscope, logging page, band scope, 
world clock with sunrise and sunset 
terminator display, swept frequency 
SWR display, memory channel listing, 
rotator control display with Great Cir- 
cle Map, and a comprehensive menu 
listing, as well. With the DMU-2000, 
youcan connectan aftermarket com- 


and down frequency con- 
trols and a fused DC power 
cord. 


30 kHz-60 MHz 


GETASIEIVATY’.-cossencansocnsescsenseebuatrscescossseanhe < .2 pV, typical 
selectivity... .15, 6,2.4 kHz, 500 Hz 
frequency stability... 

RF OUtPUL...cccsecsecsessnens 

INPUT VOITAGE ......srcscarsnsorarserecesscranrecces 13.8 vDC, 22A 
CIMENSIONS csssssesocsseeessnnes 4.5"Hx 14.4"Wx 12.4" D 
WI HE i ccesccstsessases cegrsonssipa uneeenrastviapteshesvtres 22 pounds 


FT-950 ACCESSORIES 


DMU-2000 .....scscsscsserersereseeees $699 
The Yaesu DMU-2000 Digital Man- 
agement Unit adds a wide array 
of informative and useful displays, 
when used with an aftermarket 
computer display. It provides an 
audio scope, oscilloscope, logging 
page, band scope, world clock with 
sunrise and sunset terminator dis- 
play, swept frequency SWR display, 
memory channellisting, rotator con- 
trol display with Great Circle Map, 
and a comprehensive menu listing, 
as well. With the DMU-2000, you can 
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puter keyboard, and add memory 
labels, edit data, and perform backup 
and other functions, as well. 


FH= 2 .ccoscnsesoescvescocsessccuscosensoscnenecs $89 
The FH-2 keypad provides ease of 
control for CW or voice messages and 
receiver loop recording. Also adds 
an additional digital voice recorder 
channel. 


MD-1 OOA8X Beoeesceorsacooeroesooses aeoee $1 39 
Deluxe desktop microphone. 


MD-2Q0AB8X ...crcereeeee desenehaseecunnaa $359 
Pro quality desktop microphone. 


SP-2000.....cescrocoeseorssvseesceserssrenes $179 
Matching external speaker/audio 
filter. 


Quadra System. ....-.crrsrserserees $3699 
Matching 1 kW solid state linear ampli- 
fier with auto tuner. 


VE=T 226 cccsccssscseste Ssdccmharibemainonns $179 
Collins mechanical 500 Hz wide CW 
subreceiver filter. 


VEATAQZON iis cikckscsiatcasteceibetenste $179 
Collins mechanical 300 Hz narrow CW 
subreceiver filter. 


tS —$—$_$  —_$  —_—_ — 


connect an aftermarket computer 
keyboard, and add memory labels, 
edit data, and perform backup and 


other functions, as well. 
DVS-6, Digital Voice Unit... $59 
FC-40, Mobile Tuner...cccessesssserseree 9209 


External antenna tuner designed to 
quickly match a 65' end-fed wire. 


FH-2 csevee Aepravein SED 
The FH-2 keypad provides ease of control 
for CW or voice messages and receiver 
loop recording. Also adds an additional 
digital voice recorder channel. 


Pe OOORONDOTEU LORE CE OOREBEOEN ORES 


FP-1 030A, Power SUPPLY. ..secvrsseee $239 
Matching DC power supply. Provides 13.8 
VDC at 30 amps. 


MD-1 OQOABX ..rccccossreeeerees eneee eeeeeee: neon $1 39 
Deluxe desktop microphone. 


MD-200A8X PEROT OS ES OE DORE O SESE S EEE EEES: eeeeeee $359 
Pro quality desktop microphone. 


MicroTune Unit A (160m) .....000+0$479 
MicroTune Unit B (80/40m).........$479 


MicroTune Unit C (30/20m).......6$479 


30 


Gey 


NCLUDES ALL COUPONS & REBATES 


FT-450......00004.. CALL FOR PRICE 
FT-450AT......... CALL FOR PRICE 
The Yaesu FT-450 is a 
compact all mode HF/6m F 
transceiver with IF-level 

Digital Signal Processing. 

The radio has a large multi-color 
LCD display, and features contour 
filtering, manual notch filter, digi- 


THESU 


INCLUDES ALL COUPONS & REBATES 


FT-897D........CALL FOR PRICE 
The Yaesu FT-897D 
is a self-con- 
tained, all mode 
HF/6m/2m/70cm trans- 
ceiver offering 100 Watts of 
power. The radio has a color 
switchable (32 color choices) 
LCD display and features 60m 
(5 MHz) coverage, automatic 
power off, automatic repeat- 
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AL 


(795.00 :0- 


a Pes 
ate 


tal noise reduction, digital micro- 
phone equalizer, IF shift, 10 kHz 
roofing filter, built-in TCXO, large 
easy-to-read digital S-meter with 
peak and hold, built-in electronic 
CW keyer, CW beacon mode, CW 
training mode, two voice keyer 
memories (each hold 10 seconds), 
digital voice recorder (holds up to 
20 seconds), built-in digital voice 
synthesizer, 500 memory chan- 
nels, multiple scanning modes, 
and more. The radio is built in a 


er shift, automatic 
time out timer, 
wide band receive, 
band scope display 
mode, battery volt- 
age meter, 
built-in 
digital 
signal 
process- 
ing mod- 
ule, CTCSS 
tone en- 
code/decode, 
built-in CW keyer, dedicated 
1200/9600 bps data jack (6-pin 
mini DIN) IF noise blanker, 
IF shift, 200 alphanumeric 
memory channels, multiple 
scanning modes, transverter 
mode, SmartSearch mode, 
built-in .5 PPM high stability 
TCXO, versatile TX meter (in- 
dicates modulation level, ALC, 
power output or SWR), VOX, 
and more. The built-in digital 
signal processing module pro- 
vides general noise reduction, 
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rugged, die-cast aluminum chas- 
sis, with a large thermostatically 
controlled external cooling fan, 
has a built-in computer control 
interface for programming and 
cloning (DB-9 connector) and has 
a dedicated data jack for FSK-RTTY 
operation. An optional internally 
mounted antenna tuner (already 
installed in FT-450AT) is available 
for tuning resonant antennas as 
well as an optional external anten- 
na tuner for tuning a non-resonant 
end-fed 65' wire. Compatible with 
the popular Yaesu ATAS+120A 
mobile tuning antenna can also 
be used for convenient mobile 
operation. The radio is supplied 
with an up/down hand mic and a 
fused DC power cord. 


RX COVEFAGE scesescscctatese tons eentenceen 30 kHz—56 MHz 
SQNSIIVITY....carswtcdiecockimcnatenates < .2 uV, typical 
SEIS CTIVITY.....s-sesrerssecrsensaresneyene 3, 2:4, 1.8. KHZ, 500 HZ 
PFECHUGNCY ‘SEADINEY s.ccsssoasteciecsstosseorsasosdseunescss +1 PPM 
RFioutput .2. iva wanna eee Une 100 W 
WPUE NOIAGE de csssssadastnsersdeonateeasepeores 13.8 vDC, 22 A 
GIMENSIONS srccsccsarsccrnvsvendsdpeanse 3.3" Hx9"Wx8.5"D 


WEI Itc. 58 is5d.chaas cosonerseasabosiysseteerte 7.9 pounds 


512 SSB bandpass filter combi- 
nations, 3 CW bandpass filters, 
automatic notch filtering and 
microphone equalization. One 
or two optional FNB-78 inter- 
nal Ni-MH batteries can be 
installed (power output drops 
to 20 Watts when battery pow- 
ered), or the optional FP-30 
power supply can be internally 
installed instead. The optional 
CD-24 charge adapter is re- 
quired to charge the internal 
batteries, as well as the op- 
tional PA-26B charger or other 
adequate 13.8 vDC source. 


The radio is supplied with a 


hand microphone with up and 
down frequency controls, and 
a fused DC power cord. 


RX Coverage .:.n.siseenihbasennrnnie .1-56, 76-108, 
118-164, 420-470 MHz 
SENSItIVItY’<...sososcdderciepteccdnayncdadeariaee <.2 pV, typical 
selectivity ies 
Frequency Stability .......csscsssoesseesssarescednerenece +.5 PPM 
RF OUTPUT ......essesveees 100 W, 2m: 50 W, 70cm: 20 W 
input Voltage Jn. sccnssndteogpteceemcsniamer 13.8 vDC, 22A 
dimensions 


WEIQHt .-;eis/satcesasctspnenl loan nae Hippies 8.6 pounds 
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FT-450 ACCESSORIES | 


ATU-450 . siscussscurqadnbehaie Seo 
Internally mounted automatic an- 
tenna tuner unit. Designed for resonant 
antennas—handles antenna mismatch 

of up to 3:1 SWR. E 


ATAS-120A, Antenna ......ses0e0000 $329 
Automatic tuning screwdriver type 
antenna. Covers 40-10m, plus 6m, 
2m, and 70cm. Requires an adequate 
SO-239 type base. 


ATBK-100..,.....cs0c00. coaud eaunonn eeewee 
Radial kit for using the ATAS-120A as 
a base antenna. Provides a dedicated 
ground system to allow the 2m and 
70cm bands to load properly, without 
the ground plane provided by an 
automobile. 


FC-40, Mobile Tunef....ccerosssees 9289 
External antenna tuner designed to 
quickly match a 65' end-fed wire. 


FP-1030A, Power Supply.........$239 
Matching DC power supply. Provides 
13.8 VDC at 30 amps. 


MHG1, Carry Handle........002 evens 919 
MMB-90, Mobile Bracket........... $39 


FT-897D ACCESSORIES 


ADMS-4B, Programming Kit........ $59 
Windows™ programming software and 
interface cable. . 


ATAS-120A, Antenna sevssvessevsaeeee $329 
Automatic screwdriver type antenna. 


CD-24, Charge Adapter...» $119 
FC-30, Auto Tuner eeerocesona: soeveneeoosene $1 69 
FC-40, Mobile Tuner cccvesssessesseosevrs 9289 


FP-30, Power Supply c.xseseccosssesesees $209 
Internal switching power supply, 
100-120/220-240 vAC. Cannot be 
installed with FNB-78. 


FNB-78, Ni-MH Battery .....sse000$119 
Internal 4.5 Ah Ni-MH battery. Two may | 
be installed. Cannot be installed with 
FP-30 power supply. 


PA-26B, Charger .....cscsssssesssrsssessceess 979 
MH-59A8J, DTMF Mic sesssesecsessneeees $65 
MMB-80, Mobile Bracket....esssss $39 
YF-122C, 500 Hz CW Filter sssruen $179 
YF-122CN, 300 Hz. CW Filter mean$179 | 
YF-1225, 2.3 KHZ SSB Filter ese $179 | 


Plus, Free YOK- 251 
_ Separation Kit! 


‘iE The FT-857D is an ul- 
tra compact all mode 
transceiver covering 
4 HF, 6m, 2m, and 70cm. 
The radio has a removable 


switchable (32 color choices) 
dot matrix LCD display, anu 
_ features 60m (5 MHz) coverage, 


YRESI 


_FT-817ND..... Witiliisdecstenscee $569 
4 The Yaesu FT-817ND 
is a self contained all 
mode HF/6m/2m/70cm 
“backpack” QRP trans- 
ceiver. The radio has a blue 
alphanumeric LCD dot matrix 
display with bar-graph power/ 
_ ALC/SWR metering and spec- 
trum scope display. The radio 
features AM receive, built-in 
_ attenuator, automatic repeater 
shift, automatic time out timer, 
_CW keyer, ARTS™ (which tracks 
_ the range of similarly equipped 
transceivers), CTCSS tone en- 
_code/decode/scan, DCS tone 
_ encode/decode/scan, a dedi- 
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automatic power off, 
automatic 
repeater 
shift, auto- 
matic time 
out timer, 
adjustable 
AGC, band 
scope display 
function, 
battery volt- 
age meter, 
wide band 
receive, 
CICSSictone 
encode/decode, 

DCS encode/decode, built-in 
CW memory keyer with bea- 
con mode, CW training mode, 
built-in DSP module, optional 
Collins mechanical CW and SSB 
filters, IF shift, IF noise blanker, 
intercept point optimization 
(improves HF receiver per- 
formance), 200 alphanumeric 
memory channels, RIT clarifier, 
RS-232G.computer program- 
ming capability, dedicated 


cated 1200/9600 bps data 
jack, wide and narrow 
FM modes, IF shift, IF 
noise blanker, in- 
tercept point op- 
timization, 200 
memory chan- 
nels, dedicated 
digital mode for 
PSK31/RTTY/SSTV etc., RIT, 
versatile RS-232C CAT system 
(control via personal com- 
puter—requires 3rd party 
software), multiple scanning 
modes, VOX, and more. The 
radio is supplied with a hand 
microphone with up and down 
frequency controls, a recharge- 
able Ni-MH battery pack and a 
wall charger. 


RX COVELAGE wressoveres 1-56, 76-154, 420-470 MHz 
SQNUSIRIWILV siechsseboa orks sansacs ania sarentvesdbbveaGoncerse <.25 UV 
selectivity s.::.cs.ccssiunmaete icshssast OPS OF Oe KAZ 
FreQUENCY StADILity.......c.csssvseecossersesesterereneees +4 PPM 
RF output .cccecoae Wests lr nts apne 5W 
NAPUTVOl tage ress ie sscnpssketiicrborcccceancs 13.8 vDC,2A 
GIMENSIONS ..-ssssersssnsssensereere 1.5" Hx5.1"Wx 6.5" D 
WEN Esscatotvcsecacseerehcenotsesshorts epee behacattc sre 2.6 pounds 
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1200/9600 bps data jack (6-pin 
Mini DIN, uses optional Yaesu 
CT-39A), multiple scanning 
modes, SmartSearch mode, 
versatile TX meter (indicated 
modulation level, ALC level, 
power output, or SWR), and 
more. The built-in digital sig- 
nal processing module pro- 
vides 512 SSB bandpass filter 
combinations, 3 CW bandpass 
filters, automatic notch filter, 
digital noise reduction and 
microphone equalizer proces- 
sor. The radio is supplied with 
a hand microphone with up 
and down frequency controls, 
a mobile mounting bracket 
with hardware, and a fused DC 
power cord. 


RX COVEFAGE .isecvsssecuventesnsehlonsniatensdiael .1-56, 76-108, 

118-164, 420-470 MHz 
SENSICIVI ty cssdcssssteve cnecosershetsbacdnepnbomnpsuapeognagenteetses <.2 uv 
selectivity swe 15, 9, 6, 2.2 KHZ 
FreQUENCy Stability ...ccssvesecssvescssaveessnsenesscene +4 PPM 
REWOUT OUT a este scdesnss 100 W, 2m: 50 W, 70cm: 20 W 
INPUT VOItAGES eeicscccnnteccctueensbestoreusnebets 13.8 vDC, 22A 
dimensions 2" Hx 6.1" Wx 9.2" D 
WEIGH tasindesscruseosnteasenageavevsssetbebaeae dieisceepied ia 4.6 pounds 


FT-817ND ACCESSORIES 


ADMS-4A, Programming Kit ........ $59 
Windows™ programming software and 
interface cable. 


ATAS-25, Antenna .rssossresesves wees 9219 
Manually tuned portable antenna. 


CSC-83, Vinyl Case sersesseonvesssrrssesenree 925 


CT-39A, Data Cablle .....:.ssccssesersvseee 91.2 


CT-62A, CAT Cable........00+0 eS $29 
RS-232C computer interface cable 
allows control via personal computer. 
Requires third party software. 


FNB-85, Ni-MH Battery ......s:sssvss0 $59 
Rechargeable battery pack, rated 9.6 
v, 1400 mAh. 


MH-36E8J, DTMF Mic........secsseeseneee $65 


TEXO-9, TOKO nscciisnsasecvonrorarsaronoseinta $99 
High stability crystal oscillator, in- 
creases stability to +.5 PPM. 

YF-122C, 500 Hz CW Filter........... $179 
YF-122CN, 300 Hz CW Filter........$179 


YF-122S, 2.3 kHz SSB Filter.........$179 
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FT-857D ACCESSORIES 


ADMS-4B, Programming Kit..... $59 
Windows™ programming software and 
interface cable. 


ATAS-120A, Antenna .........c..00 $329 
Automatic mobile antenna, covers 
40m/20m/15m/10m/6m/2m/70cm. 


CT-39A, Data Cable ..........sscssesere $12 
CT-62, CAT Cable ......rcocsserrvsseres $29 
FC-30, Auto TUNer ......00s-.00000 $169 
FC-40, Mobile Auto Tuner....... $289 
MH-59A8J, DTMF Mic ...s.ssseco00es $69 
TOXO-97 TOKO 2 ccsccsassacesccssaqusnsccnns $99 


High stability TCXO increases frequen- 
cy stability to .5 PPM. 


YF-122C, 500 Hz CW Filter....... $179 
YF-122CN, 300 Hz CW Filter....$179 
YF-122S, 2.3 kHz SSB Filter.....$179 
YSK-857, Separation Kit............ $59 


Kit includes front panel mounting tray, 
6m separation cable, 5m microphone 
extension cable, 6m speaker extension 
cable, and hardware. 


f ATAS-120A............$329 
The Yaesu ATAS-120A is a 
unique mobile antenna 
designed for use with the 
FT-857(D), and FT-897(D) 
and FT-450(AT )transceiv- 
ers. It utilizes a motor 
tuning system which 
tunes the radiating ele- 
ment for lowest SWR. No 
tuner or separate whips 
are required. Mounts on 
any suitable SO-239 type 
mobile base, like the Dia- 
mond K-400C. It can also 
be used as a base sta- 
tion antenna (optional 
ATBK-100 antenna base kit 
may be required for base 
installations without a 
good ground system). 


ATAS-25. ..csccesesseeees $209 
The Yaesu ATAS-25 is a 
potable, manually tuned 
antenna system designed 
specifically for the popu- 


lar FT-817ND. | 


For a limited time, the 
FT-38400K is supplied with 
a YSK-2900 separation 
Kit—a $4 value! 


FT-8900R....... Si uhiécoasteehres Eee 
oa) The Yaesu FI-8900R is a 


10m/6m/2m/70cm quad 
Ups band mobile transceiver 
combining the “tradi- 
tional” dual band coverage with 
exiting new capabilities on the 
10m and 6m bands. The radio has 


THESU 


For a limited time, the 
FT-8900K is supplied with 
a YSK-8100 separation 
Kit—a $64 value! 


FT-S80OR.....cccccccscovsessee 9309 
The Yaesu FT-8800R is 

a 2m/70cm dual band 
mobile transceiver. 

The radio has a large, 

amber alphanumeric 

LCD display with a detachable 
control head for convenient 
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a large, amber 
alphanumeric 
LCD display 
and features 
a detachable 
remote head 
for convenient 
installation, 
even in small 
vehicles. Oth- 
er features 
include AM 
receive, built-in antenna du- 
plexer (single antenna jack), 
automatic power off, automatic 
repeater shift, automatic time 
out timer, battery voltage meter, 
cross band repeat mode, CTCSS 
tone encode/decode/scan, DCS 
encode/decode/scan, dedicated 
1200/9600 bps data jack (inter- 
faces to your radio with optional 
CT-39A data cable), 16 DTMF 
autodial memory channels, front 
panel and PTT lock, dual volume 
and squelch controls, extended 
receive (cellular blocked and 
non-restorable—see specifica- 


mounting even in 
compact vehicles, 
and dual volume 
and squelch 
controls for 
true indepen- 
dent two- 
channel 
operation. 
It also 
features 
AM receive, 

automatic repeater shift, au- 
tomatic power off, automatic 
time out timer, battery volt- 
age meter, cross band repeat, 
CTCSS tone encode/decode/ 
scan, dedicated 1200/9600 
bps data jack (connects to your 
TNC with the optional CT-39A 
data cable), DCS encode/de- 
code/scan, 16 DTMF autodial 
memory channels, front panel 
and PTT lock, dual receive, dual 
in-band receive, built-in an- 
tenna duplexer (single antenna 
jack), extended receive (cellular 
blocked and non-restorable, 
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tions for exact frequency cover- 
age), over 800 memory channels, 
RF squelch, multiple scanning 
modes, SmartSearch (automatic 
busy channel search and mem- 
ory loading system), and more. 
The FT-8900R is equipped with 
Yaesu’s ARTS™ automatic range 
transponder system, is fully 
compatible with WIRES™ and 
other internet linking systems, 
and it can easily be configured 
for FM satellite operation, like 
UO-14. The radio is supplied 
with an illuminated DTMF hand 
microphone with up and down 
frequency controls and four user- 
programmable buttons, a mobile 
mounting bracket with hardware, 
and a fused DC power cord. 


INPUt VOITAGE sessscsessecsssecsresenntersonnnesens 13.8 vDC, 8.5.A 
i ce 1.6" Hx 5.5"W x 6.6" D 
WEIGH ....coscsessertssteor tatap rece DU MeaMGe 2.2 pounds 


see specification for exact fre- 
quency coverage), over 1000 
memory channels, RF level 
squelch, multiple scanning 
modes, SmartSearch (automat- 
ic memory channel loading), 
and more. The radio offers con- 
venient access and features for 
WIRES™ compatibility, as well 
as for other internet-linking 
systems, and is easily config- 
ured for FM satellite operation, 
like UO-14. The FT-8800R is fully 
compatible with Yaesu’s ARTS 
automatic range transponder 


system. The radio is supplied 


with an illuminated DTMF hand 
microphone with up and down 
frequency controls and four 
user-programmable buttons, 
mobile mounting bracket with 
hardware, and a fused DC 
power cord. 


RX FANGe Gaesssceoeemionige 108-520 & 700-999 MHz 
SEMASIEIMIEY, ticsscsdchaseneuascssuneccnnees naoctoanrtetadc cneaoaes <.2uVv 
RF output (2m/70cm). 1 diddeceeedboes 00! SoM 
IDURVON TAGS srrscscccessecesiarraieeesormenstss 13.8 vDC, 8.5A 
SIZE pckereostedeaeaeel .1.6" Hx 5.5" Wx 6.6" D 
WIPE capac rnrsstse hlaieseadeviortiarslsinaseatantone 2.2 pounds 
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FT-8900R ACCESSORIES | 


ADMS-2H cescesessovecnesen@uesenee $39 
Windows™ programming soft- 
ware and interface cable kit 
allows convenient memory pro- 
gramming. 


CT-39A, Data Cable........... $12 


MLS-100, Mobile Speaker ... $45 
Rugged, commercial quality ex- 
ternal mobile speaker. 


MMB-60, Bracket ............. $35 f 


Quick release mounting bracket 
allows the radio to be quickly re- 
moved from the vehicle so it can 
be secured out of sight, or used 
in another location. 


79021715, Fused DC Cord. $19 


YSK-8900 ...1...cccece. Seated ssene $69 
Separation kit for remote mount- 
ing. Includes a 20 ft. (6m) remote 
cable, speaker extension cable, 
and front panel bracket, with 
hardware. The microphone jack 
is located on the side of the front 
panel, so no microphone exten- 
sion cord is needed. 


FT-8800R ACCESSORIES 


ADMS-2lI eesee so5s esos ne ners seo maes $39 
Windows™ programming soft- 
ware and interface cable kit 


allows convenient memory pro- 
: oy 


gramming. . 
CT-39A, Data Cable ..........$12 


MLS-100, Mobile Speaker ... $45 
Rugged, commercial quality ex- 
ternal mobile speaker. 


MMB-60, Bracket....c.ccccunus $35 
Quick release mounting bracket 


allows the radio to be quickly | 


removed from the vehicle so it 


can be secured out of sight, or 


used in another location. 
T9021715, Fused DC Cord. $19 


YSK-8900 eosees eee eresereseressees $69 
Separation kit for remote mount- 


ing. Includes a 20 ft. (6m) re- | 


mote cable, speaker extension 


cable, and front panel bracket, - 
with hardware. The mic jack is 


located on the side of the front 


panel, so no mic extension cord | 


is needed. 


ey 
; 
€£ : FTM-10R.........0.000.. $309 
Y The Yaesu FTM-10R is 

a UpS a rugged, compact 

2m/70cm dual-band mo- 
bile XCVR with a weatherproof 
front control panel, specifically 
designed to support outdoor mo- 
tor sport activities. The radio has 
both a speaker and microphone 
built into its waterproof and dust 
_ proof front control panel—so it can 
_ be operated much like a hand held 
transceiver! Other features include 
AM/FM broadcast RX, external 
audio input, intercom, 500 alpha- 
numeric memory channels, built-in 
_CTCSS tone encode/decode, VOX, 


‘ 


multiple scan modes, and more. 
Supplied with a 10' separation 
cable, radio mounting bracket with 
hardware, speaker cable Y-adapter, 
and a fused DC power cord. 


RX FANGE sevesesonssense 500 kHz-1.8 MHz, 76-108 MHz 

108-222, 300-999 MHz 
SENSILIVITY:-...cccsicsstecchandcsuaiuan nUunee eMart <.2uV 
RF Output (2M/7OCM).....cecrsecsecrssrerseressesee 50/40W 


input voltage 


FIM-10R ACCESSORIES 


ADMS-1OR ......ccccscecceseeee Siapasennines TBA 
Windows™ programming software and 
interface cable kit. 


CT-M10, Separation Cable......... $29 
Extended separation cable, 20°. 

MEK-M10, Mic Jack .......000 eovanss $14 
MH-68A6J, DTMF Hand Miic...... $49 
MLS-200-M10, Speaker ........0.. .$35 


Waterproof external speaker. 


MMB-M10, Stand Bracket......... $29 
MMB-M11, Mounting Bracket .. $29 
T9021 71 5, Fused DC Cord eeeeevoes $1 9 


FT-7800R.... eecce Mdilisweseetee eae 
The Yaesu FT-7800R is a rug- 
ged 2m/70cm dual band mo-- 


bile XCVR with a large, 
amber alphanumeric 
LCD display and de- 
 tachable remote control 
head. The radio features auto- 
matic repeater shift, automatic 
power off, AM RX, CTCSS tone 
encode/decode/scan, DCS en- 
code/decode/scan, dedicated 
1200/9600 bps data jack, built- 
in antenna duplexer, extended 
RX, over 1000 memory chan- 
nels, NOAA weather alert mode, 
multiple scan modes, and more. 
Supplied with an illuminated 
DTMF hand mic with up/down 
controls and four user-pro- 
grammable buttons, mounting 


bracket with hardware, and a 
fused DC power cord. 


RX FANGE .ressccsessovvecsnncssnnee 108-520 & 700-999 MHz 

SENSITIVITY........scccreoseessosaceserssernssescnnscorssorsessvevenses <.2 UV 

RF output (2m/70cm) 

INPUT VOIAGE <icnsetfecsscaconsbiseccsssshes 

CUTTENT CONSUMPTION ...cccerseereesnrsnetorensessene 8.5 amps 

SIO ae ta isecassetecsel tags 1.6" Hx 5.5" W x 6.6" D 

WEIGHT is ciseqssesorercoeesdangonalerpneaneel AMS 2.2 pounds 

FT-7800R8 ACCESSORIES 

ADMS-2K.........+- casnasasyavhatents $39 


Windows™ programming software 
and interface cable kit. 


CT-39A, Data Cable eeeeeeconvese $12 


MLS-100, Mobile Speaker ... $45 
Rugged, commercial quality exter- 
nal mobile speaker. 


MMB-60, Bracket eeeeecece eeeeeeoe $35 
Quick release mounting bracket. 


19021715, Fused DC Cord...$19 


YSK-7800.........0eeseeeees whctsclg ae 
Separation kit, includes a 20' 
remote cable, speaker extension 
cable, and front panel bracket, with 
hardware. 


=2B00M ......cereverrsenerereseeee 9139 
The Yaesu FT-2800M is 
a rugged 2m mobile FM 
transceiver offering a 
whopping 65 Watts of 
output power. The radio has a 
large backlit LCD display, meets 
_ MIL-STD 810, and employs Yaesu's 
‘Advanced Track Tuning RF input 
filtering, which greatly improves 
‘intermod rejection. Other features 
include automatic repeater shift, 
dual watch, extended RX, 10 NOAA 
~memories with alert mode, CTCSS 
tone encode/decode, DCS encode/ 
decode, 221 memory channels, 
multiple scan modes, and more. 


ne 


Orders: (800) 272-3467 


Supplied with an illuminated up/ 
down DTMF hand mic with four 
user-programmable keys, mount- 
ing bracket with hardware, and a 
fused DC power cord. 


RX coverage 137-174 MHz 
SENSITIVITY «..:.cccsscesadassvorapessncgvessonsovoveneutosssered entecas 2 UV 
RF OUtPUT sce, cctcsaccestodvasnsbppnnuelaneeesseed sameaieieeaeer nine 65 W 
INPUt VOI AGE oi, bssastessrsstinsssesstnastnsiects 13.8 vDC, 10A 
SIZO Li ciaiolneceee te 2" Hx6.3"Wx7.3"D 
WET E icarscoceds ectectacsetersciseeaadseattnpnestevecanssotesss 4 pounds 


FT-2800M ACCESSORIES 


ADMS-2) cecccsssesssssveesecnscvsenrenseeee 9 39 
Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


MLS-1 [1 1 Wien areca MK EASTERN 
Commercial quality, high-power 
external speaker offers improved 
audio quality. 


T9021 71 ee ee eT 9 
Replacement DC power cord, fused. 
One is provided with radio. 


Local: (972) 422-7306 


FT-1802M.....cccccavesecse $149.95 
The Yaesu FT-1802M is a com- 


E pact 2m mobile FM 

XCVR, incorporating 

Yaesu’s Advanced Track 

Tuning receiver, which 
greatly improves intermod 
rejection. The radio has a large 
backlit LCD display, and fea- 
tures automatic repeater shift, 
extended RX, dual watch, 10 
special NOAA weather mem- 
ory channels with alert mode, 
CTCSS tone encode/decode/ 
scan, DCS encode/decode/scan, 
16 DTMF autodialer memory 
channels, 221 memory chan- 
nels, multiple scanning modes, 
and more. Supplied with an 
illuminated DTMF hand mi- 


sales@texastowers.com 


crophone with up and down 
frequency controls, mounting 
bracket with hardware, and a 
fused DC power cord. 


RX COVEFAGE sscssnssins eas eapnnerilior 136-174 MHz 


sensitivity 
RF output 
INPUT VOITAGE .........ussneresserversessnsornsoese 13.8 vDC, 10 A 
SIZEK: Acumen 1.6"H x 5.6"W x 5.8" D- 
WCHL cainasy sscusbadesscngitareassanuestrcneseahe eataye 2.6 pounds 


| FT-1802M ACCESSORIES 


ADMS-1802 ...scecsecssssssrnenesnsseene 939 
Windows™ programming software 
and interface cable kit. Provides 
convenient memory channel pro- 
graming and cloning. 


MLLS-100......cssscccescsssesesecenssnsesee S40 
Commercial quality, high-power 
external speaker offers improved 
audio quality. 


T9021 71 SB. citiecob@udaintiont T 9 
Replacement DC power cord, fused. 


One is provided with radio. 


VX-7R (BLACK) .........ceecsooeoee $299 
VX-7R (SILVER).........c.0cceceeee $309 
The Yaesu VX- 
» 7R is a compact F 
F 50/144/222/430 
| MHz quad-band FM 
) handheld XCVR. It has a back- 
» lit DTMF keypad and amber 
alphanumeric dot matrix LCD 
= display. Features over 900 
= memories, CTCSS tone en- 
*@ code/decode, DCS encode/ 
decode, dual RX, ex- 
. tended RX (in AM/ 
FM-N/FM-W), mul- 
tiple high speed scan 
F modes, and more. 
» Supplied with a Li- 
lon battery pack, wall 
charger, belt clip, and 


rubber duck antenna. 
RX FAM GE siassisseseccscts seomuopceennar aameres 504 kHz-999 MHz 
SETISIUNVICY cxsidesativercsots sth cedssopassar asctbortcces < .16-.18 pV 
RF Output / CONMECEOP ...ceessercsssseerseroere 5 W/ SMA-F 
RS Li-lon 4 vDC, 1400 mAh 


"Hx 2.3"Wx 1.1" D 
10 ounces 


SIZE inane 


The Yaesu 
VX-3R is an F 
ultra-compact 
2m/70cm dual 

band hand-held trans- 
ceiver with extended 
wide-band receive 
in AM/FM/FM Wide 
modes. The radio has 
a backlit LCD 
display, and 
features au- 
tomatic re- 
peater shift, 
1000 memo- 
ry channels, 
CTCSS tone 
encode/de- 
code/scan, 
mechani- 
cal dial lock, 
multiple scanning modes, 
and more. The radio is sup- 
plied with a rechargeable 
Lithium-lon battery pack, 
two-hour wall charger, and 
a rubber duck antenna. 


Orders: (800) 272-3467 


VK-6/7R ACCESSORIES 


ADMS-1G, Programming Kit........$39 
Windows™ programming software and 
interface cable kit for VX-7R. 


ADMS-VX6, Programming Kit......$39 
Windows™ programming software and 
interface cable kit for VX-6R. 


CD-15A, Charge Stand..............ss00 $29 
CN-3, SMA/BNC Adapter ....cscssecsse $10 
CSC-88, Vinyl Case (VX-7R)......s0000 $12 
CSC-91, Vinyl Case (VX-6R) sss... $12 
EDC-5B, Auto DC Adapter-............. $29 
FBA-23, 2-AA Battery CaSe........... $29 


FNB-8OLI, Li-lon Battery Pack.......$65 
Rated 7.4 vDC @ 1,400 mAh. 


MH-57A4B, Speaker Mic...........10.. $30 


MH-73A4B, Speaker Mic...........00+ $59 
Waterproof speaker microphone. 


SU-1, Barometric Pressure Unit.... $39 
VC-24, VOX/PTT Headset ..........200 $69 
VC-27, Earpiece MiC.........ccssserseseses $30 


RX PaNigeecilieccnneencucerseiseteepopntoaes 500 kHz-999 MHz 


SOMSICIVIEY,sccovnsschassasneksosdtcosbacesearta dens < .16 pV, typical 
antenna connector SMA female 
RF output ical acecoe. 1.5 Watts ( w/ DC In: 3 W) 
SUPPHIOM” LI-1OM w...seseseseosveeeseenee 3.7 vDC, 1000 mAh 
SIZE hes oS recstasraesseies . 3.2" Hx 1.9"Wx .9"D 
WOIGHE -;.ccresossssescssnveaiapecbaopssunctcosessenksgpbeepsnobaaPd 5 ounces 


VK-3R ACCESSORIES 


ADMS-VX3, Programming Kit...... $39 
Windows™ programming software 
and interface cable kit. Allows easy 
programming of the VX-2R’s 1,300 
memory channels. 


CN-3, SMA/BNC Adapter .............$10 


CT-44, Mic Adapter .esssssoossecoreeneeee $12 
CSC-92, Vinyl Case eoecsesvocrscsvsesouseooes $1 5 
EDC-21, Auto DC Adapter .$32 


Cigarette lighter adapter cable. Allows 
slow charge when used mobile. 


FNB-82, Li-lon Battery Pack..........$39 
Rated 3.7 vDC @ 1000 mAh. 


MH-34B4B, Speaker Mic. $35 
MH-37A4B, Earpiece Mic $39 
VC-25, VOX/PTT Headset $69 


Local: (972) 422-7306 


VX-GR....scrsceeseeoee sadccnsihanscaen RES 
The Yaesu VX-6R is 
a compact 2m/220 F 
MHz/70cm triband 
FM handheld XCVR 
with backlit DIMF keypad 
and alphanumeric dot matrix 
LCD display. The radio is rug- 


and WIRES™ compatible, and 
features 900 memory chan- 
nels, CTCSS tone encode/de- 
code/scan, extended 
RX with AM/FM/FM- 
Wide modes, mul- 
tiple scan modes, 
and more. The radio 
is supplied with a 
Lithium-lon battery 
pack, five-hour wall 
charger, belt clip, and 
a rubber duck antenna. 


RX rangeé......... 504 kHz—999 MHz 
sensitivity....... < .16-.18 LV 
ANTENNAS| CONMECEON veccssesesresseronssesarcsnnvesesnseenenss pene 
RF output....... 


supplied Li-ion... 


INCLUDES ALL COUPONS & R ES 


VX=F 70 ss culo S129 

The Yaesu VX-170 F 

is a rugged 2m 

FM handheld 
transceiver. It has 

backlit DIMF keypad and 
large, alphanumeric LCD 
display. The radio is sub- 
mersible (rated to IPX7), 


compatible, 
and features 
automatic re- 
peater shift, 200 
memory chan- 
nels, CTCSS tone 
encode/decode, 
direct keypad 
frequency en- 
try, extended re- 
ceive, multiple 
scan modes, and 
more. The radio is supplied with a 
rechargeable Ni-MH battery pack, 
wall charger, belt clip, wrist strap, 
and rubber duck antenna. 


gedandsubmersible, ARTS™ . 


ARTS™ & WIRES™ 
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The Yaesu FT-60R is 
a compact, full fea- 
tured 2m and 70cm 
FM handheld XCVR. 
The radio hasa backlit DTMF | 
keypad and a large, backlit | 
LCD display. Other features | 
include ARS, extended RX, 
over 1000 memories, 9 | 
DTMF autodial memories, |) 
one- touch NOAA weather | 
access and alert mode, | 
CTCSS tone encode/ | 
decode, DCS tone | 
encode/decode, | 
and more. The ra- | 
diois supplied with | 
a Ni-MH battery | 
pack, wall charger, | 
belt clip, and rub- 
ber duck antenna. 


RX range... 
sensitivity....... 
antenna conn 
RF output....... 
supplied Ni-MH, 


RX TANGE....cceccsascenttens Renna 
SENSILIVILY ...seseocorsessoorsasers 
RF Output / COMMECEON ccssccsssersrssecsesssesn WV j 
supplied Ni-Cad 7.2 vDC / 1100 mAh 
SIZE .rcorsreereetsisecieaeee te W41"HX2.4"Wx13"D 


WIG IT sian .cssisesjicescokd grants vente ticaeastommant tenanrnase 10 ounces 


VX-170 ACCESSORIES 


ADMS-VX170 $39 | 
Windows™ programming software and 
interface cable kit. 


CN-3, SMA/BNC Adapter $10 
EDC-5B, Auto DC Adapter --.vsccseee $29 
EDC-6, DC Power Cord $9 
FBA-25A, 6- AA Battery Case .....-. $19 
FNB-83, Ni-MH Battery Pack........ $59 

Rated 7.4 vDC @ 1,400 mAh. 
MH-57A4B, Speaker Mic......csvcscesse $30 
MH-73A4B, Waterprf. Spkr. Mic....$59 | 


VAC-370, Rapid Charger.....ssc $69 
Charges FNB-83 in 1.5 hours. 4 


VC-24, VOX/PTT Headset sneer $69 
VC-27, Earpiece MiCerecunreemeee $30 | 


YAESU 
G-1000DXA 
SPEED 


The G-2800DXA is an extra heavy duty 
antenna rotator. It features automatic slow 
start and slow stop, preset control opera- 
tion, variable motor speed control, rugged 
control wire connector, 450 degree rotation 
(which allows a 90 degree overlap), LED 
overlap indicator, automatic brake release, 
optional RS-232 interface for control via 
personal computer, and more. The illumi- 
nated control box has a round analog meter 
with a movable beam heading template for 
easy calibration to your location. 


The Yaesu G-1000DXA is a heavy duty 
antenna rotator, featuring automatic slow 
Start and slow stop, variable speed, preset 
control, LED overlap indicator, automatic 
brake release, optional RS-232 interface for 
control via personal computer, and more. 
The rotator covers a 450 degree area, al- 
lowing 90 degrees of overlap. The backlit 
analog control box features a round meter 
showing a full 360 degree display, with a 
movable beam heading template for easy 
calibration to your location. 


MODEL CABLE GAUGE INPUT - 


117 vAC 


Orders: (800) 272-3467 


| 17 vac__| 67 sec. (180°) | 


PRESET 


The Yaesu G-800DXA is a medium duty an- 
tenna rotator. It features automatic brake re- 
lease, 450 degree rotation (allows 90 degree 
overlap), overlap indicator LED, preset rota- 
tion control, variable motor speed rotation 
control, optional RS-232 interface for control 
via personal computer, and more. Supplied 
with an illuminated analog control box with 
movable beam heading template for easy 
calibration for your location. 


The Yaesu G-800SA is identical to the 
G-800DXA, except without preset rotation 
control, variable speed control, and without 
the RS-232 option. 


The Yaesu G-450A is a light duty antenna 
rotator, featuring automatic slow start and 
stop, 450 degree rotation (allows a 90 degree 
overlap), overlap indication LED, automatic 
brake release, and more. The backlit analog 
control box features a 360 degree meter 
with a movable beam heading template for 
easy calibration. 


YAESU ROTATOR SPECIFICATION 
ROT.TIME VERT. LOAD MAST SIZE 


440 Ibs 1.25-1.63" 


117 VAC 60-190 sec. 661 Ibs 1.88-2.5 58-181 ft.-lbs 1,808 ft-lbs 6,870 ft-lbs 34 sq ft. 
117 vAC 58 az./67 el. 440 Ibs 2-2.25/1.25-1.63" 


Local: (972) 422-7306 


ROT. TORQUE 


39.8 ft-lbs. 217 ft-lbs. 
-1, 101 ft-lbs. 289 ft-lbs 578 ft-lbs 11 sq. ft 
5-2.5" 43-79 ft.-Ibs. 288 ft-lbs 
1.5-2.5" 43-79 ft.-lbs. 433 ft-lbs 

-1, 44 az./101 el. 289 az/289 el 578 ft-lbs 11 sq. ft 


The Yaesu G-5500 is a combination azimuth 
and elevation rotator package. The single 
control box has dual backlit meters. The 
optional GS-232B interface offers RS-232 
control via personal computer. 


The Yaesu G-550 is an elevation rotator fea- 
turing a compact, illuminated control box 
with 180 degree readout. Great for satellite 
or small EME arrays. 


YAESU ROTATOR ACCESSORIES 


The Yaesu GC-038 is a lower mast clamp set 
for the G-800DXA/SA and G-1000DXA rotors. 
Reduces wind load capability by 50%. 


The Yaesu GS-065 is a medium-duty thrust bear- 
ing. Accepts mast sizes from 1.5-2.5". 


The Yaesu GS-050 is a light-duty thrust bearing. 
Accepts mast sizes from 1.25-1.875". 


The Yaesu GS-232B is a computer control inter- 
face for Yaesu rotors. Allows full control of all 
Yaesu DXA rotator models, as well as the G-5500. 
Requires control software, (not supplied). 


BRK. TORQUE K-FACTOR WINDLOAD 


2,020 ft-lbs 23.5 sq. ft 


1,299 ft-lbs 
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Big Rig Performance... 


High-Speed Automatic 


Built-in 32-bit Digital 
Antenna Tuner 9 


Signal Processor! 


VAESU FT-950 


Compatible With DMU-2000 
Built-In CW Digital Management Unit 


Memory Keyer! 


.. Medium Size 


¢ HF/bm Coverage | 
» Auto Antenna rut There's a new HF rig in town, and it's packing quite 
/ a punch! The new Yaesu FT-4150 jams ‘dig rig 
features and performance into a medium-sized 
© 25-2320 PC Interface | chassis. If you're looking for a new HF rig that wont 
| | ny vue 
» Rotator Coneae break the bank—or your operating desk—check 


¢ Digital Signal Processor 


out the Yaesu FT- 4950! 


TEXAS TOWERS 


A Div. of Texas RF Distributors, Inc. 
1108 Summit Avenue, Suite #4 
Plano, Texas 75074 

(800) 272-3467 
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